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Preface

We are pleased to welcome all participants to "The 4th International Conference on Applied
Mathematics in Engineering (ICAME'26)," taking place between 2-4 September 2026 in Cunda,
Ayvalik, Balikesir, Tiirkiye.

This conference offers an ideal academic platform for researchers to present the latest research
and emerging findings in optimization and applied mathematics across engineering, physics,
chemistry, biology, energy, and statistics. It also provides a valuable opportunity to discuss
advances in artificial intelligence and its impact on engineering and real-life challenges.

The conference focuses on contemporary applied mathematical problems worldwide, including
fractional calculus and its real-life applications, differential equations, operational research,
mathematical modeling in engineering, artificial intelligence and machine learning applications,
physics-informed neural networks, optimization and control in engineering, non-linear dynamical
systems and chaos, and stochastic modeling of natural phenomena. Alongside 7 plenary and
invited talks and 13 special sessions, 133 oral presentations will be delivered to an international
audience, bringing together 259 authors from 34 countries (i.e. Albania, Algeria, Brazil, Bulgaria,
China, Egypt, France, Greece, Hungary, India, Iran, Iraq, Italy, Japan, Jordan, Kazakhstan, Kosovo,
Kuwait, Lebanon, Morocco, Nigeria, Oman, Pakistan, Poland, Saudi Arabia, Singapore, South Korea,
Spain, Tiirkiye, Ukraine, United Arab Emirates, United Kingdom, United States, and Uzbekistan).

ICAME'26 represents a significant milestone in our ongoing efforts to foster and advance
international cooperation. In this scope, on behalf of the organising committee of the conference,
we would particularly like to thank our plenary speakers Hiiseyin Seker (University of Sharjah,
United Arab Emirates & University of Birmingham, United Kingdom), Young-Im Cho (Gachon
University, Republic of Korea), Jordan Hristov (University of Chemical Technology and Metallurgy,
Bulgaria), Dumitru Baleanu (Lebanese American University, Lebanon), Maira Aguiar (Basque Center
for Applied Mathematics - BCAM, Spain), Gerhard-Wilhelm Weber (Poznan University of
Technology, Poland) and Praveen Agarwal (Anand International College of Engineering, Jaipur,
India), as well as the organisers of the special sessions and the members of the international
scientific committee for their contributions and support.

We extend our best wishes to all participants, hoping you leave with valuable insights, enhanced
ideas, and newly formed or strengthened scientific networks. Wishing you an enjoyable and
memorable conference.

On behalf of the organising committee,

Chairs

Dumitru Baleanu Ramazan Yaman Jordan Hristov Necati Ozdemir
Lebanese American Balikesir University, Univ. of Chemical Tech.  Balikesir University,
University, Lebanon Tiirkiye and Metallurgy, Tiirkiye

Bulgaria
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Conference Program

ICAME'26 - CONFERENCE PROGRAMME OUTLINE* (https://icame.balikesir.edu.tr)
Day 1: Wednesday, 2 September 2026 Day 2: Thursday, 3 September 2026 Day 3: Friday, 4 September 2026
09:00- Registrati 02-00- Registrati 05-00- Registrati
10:00 egistration 09:30 egistration 05-30 egistration
10:00- Opening Ceremaony (Hall-1) 09:30- Plenary Lecture-4 (Hall-1) Parallel 5essions - 6
10:30 Conference Chairs 10:10 Dumitru Baleanu
09:00-
10:30- Plenary Lecture-1 (Hall-1) 10:15- Coree Breok 10:40
11:10 Hilseyin Seker 10:35 s ST
11 '-;'!5- Coffee Breok Parallel Sessions - 4 10:.45- Plenary Lecture-5 1Hal.l—13
11:35 11:25 Praveen Agarwal [online]
10:35-
11:35- Plenary Lecture-2 (Hall-1) 12:15 11:30- Closing Ceremony
12:15 Young Im Cho [online] 11:50 (Hall-1}
12:15- 12:15-
13:25 I 13:25 LB
Parallel Sessions - 1 13:35- Plenary Lecture-5 {Hall-1}
14:15 Maira Aguiar [online]
13:30-
15:10
14:25- Plenary Lecture-6 (Hall-1)
15:05 Gerhard Wilhelm Weber [online]
15:15- Plenary Lecture-3 {Hall-1) 15:05- S .
15:55 lordan Hristov 15:25 Coffee Break
Py— Social Tour
‘1:5;'5 Coffee Break
—= Parallel Sessions - 5
. 12:00-.. (Aywahk-Cunda)
Parallel Sessions - 2 15:30-
- Tour plan will be announced with a
16:15- AL certain timeline soon.
17:35
17:35- 17:10-
1?._;:,] Coffee Breok IIT:JJ'[II Caffee Breok
Parallel Sessions - 3
17:50- 17:30- Round-table Discussion
19:30 18:15 (Hall-1)
19:30 DINNER 19:30 DINNER

*This is the general outline of the conference program. The detailed program can be downloaded from the
conference website.
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NOTE:
All times in GMT+3

click here to check

local time)

ICAME'26 - CONFERENCE PROGRAM (AUTHORS)
The 4th International Conference on Applied Mathematics in Engineering

2-4 September 2026, Ayvalik (Cunda)-Balikesir, Tiirkiye

[Updated: 30th August 2026 - 12:00 Istanbul Time]

Day-1
Wednesday, 2nd September 2026

Day-1

Wednesday, 2nd September 2026

09:00-10:00 Registration
10:00-10:30 |Opening Ceremony (Hall-1)
Opening (All Times Speakers: Conference Chairs
GMT+3) Link: https://usO6web.zoom.us/i/2935213395?pwd=cV5gRbMTisjaeL 74UXiiEFSkxWG1EU.1
Plenary Lecture-1 (Hall-1) The Power of Data and The Things It Empowers
» . Speaker: Hiiseyin Seker
Plenary | 10:30-1110 1o Zakia Hammouch
Link: https://usO6web.zoom.us/i/2935213395?pwd=cV5gRbMTisjaeL 74UXiiEFSkxWG1EU.1
11:15-11:35 Coffee Break
Plenary Lecture-2 (Hall-1) An i i Al for Proactive Urban Risk Intelli and Decision Support in Smart Cities
Plenary 11:35-12:15 Speaker: Young Im Cho - Online
Chair: Ramazan Yaman
Link: https://us06web.zoom.us/i/2935213395pwd=cV5gRbMTisjaeL 74UXi[EFSkxWG1EU. 1
12:15-13:25 LUNCH
Room-1 (Hall-1) Room-2 (Hall-2) Room-3 (Online) Room-4 (Online) Room-5 (Online)
Session: i Dynamics Operations Research Al & C Methods Neural Networks
Chair: Miinevver Tezer-Sezgin Ilker Gabriel Tori Cortés Melike Sultan Karasu Asnaz Cengizci
Parallel |Link: Click here Click here Click here Click here Click here
Sessions- 13:30 34- André Lopes 162 - llker Kucukoglu 180 - Gabriel Torregrosa-Cortés 153 - Ismail Caner 7- Siileyman Cengizci
1 13:50 48 - Miinevver Tezer-Sezgin 112 - Helin Su Acar 8- Ali Berkol 174 - Sadettin Durmus Talipoglu 214 - Mehmet Yavuz
14:10 67- Pelin Senel 119- Seyma Mercan 21- Alabdullah 158 - Melike Sultan Karasu Asnaz 42- Fatma Nur Kaya Saglam
14:30 85-F. Sidre Oglakkaya 32- Oktay Yilmaz 83 - Wajdi Ben Saad 80- Semiha Erkovan 53 - Hamid Orhun Tur
14:50 106 - Canan Bozkaya 156 - Abdullah Usame Giindesli 166 - Mehmet Cecen 64- Giilden Miilayim
Plenary Lecture-3 (Hall-1) based on Mittag-Leffler and known memory kernels
Plenary | 15:15-15:55 Speaker: Jordén Hristov
Chair: Dumitru Baleanu
Link: https://usO6web.zoom.us/i/2935213395?pwd=cV5gRbMTisjaeL 74UXijEFSkxWG1EU.1
15:55-16:15 Coffee Break
Room-1 (Hall-1) Room-2 (Hall-2) Room-3 (Online) Room-4 (Online) Room-5 (Online)
Session: i Dynamics Al & C Methods Math/Analysis & Optim in Eng
parallel Chair: Fatma Tokmak Fen Yeliz Karaca Yassine Sabbar Firat Evirgen Ramazan Yaman
Sessions- Link: Click here Click here Click here Click here Click here
2 16:15 20- Esma Ulutas 55- Ozge Gelik 40- Seza Dinibiitiin 145 - Oluwaseun O. Okundalaye 122- Gokhan Karcioglu
16:35 149 - Rusen Kaya 13- Tugba Aydemir 139 - Esma Canhasi Kasemi 201 - Halime Gokkaya 94- Zeynep Nur Ksstepen
16:55 177 - Mehmet Onur Fen 56- Seda Ermis 120- Ebru Agkgsz 191- Longjun Zhan 124- Giilsen Yaman
17:15 175 - Fatma Tokmak Fen 160 - Aykut Sen 38- Furkan Giimiis 2- Taha Yilmaz 207 - Fatma Selen Madenoglu
17:35-17:50 Coffee Break
Room-1 (Hal Room-2 (Hall-2) Room-3 (Online) Room-4 (Online) Room-5 (Online)
Al & C Methods i i Neural
Zakia Hammouch ismail Naci Cangul Selguk Han Aydin Cansu Aksu Mehmet Yavuz
Parallel |Link: Click here Click here Click here Click here Click here
Sessions- 17:50 125 - Sultan Siitli 60- Derya Altintan 50- Selguk Han Aydin 108- Cansu Aksu 215- Mehmet Yavuz
3 18:10 151 - Ahmet Goban 205 - ismail Naci Cangul 52- Shokoufeh Ghezeljeh 121- Meryem Abdullahaljouma 90- Harun Selvitopi
18:30 45- Demet Ozdek 87- Esra Celik 58- Ayse Nur Altunkaya 35- Gagn Latifoglu 186 - Upasnaben D Vala
18:50 79 - Sumran Giicii 54- Musa Sina Ertugrul 140- Kerem Ugurlu 91- Ritu Bhuyan 143 - Vladyslav Cherkashyn
19:10 146 - Oluwaseun O. Okundalaye
19:30 DINNER
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Day-2

Thursday, 3rd September 2026

Tour plan will be announced with a certain timeline soon.

09:00-09:30 Registration
Plenary Lecture-4 (Hall-1) On Modified Fractional Dynamics with Mittag-Leffler Kernel: Theory and
Speaker: Dumitru Baleanu
Plenal 09:30-10:10
i Chair: Zakia Hammouch
Link: https://usO6web.zoom.us/i/2935213395?pwd=cV5gRbMTisjaeL 74UXiEFSkx WG1EU.1
10:15-10:35 Coffee Break
Room-1 (Hall-1) Room-2 (Hall-2) Room-3 (Online) Room-4 (Online) Room-5 (Online)
Session: Fractional Calculus o] Research & Optim in Eng Al & C Methods
Chair: Dumitru Baleanu Ibrahim Cihan Bayindir Hasan Hiiseyin Yildinm Ramazan Yaman
Parallel |Link: Click here Click here Click here Click here Click here
Sessions- 10:35 75 - Dimiter Prodanov 170- Melissa Bilge Karadere 203 - Noumedia Ouarab 161- Hasan Hiseyin Yildinm 173 - Recep Duranay
4 10:55 216 - Zakia Hammouch 29- Oktay Yilmaz 206 - loannis D. Sfikas 152 - Melike Sultan Karasu Asnaz 147 - Elif Unaldi
11:15 182 - Yeliz Karaca 95- Elif Aydan Bike 126 - Mehmet Ali Kaygusuz 157 - Burak Askin 148 - Eszter Kiss
Q 11:35 109 - Taylan Demir 97- Didem Eylenen 41-Sara Taheri 82 - Safaa Kahil 138 - Ece Nur Polat
<3 11:55 169 - Ahmad Faraz Razi 107 - Berkin Yeginoglu 181 - Umit Calisir 187 - irem Kaksaldi 134 - Samet Kilrsat Basol
o] 12:15-13:25 LUNCH
o
g Plenary Lecture-5 (Hall-1) Dengue D ics: L the Impact of
| Invited A ir iar- Onlir
11 % 18:35-14:15 SpE!‘Jke! Maira Avgulvar Online i
T N Speaker Chairs: Burcu Giirbiiz & Necati Ozdemir
oo Link: https://us06web.zoom.us/i/29352133952pwd=cV5gRbMTisjaeL 74UXijEFSkxWG1EU. 1
(:: Plenary Lecture-6 (Hall-1) Optimal of defined pension funds under the effect of inflation, mortality and
< Invited i - Wil -Onlii
3 14:25-15:05 Speaker: Gerhard-Wilhelm Weber -Online
£ Speaker Chairs: Firat Evirgen & Ramazan Yaman
'-S Link: https://us06web.zoom.us/j/2935213395?pwd=cV5gRbMTisjael 74UXijEFSkxWG1EU.1
15:05-15:25 Coffee Break
Room-1 (Hall-1) Room-2 (Hall-2) Room-3 (Online) Room-4 (Online) Room-5 (Online)
Session: Math/Analysis & Optim in Eng Mech & Comp Methods
Chair: Yeliz Mert Kantar Yunus Eroglu Rommel Regis Anett Récz Waleed Adel
parallel |1 k: Click here Click here Click here Click here Click here
Sessions- 15:30 188 - Yeliz Mert Kantar 154 - Yunus Eroglu 168 - Rommel Regis 141- Anett Récz 66- Keiko Arase
5 15:50 16 - Neriman Solt 37- ilknur Tikenmez 133 - Sulaiman Mohammed Ibrahim 72- Pinar Yunusoglu 144 - Waleed Adel
16:10 189-ilhan Usta 86- Fatma Nese Ozen 28- Nejat Tukenmez 164 - Mirag Huzeyfe Giiner 132- Gokge Ozaltun Simsek
16:30 159 - Elif Giiner 116- Ulviye Savas 165 - Munarbek Aidaraliev 183 - Kartal Aydinli 129- Neriman Kartal
16:50 167 - Gozde Karapelit 26 - Ekin Oktay 192- Sena Saylig 185 - Ashraf Adnan Thirthar
17:10
17:10-17:30 Coffee Break
Round- Round-table Discussion (Hall-1)
17:30-18:15
table Link: https://us06web.zoom.us/i/2935213395?pwd=cV5gRbMTisjael 74UXi[EFSk\ WG1EU. 1
19:30 DINNER
Day-3
Friday, 4th September 2026
09:00-09:30 Registration
9 Room-1 (Hall-1) Room-2 (Hall-2) Room-3 (Online) Room-4 (Online)
8 Session: Math/Analysis & Optim in Eng Eng & Applied Math Ce Vision / Al
5 Chair: Metin Demirtas Geng i Yoshioka Yassine Sabbar
-g Parallel |Link: Click here Click here Click here Click here
m g Sessions- 09:00 51- Mohd Alam 178 - Sevdanur Geng 63 - Hidekazu Yoshioka 65 - Nigorakhon Nasimova
=5 6 09:20 117 - Ziihra Giines 155 - Furkan Keskin 47- Arda Yalcinkaya 135 - Yassine Sabbar
o 2 09:40 74- Melike Kaysal 163 - Muhammed Berat Altinok 123 - Elif Tarakg! 131- Mehmet Ali Kaygusuz
i 10:00 136 - Nazli Karatas Aygiin 172 - Ramazan Altay 22- Sara Taheri 202 - Lada Asankulova
=2 10:20 113 - Haris Calgan 179 - Halil Sinoplugil 217- Artan Alidema
ﬁ Plenary Lecture-7 (Hall-1) A study of integral formulas involving special
o Invited 10:45-11:25 Spe(IJker: Praveen /.\garwal - Online
Speaker Chair: Jordan Hristov
Link: https://usO6web.zoom.us/|/2935213395?pwd=cV5gRbMTisjaeL 74UXijEFSkxWG1EU.1
Closing Ceremony (Hall-1)
Closing 11:30-11:50
Link: https://us06web.zoom.us/i/2935213395?pwd=cV5gRbMTisjael 74UXi[EFSk\ WG1EU. 1
12:00- .. Social Tour (Ayvalik-Cunda)
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Zoom Connection Links

Room-1 (Hall-1 Onsite):
https://usO06web.zoom.us/j/2935213395?pwd=cV5gRbMTisjaeL.74UXijEFSkxWG1EU.1

Room-2 (Hall-2 Onsite):
https://us06web.zoom.us/j/3129610165?pwd=H3NHPbY4azbafuctHirks6dYPwBgMn.1

Room-3 (Online):
https://us06web.zoom.us/j/5565200022?pwd=NkwrSGtwWEg2dXNxODBTVHEzNDVZdz09

Room-4 (Online):
https://us06web.zoom.us/j/5892213649?pwd=TsMekY29dzCeYWUijJEKNwa3QAZlo2R.1

Room-5 (Online):
https://usO06web.zoom.us/j/7421593900?pwd=xmvtkcavlrno5eCd6G8EdBiOHDYkdN.1

http://icame.balikesir.edu.tr
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The 4th International Conference on Applied Mathematics in Engineering (ICAME’26)
2-4 September 2026, Cunda, Balikesir, Tiirkiye

About Cunda

Cunda is a touristic island in Ayvalik, which is a municipality and district of Balikesir Province, Turkiye. Its
areais 305 km2, and its population is 74,030 (2022). It is a seaside town on the northwestern Aegean coast
of Turkiye. The town centre is connected to Cunda Island by a causeway and is surrounded by the
archipelago of Ayvalik Islands.

The ruins of three important ancient cities lie within a short drive of Ayvalik: Assos and Troy are to the
north, while Pergamon (modern Bergama) is to the east. Mount Ida (Turkish: Kaz Dag1), which played an
important role in ancient Greek mythology and folk tales, is also near Ayvalik (to the north) and can be seen
from many points in and around the town centre.

The Gulf of Edremit and the coastal resort towns of Dikili (near ancient Atarneus) and Foc¢a (ancient
Phocaea) are also within driving distance for daily excursions.

11N
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Plenary Speakers
Young-Im Cho

Department of IT Convergence Engineering, Gachon University, Republic of Korea,
Email: yicho@gachon.ac.kr

An Explainable Multimodal Al Framework for Proactive Urban Risk
Intelligence and Decision Support in Smart Cities

Urban environments are increasingly exposed to complex and
interdependent risks, including air pollution, extreme weather, and
infrastructure failures, which generate heterogeneous and fragmented data
across multiple city systems. Conventional single-source or isolated models
are therefore insufficient for reliable risk assessment.

This paper proposes an explainable multimodal Al framework for proactive
urban risk intelligence in smart cities by integrating environmental, mobility,
infrastructure, and energy data. The framework performs spatiotemporal data fusion and multi-
horizon hazard and risk forecasting using a Temporal Fusion Transformer (TFT), while SHAP-based
explainability identifies key drivers and enhances transparency of model predictions.

Beyond prediction, the framework incorporates a constraint-aware decision module that translates
risk forecasts into actionable operational recommendations. Experimental results demonstrate that
the proposed approach provides accurate, interpretable, and practically useful insights, enabling the
transition from reactive monitoring to proactive and explainable urban risk management.

Dumitru Baleanu

Lebanese American University, Lebanon
Institute of Space Sciences, Magurele-Bucharest, Romania, Email: dumitru.baleanu@Iau.edu.lb

On Modified Fractional Dynamics with Mittag-Leffler Kernel: Theory
and Applications

Fractional calculus represents an extension of meaning, thus several related
operators were introduced during the last 330 years. In this presentation, I
will discuss the advantages of using the newly introduced singular modified
fractional operator with Mittag-Leffler kernel (MABC). As we know dealing
with nonsingular kernels is not an easy task due to their restrictions at origin.
[ suggest alternative extensions of the fractional operator involving the
Mittag-Leffler kernel which admits an integrable singular kernel at the origin.
Some illustrative examples will be presented.

http://icame.balikesir.edu.tr 11
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Huseyin Seker
University of Sharjah, UAE & University of Birmingham, UK, Email: hseker@sharjah.ac.ae
The Power of Data and The Things It Empowers

Data has become the driving force of transformation across every sector of
modern life. From intelligent infrastructure and connected industries to
predictive healthcare and sustainable cities, data no longer just describes the
world—it shapes it. This keynote explores how data fuels innovation,
decision-making, and resilience in an increasingly digital and interconnected
environment. It examines the new forms of intelligence that emerge when
data is combined with technologies such as artificial intelligence, the Internet
of Things, and advanced analytics. Through real-world examples, it highlights
how organizations can harness data responsibly to create value, enhance
efficiency, and enable human-centered progress. The talk also addresses the ethical, governance, and
sovereignty challenges that come with this growing power, emphasising the importance of trust,
transparency, and inclusion in data-driven ecosystems. Participants will leave with a deeper
understanding of how data empowers not only technologies but also societies—and how its thoughtful
use can drive competitiveness, innovation, and shared prosperity in the digital age.

Maira Aguiar
Basque Center for Applied Mathematics (BCAM) in Bilbao, Spain, Email: maguiar@bcamath.org

Modeling Dengue Dynamics: Unraveling the Impact of Homologous
Reinfections

Dengue dynamics are shaped by complex immune interactions among co-
circulating serotypes, including temporary cross-immunity and antibody-
dependent enhancement during heterologous reinfections. While most
models assume lifelong immunity against the infecting serotype, recent
evidence suggests that homologous reinfections can occur, although they are
often mild or asymptomatic.

: T We present a modeling framework that links antibody-mediated immune
dynamlcs with dengue transmission, incorporating both homologous and heterologous reinfections.
The model reproduces key patterns of viral load and antibody production observed in primary and
secondary infections and forms the basis for a multi-strain population model including temporary
cross-immunity, ADE, and reinfection pathways.

We use this framework to assess how rare homologous reinfections may influence dengue persistence,
outbreak dynamics, and transmission in endemic settings. We also discuss implications for temperate
regions such as Europe, where local outbreaks are increasingly linked to viremic imported cases and
established Aedes vectors.
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Gerhard-Wilhelm Weber
Poznan University of Technology, Poland, Email: gerhard.weber@put.poznan.pl

Optimal management of defined contribution pension funds under the
effect of inflation, mortality and uncertainty

The aim of the present project is to provide a novel, unified framework for the
study of the problem of the optimal management of defined contribution
pension funds under the effects of risk and model uncertainty. More precisely,
we consider a fund manager who is endowed with some initial wealth
stemming from pooled contributions of the fund members and his role is to
optimally distribute this wealth, among several financial assets, in order for
the fund to achieve some desired goal at the end of the trading horizon and to
effectively mitigate any unnecessary risks. Furthermore, given the special
design and the long-term structure of pension fund schemes, the effects of important external
stochastic (market and demographic) factors, such as human mortality, interest rates and inflation, as
well as model uncertainty, must be included in the decision-making process. By employing a mixture
of robust control theory and dynamic programming techniques, we are able to provide: (i) the optimal
investment decisions of the fund manager in closed-form, and a (ii) comprehensive numerical study
(using real-world data and a novel machine-learning inspired approach) of the qualitative features of
the problem at hand, that provides valuable insights on how the suggested pension fund management
approach can be effectively applied in practice.

Reference: 1. Baltas, L. Dopierala, K. Kolodziejczyk, M. Szczepariski, G.-W. Weber (presenter), A. N.
Yannacopoulos (2022). Optimal management of defined contribution pension funds under the effect of
inflation, mortality and uncertainty, European Journal of Operational Research, 298(3), 1162-1174.

Praveen Agarwal
Anand International College of Engineering, Jaipur, India, Email: goyal.praveen2011@gmail.com
A study of integral formulas involving generalized special functions

A remarkably large number of integrals whose integrands are associated, in
particular, with a variety of special functions, for example, the hypergeometric
and Mittag-Leffler type functions have been recorded. Here we aim at
presenting certain (presumably) new and (potentially) useful integral
formulas whose integrands are involved in the special functions. Some
interesting special cases of our main results are also considered.
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Jordan Hristov
University of Chemical Technology and Metallurgy, Bulgaria, Email: jyh@uctm.edu
Sigmoids based on Mittag-Leffler functions and known memory kernels

Progress has been made in developing sigmoids derived from the Mittag-
Leffler function. Generally, the Mittag-Leffler functions with one and two
parameters, along with the Atangana-Baleanu formulation, are used to
replace the traditional exponential function in the Verhulst model. Sigmoid
formulations have been successfully demonstrated using numerous subcases
of the Mittag-Leffler function. Additionally, researchers have successfully
demonstrated the use of known memory kernels from the field of non-local
(fractional) modeling in generating sigmoidal functions. Maple and
Mathematica computing have enabled us to successfully visualize the results
and identify emerging computational problems.
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Special Sessions

Optimization and Control in Sustainable Computing Systems

Theme

This special session aims to bring together researchers and practitioners working at the intersection
of optimization, control theory, and sustainable computing to address the growing energy and carbon
footprint of modern computational systems. With the rapid expansion of cloud, edge, and Al-driven
infrastructures, energy consumption and associated carbon emissions have become critical challenges.
The session focuses on mathematically grounded optimization methods, advanced control strategies,
and data-driven approaches that integrate carbon-awareness into computing systems. Emphasis will
be given to practical and scalable solutions for energy-efficient and environmentally sustainable
system design, operation, and management.

Topics

Carbon-conscious scheduling and resource allocation in cloud, edge, and distributed systems
Optimization models for minimizing carbon footprint and computational cost
Energy-aware and carbon-aware computing architectures

Advanced control strategies for dynamic power and carbon management
Mathematical modeling of carbon emissions in computing systems

Machine learning and data-driven methods for carbon prediction and optimization
Physics-informed and hybrid Al models for sustainable computing

Renewable energy integration in computing infrastructures

Digital twins for sustainable and carbon-aware system operation

Multi-objective optimization for energy-performance-carbon trade-offs

Real-time monitoring and control of energy and carbon metrics

Green data centers and sustainable enterprise computing

Carbon-efficient middleware, virtualization, and task allocation strategies
Adaptive and lightweight algorithms for energy-efficient computing

Algorithms for minimizing heat generation and cooling requirements

Sustainable software design and energy-aware code optimization

Edge intelligence and IoT systems for low-carbon computing

Benchmarking, metrics, and standards for carbon-aware computing systems

Physics-Informed Computational Intelligence for Energy-Efficient

Systems

Prof. Dr. Ali Ahmadian, Decisions Lab, Mediterranea University of Reggio Calabria, Italy & Central
University of Queensland, Australia

Prof. Dr. Soheil Salahshour, Faculty of Engineering and Natural Sciences, Istanbul Okan University,
Istanbul, Turkiye

Theme

This special session brings together researchers at the convergence of physics-informed machine
learning, computational intelligence, and energy systems engineering to address the pressing
challenge of designing and operating energy-efficient computational and physical infrastructures. As
modern systems from smart grids and edge-Al platforms to industrial loT and data centres grow in
complexity, purely data-driven or purely model-based approaches alone prove insufficient.
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Physics-informed neural networks (PINNs) offer a principled bridge: embedding conservation laws,
thermodynamic constraints, and system dynamics directly into learning architectures, yielding models
that are accurate, interpretable, and physically consistent even under sparse measurement conditions.
The session emphasises mathematically rigorous yet computationally tractable methods that couple
PINNs, hybrid Al, and evolutionary optimisation with energy management, optimal control, and
sustainable operation.

Contributions from both theoretical foundations and real-world deployments including renewable
integration, thermal management, intelligent transportation, and green computing are warmly invited.

Topics

Physics-informed neural networks (PINNs) for energy system modelling and state estimation

PINNs and physics-informed operator learning (DeepONet, FNO) for PDEs in heat and fluid transport
Hybrid physics-data-driven models for real-time energy monitoring and anomaly detection
Computational intelligence methods (evolutionary algorithms, swarm intelligence, neuroevolution)
for energy optimisation

Multi-objective optimisation for energy-performance-cost-carbon trade-offs in computing systems
Optimal control and model predictive control (MPC) with physics-informed surrogate models

Deep reinforcement learning for adaptive energy management in smart grids and microgrids
Energy-efficient edge Al and neuromorphic computing architectures

Physics-constrained neural networks for battery state-of-health and thermal degradation prediction
Digital twins for sustainable building, industrial, and data-centre energy management

Transfer learning and domain adaptation for energy systems with limited labelled data

Uncertainty quantification and robust optimisation in energy-aware intelligent systems
Thermodynamics-informed machine learning for HVAC, cooling, and industrial process optimisation
Physics-guided graph neural networks for power grid stability and fault diagnosis

Federated and distributed learning for privacy-preserving energy optimisation in IoT/edge networks
Benchmarks, datasets, and reproducibility standards for energy-efficient Al research

Applications: smart buildings, electric vehicles, renewable energy forecasting, green data centres,
sustainable manufacturing

Mathematical Modeling, Fractional Calculus and Artificial Intelligence
across Complex Systems of Systems: Theories, Computations and

Applications

Prof. Dr. Yeliz Karaca, University of Massachusetts (UMass), Department of Mathematics and
Department of Neurology, MA, USA

Prof. Dr. Dumitru Baleanu, Lebanese American University, Department of Computer Science and
Mathematics, Beirut, Lebanon & Institute of Space Science, Magurele, Ilfov, Romania

Theme

Mathematical modeling accoutered toward establishing system-based modern models based on actual
problems reflect different aspects of real-life challenges and complex systems along with their
reciprocal dynamics and interactions through mathematics whilst addressing universal notions
foregrounding their uniqueness, which enables the conceptualization, mechanization and automation
of intellectual activity. This very essence sets out the solutions for problems in line with the results
commensurately devised and calculated, which suggests that the core of a mathematical model lies in
the factuality that it represents a dynamic simulation way of reasoning. Thus, mathematical modeling
entails flexibility in employing the pertinent knowledge of mathematics, keen observation and analysis
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of different phenomena in life so that the optimally applicable mathematical model(s) can be extracted
[1].

Complexity, in this conjecture, reflects the disentangling of complex, dynamic, complicated, random,
nonlinear, chaotic, adaptive, emergent systems, among many more, bringing about collective dynamics
along with the interaction of components in multiple manners along with providing facilitation and
acumen lenses in observing the problems through multiple perspectives. The representation of
complex systems through models poses challenges owing to their inherent unpredictability and
uncertainty as they are comprised of various interconnected entities that are in constant interaction
with one another, which indicates the difficulties of modeling, entailing profound comprehension into
the system’s components and interactions thereof. Furthermore, the relationship between
mathematical models, clinical applications and pattern formation is observed in such a way that
mathematical models are employed for understanding complex systems and optimizing related
processes. This mode aims to ensure the productive application of mathematical principles to
problems in molecular and cell-related scopes of biology for the application of quantitative techniques
of different sorts. In these regards, mathematical models are employed to advance the interpreting of
complex processes, experimental notions and clinical realities [2].

Fractional calculus impacts the analysis of patterns in complex, dynamic, nonlinear, biological,
ecological, medical to life systems, and advanced mathematical models decipher different processes of
life along with novel approaches toward understanding various complex dynamic phenomena.
Dynamic behaviors generated by modified networks are dependent on multiple parameter values
based on fractional models particularly, which generates different patterns of periodic and excitable
spiking, resting, chaos, bifurcation, parameter estimation and bursting behaviors with minimum
computational errors [3]. Fractional dynamics, differentiation and systems in complex systems of
systems as well as dynamical processes of fractional order with regard to natural and artificial
phenomena are critical in terms of their modeling by ordinary or partial differential equations with
integer order, ordinary and partial differential equations. Accordingly, fractional calculus and
fractional-order calculus approach to provide novel mathematical models with fractional-order
calculus employed in machine learning algorithms can ensure the obtaining of optimized solutions
besides the justification of the requirement towards developing analytical and numerical methods.
Within such systems, fractional calculus, fractals, wavelet, entropy to Artificial Intelligence (AI),
machine learning, deep learning, and other models are employed or identifying complexities, self-
similar patterns, symmetries, singularities and regularities stemming from otherwise irregular data
[4].

Based on these integrative and multi-stage approaches across spatio-temporal scales with computer-
assisted applications while building on our previous and ongoing special sessions, special issues and
academic events, the current session aims to elucidate the ways that could serve for generating
applicable solutions to pertinent problems encountered in different areas of mathematics, medicine,
neuroscience, physics, genetics, biology, epidemiology, mathematical biology, computational biology,
engineering, information science, computer science and data science, applied disciplines, among many
others by extrapolating new mathematical theoretical directions in view of system-based modern
models across different domains in real-world systems, natural systems, biological systems, life
systems, nonlinear systems, complex systems and all other systems.

Topics

Fractional order differential/ integral equations and systems

Computational methods for fractional dynamics

Differential equations (i.e. Fractional, DEs, PDEs, ODEs) with uncertainty

Data-driven fractional biological /medical/epidemiological modeling

Data mining and voluminous data with mathematical modeling (ie. fractional calculus, stochastic (Itd)
calculus, discrete/continuous models, stochastic models)

Fractional order observer design for nonlinear systems

Nonlinear modeling for biological /neurological/ epidemiological/medical diseases
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Image/signal analyses based on soft computing

Wavelet analysis and applications

Entropy applications, processes and systems

Complex dynamics of network systems

Computational complexity

Dynamic systems on time scales

Symmetry, structure and synchronicity

Fractional-calculus-based control scheme for systems (i.e. complex, dynamic, chaotic)

Computational intelligence-based methodologies and techniques

Fractional- epidemiological neural networks (i.e. deep neural networks, machine learning) and
mathematical modeling

Mathematical statistics and probabilistic scientific computing

Neurocomputation and neuronal circuits’ dynamics

Bifurcation, chaos, complexity and applications to medicine, biology, engineering, technology and
science

Mathematical modeling of virology, epidemiology, oncology, biology, and so forth

System- based mathematical analysis and modeling

Theories and/or applications of advanced Al (i.e. machine learning, deep learning, ensemble methods)
Quantum computation and optimization models of complex systems

Fractional mathematical modeling with computational complexity

Mathematical modeling and Artificial Intelligence (AI)

Modelling & Optimization in Engineering
Ramazan Yaman, Balikesir University, Turkey

Ahmet Sahiner, Suleyman Demirel University, Turkey

Firat Evirgen, Balikesir University, Turkey

Theme

The goal of this session is to discuss recent developments in applications of optimization methods by
bringing together researchers and practitioners working in the field of optimization theory, methods,
software and related areas.

Topics

Mathematical programming Data mining

Global optimization Population based algorithms
Nondifferential optimization Artificial intelligence technologies
Continuous optimization Applications of optimization in natural
Combinatorial optimization sciences

Multicriteria optimization Applications of optimization in engineering

Equilibrium programming
Game theory
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Stochastic Modeling of Natural Phenomena
Assoc. Prof. Yassine Sabbar, Moulay Ismail University of Meknes, Boutalamine, Errachidia, Morocco

Prof. Waleed Adel, Nile University, Egypt

Assit. Prof. Abdulwasea Alkhazzan, Xi'an Fanyi University, Xi'an, China

Theme

This Special Issue will curate high-quality contributions presented at the conference and
complementary submissions, highlighting rigorous analysis, modern numerical methods, and

applications across the natural sciences.

Topics

Stochastic epidemic and eco-epidemiological models (SDEs, jump-diffusions, regime switching,

PDMPs)

Lévy noise, rare events, heavy-tailed perturbations, and extreme-value-driven Dynamics
Stationary distributions, ergodicity, invariant measures, and long-time behavior
Extinction/persistence thresholds and noise-corrected reproduction metrics

Stochastic reaction-diffusion / SPDEs, random media, and spatially structured Dynamics

Fractional stochastic models and memory effects

Numerical schemes preserving positivity/stability (EM variants, tamed schemes, splitting, MLMC)
Data-driven identification (neural SDEs, operator learning, PINNs/PINOs for stochastic systems)
Uncertainty quantification, sensitivity analysis, and optimal control under uncertainty

Applications: climate variability, hydrology, population dynamics, geophysics, neuroscience, and

biomedicine

Operational Research

Prof. Dr. Gerhard-Wilhelm Weber, Poznan University of Technology, Poland
Prof. Dr. Aslan Deniz Karaoglan, Balikesir University, Turkiye

Prof. Dr. Ibrahim Kucukkoc, Balikesir University, Turkiye

Assoc. Prof. Dr. Burcu Gurbuz, Johannes Gutenberg-University Mainz, Germany

Theme

This session aims to bring together researchers working on the topics related to operational research
to discuss recent developments in the theory and application of operational research techniques.

Topics

Business analytics for manufacturing systems
Analytics, optimization and machine learning
in manufacturing and supply chains
Intelligent manufacturing systems

Intelligent transpportation

Protfolio optimization

Network models

Inventory control, production planning and
scheduling

Sustainable manufacturing

Robotics in manufacturing

Modeling, simulation, control and monitoring
of manufacturing processes

Logistics, supply chains and networks
Facility planning and materials handling
Energy systems modelling

Design and reconfiguration of manufacturing
systems
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Fractional Calculus, Differential Equations and Artificial Intelligence in

Complex Systems
Dumitru Baleanu, Lebanese American University, Lebanon
Yeliz Karaca, University of Massachusetts Chan Medical School (UMASS), Worcester, United States

Theme

Processes of fractional dynamics, differentiation and systems in complex systems as well as the
dynamical processes and dynamical systems of fractional order with respect to natural and artificial
phenomena are critical in terms of their modeling by ordinary or partial differential equations with
integer order, ordinary and partial differential equations. Accordingly, fractional calculus and
fractional-order calculus approach to provide novel mathematical models with fractional-order
calculus employed in machine learning algorithms can ensure the obtaining of optimized solutions
besides the justification of the requirement towards developing analytical and numerical methods. In
that regards, complex systems and nonlinear dynamical systems are considered to be among the
thriving models of natural phenomena, which are frequently characterized by unpredictable behavior
whose analysis is challenging to be performed. The root of the problem lies in the understanding of
which sort of information, especially concerned with their long-term evolution and memory
properties, can be expected to be derived from those systems. Correspondingly, complexity, chaos,
order and evolution all unravel the relationship between natural and social worlds, representing a
modern process of thinking. Dynamical processes and dynamical systems of fractional order in relation
to natural and artificial phenomena can be modeled by ordinary or partial differential equations with
integer order, which can be described aptly by employing ordinary and partial differential equations.
Thereafter, while the employment of artificial intelligence allows model accuracy maximization and
functions’ minimization like those of computational burden, novel mathematical-informed
frameworks can enable a reliable and robust understanding of various complex processes that involve
a variety of heterogeneous temporal and spatial scales. Such complexities necessitate a holistic
understanding of different processes through integrative models with multi stages, being capable of
capturing the significant attributes and peculiarities on the respective scales to expound complex
systems whose behavior is confounding to predict and control with the ultimate goal of achieving a
global understanding, while at the same time catching up with actuality along the evolutionary and
historical path. Hence, the importance of generating applicable solutions to problems for various
engineering areas, medicine, biology, mathematical science, applied disciplines and data science,
among many others, requires predictability, interpretability and reliance on mathematical sciences,
with Artificial Intelligence (Al) and machine learning being at the intersection with different fields
marked by complex, chaotic, nonlinear, dynamic and transient components to validate the significance
of the attained optimized approaches.

Based on this sophisticated integrative and multiscale approach with computer-assisted translations
and applications, our special session aims at providing a bridge to merge an interdisciplinary
perspective to open up new pathways and crossroads both in real systems and in other related realms.

Topics

Differentiability of solutions of differential equations with initial data
Advances of mathematical sciences, fractional calculus and differentiation
Fractional order differential, integral equations and systems
Computational methods of fractional order

Synchronization of dynamic systems on time scales

Data-driven fractional biological modeling

Data mining with fractional calculus methods

Fractional order observer design for nonlinear systems

Nonlinear modeling for epidemic/biological /neurological diseases
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Fractional differential equations with uncertainty

Fractional dynamic processes in medicine

Image/signal analyses based on soft computing

Wavelet analysis and synthesis

Entropy of complex dynamics, processes and systems

Computational applied sciences

Control and dynamics of multi-agent network systems

Computational complexity

Nonlinear integral equations within fractional calculus in nonlinear science
Fractional dynamic processes in medicine

Fractional-calculus-based control scheme for uncertain dynamical systems
Computational intelligence-based methodologies and techniques
Bifurcation and chaos in complex systems

Mathematical analysis and modeling in complex systems

Quantum computation and optimization models of complex systems
Fractional mathematical modeling with computational complexity
Mathematical modeling and Artificial Intelligence in complex systems
Among many other related points with mathematical modeling

Control Theory & Applications
Metin Demirtas, Balikesir University, Turkey
Amin Jajarmi, University of Bojnord, Iran

Theme

This session aims to discuss a broad range of topics including current trends of linear, nonlinear,
discrete and fractional control systems as well as new developments in robotics and mechatronics,
unmanned systems, energy systems with the goal of strengthening cooperation of control and
automation scientists with industry.

Topics

Adaptive control

Linear and nonlinear control systems
Optimal control

Discrete time control systems
Robust control

Fractional order systems and control
Chaotic systems and control
Evolutionary and heuristic control
Robotic control

Energy management and control
Control of unmanned air and undersea vehicles

http://icame.balikesir.edu.tr 21


http://icame.balikesir.edu.tr/

The 4th International Conference on Applied Mathematics in Engineering (ICAME’26)
2—4 September 2026, Cunda, Balikesir, Tiirkiye

Fractional Calculus with Applications in Biology
Dumitru Baleanu, Lebanese American University, Lebanon
Necati Ozdemir, Balikesir University, Turkey

Theme

The goal of this session is to bring together creative and active researchers, in theoretical analysis and
numerical tools, to discuss recent developments in applications of fractional order models of biological
models. Fractional order models have become ubiquitous research topics in the last few decades. Their
memory property contributes to a better and profound understanding of the dynamics of real world
models, namely of biological population problems. Stochastic and deterministic models and
coinfection models, as well as computational models, are welcome for HIV, HCV, Ebola, Zika, etc, in this
session.

Topics

New numerical methods to solve fractional differential equations
Deterministic and stochastic fractional differential equations
Computational methods for fractional differential equations

Bifurcation theory

Stability theory

Cancer development models: chaos, synchronization

Applications in bioengineering, medicine, ecology, biology, epidemiology

Nonlinear Dynamical Systems and Chaos
Huseyin Merdan, TOBB ETU, Turkey
Songul Kaya Merdan, METU, Turkey

Theme

This special session focuses on the dynamics of complex systems, which are one of the most attractive
subjects of the modern sciences. The attractiveness of this particular area arises from two different
aspects: The first one is that it provides challenges, which are connected with many uncertainties in
description of irregular motions. The second one is methods of investigation, which are not yet well
developed and established. Applications of complex dynamics investigations are very important and
deal with a wide range of problems. They begin with mechanical problems and extend to earthquake
prediction and social sciences problems. We are interested in those investigations in electrical and
mechanical engineering, physics, biology, economics, finance, neuroscience, computer sciences, fluid
dynamics and earthquake monitoring, which urgently need mathematical modeling of their problems
and analysis through nonlinear dynamical systems approach.

Topics

ODE, DDE and PDE based modelling for Stochastic complex dynamical systems and
complex systems randomness

Dynamical systems and chaos Hybrid systems

Bifurcation theory Complex networks based-models
Synchronization Neural Networks

Control theory Bio-engineering, bio-imaging and bio-fluids
Fluid Dynamics Population dynamics and conservation biology
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Ecosystems Cell and developmental biology
Evolution and ecology Cancer and immunology
Epidemiology and disease modeling Environmental sciences
Neuroscience Social economy systems
Regulatory networks Climate change

Cell and Tissue biophysics Financial engineering
Evolution and populations genetics Mathematical finance

Nonlinear Transport Phenomena and Models
Jordan Hristov, Univ. of Chemical Tech. and Metallurgy, Bulgaria

Theme

The special session focuses on modelling of nonlinear transport phenomena (heat, mass and
momentum) as well as models related to real world application. Models with both local and fractional
differential operators involved in modelling in such models are welcome. The topics drawn below are
the main directions but no restrictive and any new problems outside them are welcome.

Topics

Nonlinear diffusion and heat transfer Nonlinear electrical and magnetic phenomena
(conduction) and nonlinear applied models in

Nonlinear viscoelasticity and plasticity electrotechnics (nonlinear magnetic circuits,
Modelling rheology of complex fluids, solids high frequency skin effects, supercapacitors,
and granular systems (hydrodynamics, large etc.)

strain deformations and mixing) Inverse problems in nonlinear models of
Nonlinear kinetic and rate equations and transport phenomena

irreversible thermodynamics New nonlinear models (broad aspect)

Models of nonlinear biological and medical Analytical and numerical methods for solution
problems for real-world applications of nonlinear models

Models for treatment of nonlinear signal Scaling and dimensional analysis

processing and control

Energy Management and Optimization
Ramazan Yaman, Balikesir University, Ttirkiye
Hakan Akca, Ege University, Tiirkiye

Theme

This session aims to gather researchers in the field of power and energy systems to delve into recent
developments in both the theoretical aspects and practical applications of electricity markets,
including power system applications.

Topics

Optimization in Power Delivery and Generation

Demand Response and Participation in Electric and Energy Systems

Hybrid Electricity Markets and Their Integration into Existing Market Structures
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Energy Storage Technologies and Solutions in Electric Industry

Energy Use in Residential Areas

Energy Usage in the Transport Sector and Electric Vehicles

Robust/Stochastic/Heuristic Control and Optimization Methods for Energy Systems

Decision Support Systems for Energy Systems

Al/ML-Based Energy Optimization Techniques

The Optimization of Distributed Renewable Energy Resources and the Electricity Market Control
Transmission Markets, Congestion Management, and Grid Reliability

Consolidation of Smart and/or Micro Grids and Distribution Networks, and Integrating in Electricity
Markets

Geothermal Energy Systems

Energy Efficiency and Conservation

Theories and Applications of Discrete Fractional Operators
Thabet Abdeljawad, Department of Mathematics and Sciences, Prince Sultan University, Saudi Arabia
Sumati Kumari Panda, Department of Mathematics, GMR Institute of Technology, India

Theme

Fractional calculus was first proposed in the year 1695. Many well-known mathematicians, including
Leibniz, L' Hospital, Riemann, and others, contributed to this study. The fractional calculus has been
widely employed in a variety of fields due to its interesting memory effects and non-locality. In the last
decade, it has become one of the most popular fields of applied mathematics.

Discrete fractional calculus was proposed very recently. Although discrete and fractional mathematics
have always played an important role in mathematics, their importance has recently grown in several
branches, including but not limited to topological indices, polynomials in graphs, molecular
descriptors, differential of graphs, alliances in graphs, domination theory, complex systems, discrete
fractional delta operator, discrete fractional nebla operators, discrete geometry, fractional differential
equations, discrete fractional integral inequalities, discrete fractional differences, discrete fractional
sums and more.

The collection will bring together primary research studies that explore the applications of discrete
fractional with applications in engineering and the natural sciences.

Topics

Existence theory of discrete fractional order systems

New numerical methods for the solution of fractional difference equations
Dynamics of discrete fractional-order systems in engineering and natural sciences
Theory and application of q-fractional operators

Stability analysis of discrete fractional-order neural networks systems

Discrete fractional inequalities and iterative methods

Existence and uniqueness of solutions for discrete fractional equations
Monotonicity and convexity of fractional difference operators
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A Mathematical Modeling Approach for the Dynamic Analysis of Metabolic Disease
Progression
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Abstract

In this study, a new compartmental mathematical model is proposed to investigate the dynamic progression of
metabolic disorders associated with hypothyroidism, obesity, and diabetes. The proposed model consists of five
compartments representing different health states within the population. The well-posedness of the model is
established by proving the existence and uniqueness of solutions. In addition, the positivity and boundedness of
the solution space are demonstrated, ensuring that the model is biologically meaningful.

Equilibrium points of the model are obtained, and their stability properties are analyzed in order to understand the
long-term behavior of the system. Furthermore, numerical simulations are performed using the fourth-order
Runge—Kutta method. Through these simulations, the effects of model compartments and key parameters on the
overall system dynamics are investigated. The results provide a mathematical framework for understanding the
interaction between hypothyroidism-related obesity and diabetes progression and may offer useful insights for
future theoretical and applied studies on metabolic disease dynamics.

Keywords: Metabolic disease Dynamics, Obesity—diabetes progression, Hypothyroidism, Mathematical model,
Equilibrium analysis, Runge—Kutta method
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Abstract

Convection-dominated time-dependent partial differential equations arise in numerous scientific and engineering
applications, yet their accurate numerical treatment remains a persistent challenge. When convection dominates
diffusion, standard finite element discretizations tend to exhibit spurious oscillatory behavior. Stabilized
formulations, particularly the streamline-upwind/Petrov—Galerkin (SUPG) approach combined with YZp
discontinuity-capturing operators [2], can effectively mitigate such artifacts; however, residual smearing of sharp
fronts and localized overshoots may still occur. On the other hand, physics-informed neural networks (PINNs) [3],
despite their flexibility, face well-known difficulties in capturing thin layers characteristic of singularly perturbed
problems and often demand extensive training. In this study, we propose a coupled computational strategy that
leverages the strengths of both paradigms [1]. The stabilized finite element solver provides a robust initial
approximation over the full time history, while a neural network corrector—trained on a narrow temporal window
near the final time—refines the solution by simultaneously fitting the finite element data and minimizing the
strong-form PDE residual through automatic differentiation. A selective enforcement mechanism excludes
boundary-adjacent collocation points from the residual loss, preserving layer integrity. The network employs
random Fourier feature mappings and residual block connections to represent multiscale solution features, and a
multi-phase adaptive weighting schedule transitions the optimization from data-driven to physics-driven learning.
The methodology is validated on a suite of one- and two-dimensional benchmark problems involving boundary
layers, interior layers, propagating fronts, and nonlinear self-steepening dynamics, consistently yielding improved
terminal-time accuracy over the standalone stabilized finite element approximations [4].

Keywords: physics-informed neural networks, stabilized finite elements, convection-dominated flows, SUPG,
shock-capturing, hybrid methods
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Abstract

Recent advances in artificial intelligence have significantly increased the demand for efficient deep learning
models in engineering applications. However, designing optimal neural network architectures remains a
challenging task, as the search space of possible architectures grows exponentially with the number of layers,
connections, and hyperparameters. Neural Architecture Search (NAS) has emerged as a promising approach to
automate this design process, yet many existing NAS techniques rely on reinforcement learning or gradient-based
optimization methods that often require substantial computational resources. This study proposes a metaheuristic-
guided Neural Architecture Search framework designed specifically for engineering-oriented artificial intelligence
systems. The proposed approach formulates the architecture search problem as a combinatorial optimization task
and utilizes population-based metaheuristic algorithms to efficiently explore the architecture space. Candidate
neural architectures are encoded as structured representations, allowing evolutionary operators such as mutation
and recombination to generate diverse model configurations. The search process is guided by a multi-objective
fitness function that considers model accuracy, computational complexity, and architectural efficiency. The
proposed framework enables a more flexible and computationally efficient exploration of neural network
architectures compared to conventional NAS approaches. By leveraging the global search capabilities of
metaheuristic optimization, the method aims to reduce the risk of premature convergence and improve the diversity
of candidate solutions. The effectiveness of the approach is demonstrated through experiments on representative
engineering datasets, highlighting its potential to produce high-performance neural architectures while maintaining
manageable computational costs. The results indicate that metaheuristic-guided architecture search provides a
promising alternative for automated deep learning model design in complex engineering systems. The proposed
framework contributes to the growing intersection of applied mathematics, optimization, and artificial intelligence
by introducing a flexible methodology for discovering efficient neural architectures in engineering applications

Keywords: Neural Architecture Search, Metaheuristic Optimization, Evolutionary Algorithms, Engineering
Artificial Intelligence, Combinatorial Optimization
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Tomato Fruit Ripeness Classification and Counting with YOLO models
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Abstract
Determining the ripeness of tomatoes and counting the fruits is traditionally done by hand, which is a time-
consuming and laborious task. Using technology to accomplish these tasks will not only ensure that work is
completed on time when human resources are insufficient, but will also provide convenience. Therefore, there is
a need to develop algorithms that will enable robots, especially those to be used in agriculture, to perform fruit
picking and counting operations.
Deep learning algorithms have been increasingly applied and tested in agriculture in recent years for fruit and
vegetable ripeness detection, particularly tomato fruit ripeness detection. Because it is difficult to distinguish the
color of green tomatoes against the background, the subject of green tomato identification is rarely studied. In this
study, different versions of the YOLO (You Only Look Once) algorithm will be used to determine the maturity
levels and number of tomato fruits from images of tomatoes grown in a greenhouse environment. The images used
in this study were taken from the Laboro Tomato dataset, a tomato dataset collected at various stages of ripening
available on Kaggle repository. The dataset consists of 805 images collected under various environmental
conditions such as illumination, shading, overlap, and occlusion. Then, the collected tomato images from different
sources are used to test the models.
The experimental results show in the training stage that mean average precision (mAP) of YOLOvVS, YOLOV9,
YOLOv10, YOLOv1l, YOLOv12, and YOLOvV26 are 81.6%, 86.1%, 84.4%, 87.4%, 86.4%, and 88.3%,
respectively. Furthermore, the YOLO family performs exceptionally well not only in distinguishing green tomatoes
from the background but also in identifying tomatoes in general based on their ripeness level.

Keywords: YOLO, Convolutional neural networks, tomato fruit ripeness classification, tomatoes counting.
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A Low-Complexity Mathematical Framework for HQAM Decoding
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Sakarya University, Department of Mathematics, Sakarya, Tiirkiye

Abstract

By offering superior lattice packing density, hexagonal quadrature amplitude modulation (HQAM) is a promising
scheme for maximizing spectral efficiency in next-generation communications. Nevertheless, the prohibitive
computational overhead associated with optimal maximum likelihood (ML) decoding hinders its real-world
applicability. Addressing this challenge, this study formulates a low-complexity mathematical framework based
on a dynamically optimized hybrid algorithm to ensure computationally sustainable detection. At the core of this
hybrid mathematical framework is the algebraic construction of error-correcting codes over the ring of Eisenstein
integers, which inherently aligns with the hexagonal lattice structure of HQAM. By formally defining correctable
error sets derived from these codes, the proposed architecture intelligently partitions the search space. Upon
receiving a distorted signal, the algorithm evaluates these predefined mathematical sets to identify and extract only
the lattice points geometrically closest to the received vector. These isolated points formulate a highly restricted,
high-probability candidate pool. Consequently, the ML decoding process is executed exclusively within this
localized subspace rather than across the exhaustive global constellation. By systematically eliminating highly
improbable lattice points, this targeted search strategy mathematically guarantees the exact symbol error rate (SER)
performance of a conventional exhaustive ML detector over both additive white Gaussian noise (AWGN) and
fading channels, while significantly reducing the computational overhead.

Keywords: Hexagonal QAM, low-complexity decoding, search space optimization, Rayleigh fading channel.
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Stochastic and exact solutions of a Stochastic Korteweg de Vries equation with Gaussian
white noise
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Abstract

Nonlinear partial differential equations (NPDEs) are widely recognized as fundamental tools for understanding a
broad spectrum of physical phenomena across various scientific disciplines. It is also well established that
Stochastic (NPDEs) are generally more difficult to analyze than deterministic equations because of the inclusion
of additional random terms [1-4]. In this study, we investigate a stochastic Wick-type nonlinear partial differential
equation with conformable derivatives. We consider stochastic Korteweg de Vries equation with Gaussian white
noise. Exact and stochastic solutions are obtained through the extended G'/G method, white noise theory, and
Hermite transforms. Moreover, a specific example is provided to demonstrate how these solutions may be
represented as Brownian motion functional solutions.

Keywords: White noise theory, Stochastic NPDEs, extended G'/G method.
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IoT over 6G
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Abstract

Industrial environments expected in 6G will likely involve a mix of very different IIoT devices, including mobile
robots such as AMRs and AGVs, alongside fixed sensors used for continuous monitoring of industrial operations.
Integrating these diverse devices within the same industrial network remains challenging. Their operation depends
on wireless links that can preserve reliability across longer coverage ranges while still meeting the demands of
real-time control and ongoing data exchange. In practical settings, many existing scheduling and resource
allocation schemes do not perform well enough, largely because they are built for more predictable network
conditions than those found in dynamic industrial environments. The main issue is that they assume relatively
stable conditions, while industrial networks are constantly changing due to varying traffic loads, device movement,
and fluctuating channel quality. To address this challenge, this study explores the use of reinforcement learning
(RL) for uplink scheduling in a conceptual 6G industrial setting. A reinforcement learning approach based on
Proximal Policy Optimization (PPO) is used to decide how radio resources are shared between static sensors and
mobile devices. Instead of following fixed rules, the agent is exposed to different traffic scenarios during training.
This allows it to observe how congestion builds up and how different traffic types interact, gradually shaping its
own scheduling strategy to keep the system operating in a stable manner. The simulation outcomes indicate that
the PPO-based approach is capable of postponing the point at which system performance begins to degrade sharply,
compared to a random scheduling strategy. This improvement is particularly noticeable for static sensing traffic,
which achieves higher packet delivery ratios under moderate and heavy load conditions. However, as congestion
intensifies, the learned policy tends to favor static devices, which leads to a noticeable drop in performance for
AMR and AGYV traffic. Under these conditions, an inversion behavior appears, where random scheduling can
outperform PPO for mobile devices. Overall, the results highlight a clear trade-off when dealing with mixed
industrial traffic types. They also underline the importance of designing scheduling mechanisms that explicitly
account for mobility and multiple performance objectives. Future work can further improve these results by
combining RL-based scheduling with advanced technologies such as Al-driven beamforming and digital twin
systems to achieve more reliable and scalable industrial communication in emerging Industry 5.0 environments.
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Abstract

The 6 February 2023 Tiirkiye earthquake sequence, consisting of two major events at 01:17 UTC (Mw 7.7) near
Pazarcik, Kahramanmaras, and at 10:24 UTC (Mw 7.6) near Elbistan, Kahramanmaras, provides a rare case for
investigating tsunami doublet-related sea-level response in the eastern Mediterranean [1]. Although both
earthquakes occurred on land, tsunami signals were recorded at coastal stations including Arsuz [2,3]. In this study,
sea-level data from the Arsuz tide gage, obtained through the UNESCO monitoring system, are de-tided and
divided into four time windows: pre-earthquake, post-first-ecarthquake, post-second-earthquake, and the full-
record. Fourier spectral analysis is then applied to examine changes in spectral features, energy and dominant
frequencies as in [4]. Preliminary results show that, after the first earthquake, the spectrum broadens, the spectral
amplitude increases significantly, the peak frequency shifts toward higher bands, and some energy leaks into high-
frequencies. After the second earthquake, a partial rightward shift and additional high-frequency fluctuations are
still observed relative to the pre-event state, but both the overall spectral amplitude and the high-frequency
oscillations remain weaker compared to the first event since the epicenter of the second earthquake at Elbistan lies
much further to the sea. Our study contributes to understanding how successive large earthquakes may modify
ongoing tsunami doublet-induced oscillations.

Keywords: 6 February 2023 Tiirkiye earthquake, tsunami doublet, Fourier analysis, Arsuz tide gage.
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Abstract
Composite structures are widely employed in aerospace applications owing to their exceptional strength-to-weight
ratio and design flexibility. The structural performance of such components is critically dependent on the fiber
winding angle and ply thickness distribution, making the optimization of these parameters essential during the
preliminary design phase.
This study revisits a composite cylindrical skirt optimization problem previously studied in the literature using a
hybrid genetic algorithm combined with Powell's optimization routine [1]. The problem definition, including
geometric properties, material parameters, loading conditions, and constraint formulations, is fully adopted from
the reference study to provide a well-defined benchmark for algorithmic comparison. A standard genetic algorithm
(GA) implementation is developed to minimize the structural mass of the carbon/epoxy skirt subjected to combined
axial compression and aerodynamic torque, while satisfying both buckling and stress-based failure constraints.
The Tsai-Wu failure criterion is employed to evaluate material failure under multiaxial stress states, and classical
lamination theory is used for structural analysis [2]. Following the reference study, the thicknesses of the 0°/90°
and 6°/-0° ply groups together with the winding angle 0 are treated as the design variables. Preliminary
optimization results have been obtained, and validation against the reference solutions is currently underway.
Future work will extend the framework to Particle Swarm Optimization (PSO), enabling a direct comparison of
metaheuristic approaches on the same benchmark problem in terms of solution quality and convergence behavior.
Furthermore, a parametric study investigating the influence of varying load magnitudes on the optimum design
variables is planned. Additionally, finite element analysis (FEA) will be employed to validate the CLT-based
structural responses for the optimized winding configurations.

Keywords: Composite cylindrical skirt 1, genetic algorithm 2, mass optimization 3, Tsai-Wu failure criterion 4,
buckling 5, filament winding 6
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Abstract

Traditional optimal control strategies, such as the Linear Quadratic Regulator (LQR), rely on the offline solution
of the Algebraic Riccati Equation (ARE) under the assumption of a perfectly known and static plant model.
However, mechatronic systems like quadrotors frequently operate in dynamic environments characterized by
parametric uncertainties and external disturbances, which can invalidate offline-calculated gains. While Physics-
Informed Neural Networks (PINNs) offer a framework for solving the governing Hamilton-Jacobi-Bellman (HJB)
equations, their iterative training requirements often preclude real-time embedded implementation. This paper
proposes a Physics-Informed Recursive Least Squares (PI-RLS) framework that achieves real-time optimal control
adaptation without the computational overhead of backpropagation. By formulating the HJB equation as a physics-
informed residual, we derive a closed-form recursive update law that treats the elements of the cost-to-go matrix
as time-varying parameters. This approach allows the controller to minimize the optimality gap in a single step per
sample, effectively functioning as a high-order disturbance observer that re-synthesizes the control law during
flight. The proposed method is validated through simulations and experiments. Results demonstrate that PI-RLS
converges to optimal LQR solution approximately faster than gradient-based PINNs and provides superior
robustness compared to static LQR controllers. This research provides a substantial bridge between deep learning-
based control and classical adaptive control.

Keywords: Adaptive Control, Real-Time Optimization, Reinforcement Learning, Quadrotor, Physics-Informed
Machine Learning, Recursive Least Squares.
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Abstract

In supply chain and logistics management, the optimal loading of products into distribution vehicles is one of the
most critical processes directly affecting transportation costs and operational efficiency. In this context, the
problem referred to as the Three-Dimensional Bin Packing Problem (3D BPP) in the literature aims to maximize
the utilization of the capacity of transportation vehicles. However, the presence of multiple heterogeneous vehicles
and operational constraints in real-time shipment operations makes the problem more complex.

In this study, a capacitated 3D BPP for multiple heterogeneous vehicles is addressed. The primary objective of the
problem is to minimize the total unused space of the utilized vehicles or containers. To align with real-world
constraints, the "Product Family Concerns" constraint is incorporated into the model [1]. Under this constraint, all
loads destined for the same delivery node must be loaded into the same vehicle without being split. Since the
problem is inherently an NP-Hard combinatorial optimization problem [2], it is highly challenging for traditional
solution methods to reach the optimal solution in reasonable timeframes. Therefore, a novel Genetic Algorithm
(GA) utilizing the "Empty Maximal-Spaces" [3] placement strategy is developed as an alternative solution method.
The proposed approach has been tested on data sets of varying sizes, and the performance results have been
evaluated. The computational analysis results demonstrate that the proposed genetic algorithm using the "Empty
Maximal-Spaces" placement strategy produces high-quality solutions, particularly in small and medium-sized
problems. In this regard, this study offers a practical, fast, and effective decision support tool aimed at increasing
vehicle utilization rates in logistics and shipment management systems.

Keywords: Transportation Management Systems, 3D Bin Packing Problem, Genetic Algorithm, Empty Maximal
Spaces, Product Family.
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Abstract
Order picking activities in warehouse management systems constitute one of the most critical components of total
warehousing operational costs and time. Reducing the travel time of order pickers within the warehouse directly
enhances operational efficiency. In this context, the optimization of order picking routes is frequently modeled as
the Traveling Salesman Problem (TSP). However, in dynamic warehouse environments with high product variety
and numerous picking locations, the computational times of traditional routing algorithms can become
operationally unacceptable.
In this study, a novel approach based on virtual node aggregation is proposed to optimize order picking routes in
warehouses. In the proposed method, opposite racks and adjacent picking locations within the warehouse are
clustered based on their geographical coordinates and consolidated under a single virtual node. The distances
between nodes are determined by identifying the shortest paths among available alternatives and predefining the
specific aisles to be traversed [1]. Instead of sequencing all individual points, the route optimization algorithm
operates by sequencing only these active virtual nodes. Consequently, the problem dimension is significantly
reduced, and the algorithmic complexity is minimized.
The developed approach has been tested on a realistic warehouse layout and compared with traditional order
picking heuristics widely used in the literature (S-Shape, Return, and Combined/Composite strategies) [2]. The
computational analysis results demonstrate that the proposed method not only significantly improves order picking
times compared to these traditional strategies but also substantially shortens the solution time. In this regard, this
study offers a fast and effective decision support tool, particularly for real-time warehouse operations that require
immediate order picking planning.
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Abstract

The present work addresses the coating of an elliptic cylinder by a viscous liquid film. This configuration is
motivated by situations in which a liquid layer must remain attached to a curved solid surface whose curvature is
not constant. Unlike the classical circular-cylinder geometry, the elliptic boundary introduces regions with different
local curvature, which changes the way gravity, capillarity, viscous forces, and wall motion act along the perimeter.
Because of this geometric variation, even simple operating conditions may produce non-uniform film distributions.
The main goal of this study is to obtain periodic solutions for the film thickness around the closed elliptic contour.
The problem is formulated using coordinates attached to the solid boundary, allowing the effects of curvature and
local geometric stretching to appear naturally in the governing equations. For sufficiently thin films, the model is
reduced to a lubrication-type equation describing the free-surface profile along the cylinder. Periodicity is imposed
as a fundamental condition, since the liquid layer must match itself after one complete revolution around the body.
Computational results are presented for selected representative cases in order to examine how the elliptic aspect
ratio and the orientation of the cylinder affect the coating pattern. The solutions show that the non-uniform
curvature of the ellipse can intensify variations in the film thickness, creating regions where the liquid accumulates
and others where the layer becomes thinner. These effects are especially noticeable near portions of the boundary
where the curvature changes more rapidly. The results contribute to the understanding of coating flows over non-
circular bodies and may be useful as reference cases for future analytical or asymptotic studies of thin films on
curved geometries.

Keywords: Coating flow, elliptic cylinder, thin film, periodic solutions, free-surface flow
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Cardinality Constrained Risk Parity on a Sharpe Filtered Subset of the BIST 100 Index
Cagn Latifoglu™
Consultkitapp LTD, Istanbul, Turkiye

Abstract

Risk parity allocates capital so that each asset contributes equally to portfolio risk, thereby achieving
diversification without relying on expected return estimates. We enhance this approach by (i) pre screening assets
on the basis of their historical Sharpe ratio and (ii) imposing a cardinality constraint that limits the number of
securities that may receive non zero weight. The resulting optimisation problem is a mixed integer conic program
that enforces equal risk contribution among the selected assets (Anis & Kwon, 2022). Empirical results obtained
from the full BIST 100 sample show that the proposed Sharpe screened, cardinality constrained risk parity strategy
delivers a substantial improvement in risk adjusted performance relative to the classical risk parity benchmark.
Detailed numerical findings will be presented in the conference talk.

Keywords: Risk parity, BIST 100, mixed integer conic program
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Lexicographic approach for multi-objective humanitarian allocation problem

[lknur Tiikenmez™
Bursa Technical University, Industrial Engineering Department, Bursa, Tiirkiye

Abstract

As the frequency of global disasters continues to rise, optimizing post-disaster humanitarian aid problem has
become increasingly critical. The post-disaster vehicle allocation problem is critically important because it ensures
that emergency relief supplies are delivered to affected areas as quickly and efficiently as possible. In the initial
phase after a disaster, the amount of available aid is often lower than the total demand. While limited capacity aid
is distributed, the demand of every region may not be fully met. Therefore, considering both equity and
effectiveness during aid distribution is essential to achieve a fair and efficient allocation of resources. In the
literature, [1] studied post disaster vehicle routing problem. Unsatisfied demand and total travel time is minimized.
Bi-objective model is solved by epsilon constraint method, and branch and price algorithms. Similarly, [2] used
deterministic parameter to solve humanitarian problem. [3] are interested in humanitarian location-routing problem
under efficiency, efficacy and equity perspectives. However, certain areas particularly those with higher population
densities or severe damage require special prioritization due to their heightened vulnerability. To address this
complexity, a multi objective model is proposed that seeks to minimize total route time and ineffectiveness and
maximize the met prioritized demand. Since the objective functions do not have equal importance, the
lexicographic approach was employed. In this study, the multi-objective model was solved with lexicographic
approach, and results were obtained accordingly.

Keywords: Lexicographic Approach, Humanitarian aid, Vehicle allocation problem
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On Oresme Sequence Spaces
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Abstract

The history of Oresme numbers is inextricably linked to the work of the 14th century French polymath Nicole
Oresme, one of the most influential thinkers of the Late Middle Ages. These numbers represent a critical turning
point in the history of mathematics, particularly in terms of the sum of infinite series and the theory of sequences.
These number sequences were first used in sequence spaces theory in 2025. As a continuation of that study, in this
study it is introduced the regular Oresme matrix operator which is obtained by using Oresme numbers and
examined sequence spaces described as the domain of this matrix in the space of p — summable sequences for
1 < p < 0. After that, it investigated some properties and inclusion relations, established the Schauder basis, and
stated a—, f—, and y —duals of the aforementioned spaces. Additionally, it is characterized by the matrix classes
from newly described spaces to classical sequence spaces.

Keywords: Duals, Matrix transformations, Oresme numbers, Sequence spaces
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Physics-Informed Neural Networks for Periodic Sturm-Liouville Eigenvalue Problems
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International University of Science and Technology in Kuwait, Department of Mathematics and Natural
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Abstract
Periodic Sturm—Liouville problems appear in many areas of physics and engineering, including quantum
mechanics, wave propagation, and vibration analysis [1]. In this study, Physics-Informed Neural Networks
(PINNS) [2,3] are used to compute periodic eigenvalues and eigenfunctions for a Sturm-Liouville problem. The
governing differential equation and periodic boundary conditions are incorporated directly into the loss function,
allowing the solution to be learned without the use of labeled training data.
A PINN model is developed to approximate the lowest eigenvalue and the corresponding eigenfunction for the
periodic Sturm—Liouville problem with the potential q(x) = 2 cos(2x). The predicted eigenvalue (Apiyy =
1.8591) is very close to the reference value obtained from classical numerical methods [4]. The computed
eigenfunction satisfies the periodic boundary conditions and shows the expected oscillatory behavior, supported
by numerical evaluation and graphical comparison.
The results indicate that PINNs can be used as an alternative approach for approximating eigenpairs of periodic
Sturm—Liouville problems. The study also shows the potential of physics-informed neural network methods for
spectral problems arising in physics and engineering.

Keywords: Physics-Informed Neural Networks (PINNs), Sturm—Liouville Problems, Periodic Boundary
Conditions, Eigenvalue Problems, Spectral Problems
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Reconstruction of Hydraulic Transients in Surge Tanks and Pipelines via Compressive
Sensing and Discrete Cosine Transform
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Abstract

Monitoring hydraulic transients is vital for the structural integrity of water distribution and hydroelectric systems
[1-3]. However, capturing these oscillations often requires high-density sampling that strains sensor battery life
and data bandwidth. This paper simulates the dynamics of an undamped surge tank using a rigid water column
model governed by coupled ordinary differential equations (ODEs). The set of ODEs describing the surge tank
and pipe dynamics is solved by MATLAB ODE integrator. By applying the discrete cosine transform (DCT) as
one of the possible orthogonal transform candidates, the oscillations in the tank and pipeline system are projected
into a sparse frequency-based representation [4]. The framework employs a compressive sampling (CS) strategy,
selecting a randomized subset of the simulated time-series data [5-6]. Signal recovery is achieved through a
pseudo-inverse reconstruction with hard thresholding, which effectively filters out low-magnitude noise and
focuses on the dominant oscillatory modes. The results demonstrate that the physical signal can be recovered with
high fidelity, providing a methodology to reduce the energy consumption of remote sensing nodes in water
infrastructure without sacrificing diagnostic accuracy. Also, control of the surge tank and pipes can be performed
via the CS-based methodology introduced in our paper.

Keywords: Surge tanks, pipe network, compressive sensing, flow throttling.
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Neural Network-Based Computational Solutions of the Kairat-1I-X Equation
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Abstract

In this study, we investigate the nonlinear wave dynamics of the Kairat-1I-X equation using a neural network-based
analytical framework. This equation arises in the explanation of nonlinear dispersive wave propagation
phenomena, which appear in different areas of mathematical physics and applied science. The exact analytical
solutions are generated by means of the Riccati mapping neural network method, that can be used to obtain various
nonlinear wave structures. The obtained families of solutions contain hyperbolic, trigonometric and rational wave
frameworks related to different parameter configurations of the governing model. The validity of all the obtained
solutions is verified by direct substitution of the corresponding solutions into the original nonlinear evolution
equation. The physical properties and propagation characteristics of the generated wave structures are also
investigated. The results obtained show that the proposed neural-network based analytical procedure offers an
effective structure to investigate nonlinear evolution equations with complex wave characteristics. In addition, the
present study can be generalized in future works to higher-dimensional structures, fractional nonlinear systems,
and physics-informed deep learning algorithms for nonlinear wave propagation phenomena.

Keywords: the generalized Riccati equation mapping method neural network, Kairat-II-X equation, soliton
solutions
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Parameter Sensitivity Analysis of an Online Gaming Addiction Model

Elif flkin Ersoy', Demet Ersoy Ozdek®*, Sevin Giimgiim?

! Department of Mathematics, Ege University, Izmir, Turkey
2 Department of Mathematics, Izmir University of Economics, Izmir, Turkey

Abstract

This study investigates the interaction dynamics of online gaming addiction in society and focuses on parameter
sensitivity analysis of the model. Using a similar approach to infectious disease modeling, the addiction dynamics
are described as a five-compartment system of nonlinear ordinary differential equations. In addition, the model
includes a psychological awareness parameter to examine the effect of individual awareness on the transmission
dynamics. The mathematical model is numerically solved to obtain approximate solutions using a collocation
method. The graphical results illustrate how the addiction spreads among the five compartments, while the
comparison of the numerical results with the fourth-order Runge-Kutta method and Mathematica’s default solver
is made to verify that the results are in good agreement. Moreover, the residual error analysis is conducted to
evaluate the validity and the accuracy of the numerical solutions. To determine the impacts of the model parameters
on the transmission dynamics and highlight the most influential parameter affecting long-term behaviour of the
system, parameter sensitivity analysis is performed in detail.

Keywords: Online Gaming Addiction, Approximate Solutions, Parameter Sensitivity Analysis.
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A Multilevel ID-Tucker-FFT Acceleration Scheme for Volume Integral Equation Solvers
in 2D Scattering Problems
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Abstract

Volume integral equation (VIE) solvers for two-dimensional (2D) TM,, scattering problems are used extensively
in complex optical system modeling, channel characterization, and remote sensing applications. These solvers
operate on dense matrices representing discretized free-space Green’s functions and are often accelerated by the
fast Fourier transforms (FFTs). While FFT-accelerated VIE solvers exhibit O(N log N) computation and O(N)
memory requirement, their efficiency deteriorates when applied to sparse and/or multiscale geometrical structures
due to the need to use a uniform grid in the entire computational domain. Matrix decomposition-based methods,
including singular value decomposition (SVD) (S. Kapur and D. E. Long, I[EEE Computational Science and
Engineering, 5(4), 60-67, 1998), adaptive cross approximation (K. Zhao, et al., IEEE Trans. Electromagn.
Compat., 47(4), 763-773, 2005), and butterfly compression (S.B. Sayed., et al., IEEE Trans Antennas Propagat.,
70(5), 3549-3559, 2021), offer more flexibility in handling sparse and multiscale structures. These matrix
decomposition-based schemes allow compressing low-rank off-diagonal blocks in the system matrix and
performing the matrix-vector multiplications via compressed blocks during the iterative or direct solution of the
linear system of equations. That said, tensor decomposition techniques can achieve even higher compression ratios
and improved computational efficiency compared to conventional matrix-based approaches due to their ability to
exploit the redundancy of degrees of freedom in higher-dimensional spaces. So far, tensor decomposition schemes,
particularly tensor train-based ones, have been applied to the acceleration of various 2D static, quasi-static, and
TM, scattering analyses (C. Nguyen, et al., [EEE Trans. Microw. Theory Techn., 73(12), 2025). On the other hand,
the ones leveraging Tucker decomposition have been applied to the acceleration of various 3D static and quasi-
static analyses (X. Jia, et al., “Tucker-SVD-FFT-accelerated solution of volume integral equation for magneto-
quasi-static analysis of voxelized geometries,” in Proc. Int. Applied Comp. EM Society Symp. 2024). To the best
of our knowledge, no prior study has proposed a multilevel Tucker-decomposition-based acceleration framework
and applied it to high-frequency electromagnetic scattering problems.

In this study, we propose a multilevel ID-Tucker-FFT accelerated VIE solver for high-frequency 2D scattering
problems, in which the computational domain is recursively partitioned into a binary hierarchy of square boxes
down to a fixed FFT-friendly leaf size. In the proposed scheme, interactions between touching leaf boxes are
evaluated by local circulant FFTs, while admissible far interactions generated during recursive near-pair refinement
are represented by reusable ID-Tucker tensors. Each far box-pair block is viewed as a four-dimensional tensor
with two observation-coordinate modes and two source-coordinate modes. Mode bases are constructed by matrix-
free interpolative decomposition using geometry-aware proxy columns and rank-revealing QR, and the resulting
small ID-Tucker core is refined by a higher-order singular value decomposition (HOSVD) step. The compressed
factors and local FFT kernels are then used directly in the matrix-vector product without assembling the dense VIE
matrix. Preliminary results show that the multilevel scheme maintained matrix-vector errors on the order of the
prescribed tolerance. For a geometry with 4 million unknowns, the multilevel operator required 5.35 MB,
compared with 108.58 MB for the single-level compressed operator and 256 MB for the FFT kernel, giving 20.3 X
and 47.8 X storage reductions, respectively. Its setup time was 4.71 s versus 164.19 s for the single-level ID-
Tucker operator, a 34.9 X reduction, while its matrix-vector time reduced, 3.56 s versus 2.64 s. These results show
that the multilevel ID-Tucker-FFT formulation can substantially reduce compressed-operator storage and setup
cost while preserving accuracy relative to the FFT reference and maintaining practical matrix-vector times.

Keywords: Interpolative Decomposition (ID), FFT, Tucker Decomposition, Tensor Techniques
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Abstract
This study presents the dual reciprocity boundary elements method (DRBEM) for solving linear and nonlinear
wave equations in two-dimensional cracked regions. The DRBEM solves the Poisson’s equation of the form VZu =

2
F (x, y,t, G(u),%, flx,y, t)) with the fundamental solution of the Laplace equation where the functional F,

nonlinear function G and linear function f are specified. Time derivative of the solution in the resulting BEM
matrix-vector equation is discretized using Houbolt iteration scheme which is implicit and unconditionally stable
backward type finite difference formula with error 0(At?). The nonlinearity G (u) is also advanced iteratively
inside the time integration scheme. The advantage of using DRBEM in multiply connected regions is made use of
to treat the cracked regions easily. The DRBEM is computationally efficient due to its boundary only nature which
results in small sized system of equations compared to domain discretization methods. Linear and nonlinear wave
equation test problems on cracked domains are solved with acceptable accuracy and efficiency in terms of relative
errors using L, norms, and the profiles of the solution at the transient levels capture the physical behavior of scaler
wave equation.

Keywords: Cracked region, wave equation, DRBEM.
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Selguk Han Aydin™
Karadeniz Technical University, Department of Mathematics, Trabzon, TURKIYE

Abstract
It is known that the Differential Quadrature Method (DQM) is well known and mostly used numerical scheme due
to the it’s simple formulation and computational efficiency. Even the method is firstly proposed by Bellman for
the rapid solution of nonlinear partial differential equations using polynomial based approximation, many authors
considered and developed the different version of the method such as Chebyshev-Gauss-Lobatto points
approximation, Fourier series expansion based approximation, cubic-modified cubic-quadratic-quartic B-spline
based approximations (and some others) in order to simulate the many problems in engineering and physical
sciences. In the first part of this study. we compared some of well-known these approaches in terms of L2 norm
and maximum norm over the different test problems having exact solutions. Then we extended these numerical
schemes in order to obtain the approximated solution of both 2D and 3D MagnetoHydroDynamic (MHD) duct
equations defined on square and cubic domains, respectively. Obtained solutions are displayed in terms of a table
and figures, and compared with the previous literature results.
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Abstract

In this work, we investigate a bilevel variational inequality problem in real Hilbert spaces, where the feasible set
is characterized as the solution set of another variational inequality problem. To address this problem, we introduce
an effective inertial projection-contraction algorithm under monotonicity and strong monotonicity assumptions on
the associated operators. The proposed scheme involves only a single projection at each iteration and employs an
inertial technique to enhance the convergence speed. Under appropriate assumptions on the control parameters,
we establish the strong convergence of the generated sequence to the unique solution of the considered problem.
Finally, a numerical example supported by graph is presented to illustrate and validate the theoretical findings.
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Coupled Fundamental Solution of 3D MHD Equations and the Method of Meshless
Fundamental Solution Application
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Abstract

Magnetohydrodynamic (MHD) equations are coupled equations arising in many engineering and physical
applications involving electrically conducting fluids under magnetic fields. Due to the coupled structure of the
equations and the convection-dominated behavior at high Hartmann numbers, the numerical solution of MHD
problems is computationally challenging, especially for three-dimensional problems. In this study, the Method of
Fundamental Solutions (MFS), which is a purely meshless numerical scheme, is used to solve the steady three-
dimensional MHD duct flow equations under an external oblique magnetic field. This formulation is based on the
coupled fundamental solution matrix derived for the convection—diffusion type MHD equations. The velocity and
induced magnetic field variables are approximated by linear combinations of coupled fundamental solutions, while
the virtual source points are placed outside the physical domain to satisfy the boundary conditions. The proposed
numerical scheme is applied to 3D MHD duct flow problems defined on cubic domains under different problem
parameters. The obtained solutions are presented in terms of tables and figures and compared with the results
available in the literature.

Keywords: Coupled Fundamental Solution, MHD, Meshless Method, 3D
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Abstract

Rain-induced leading-edge erosion (LEE) is a major concern which is capable of causing failure of modern
offshore wind turbines that run at high rotational speeds. High-velocity raindrop impacts on the leading
edge damages the protective coating, leading to aerodynamic degradation, higher maintenance costs, and reduced
blade service lifetime. A Physics-Informed Neural Network (PINN)-based surrogate model is developed in this
paper to facilitate swift and trustworthy prediction of rain-induced erosion in wind turbine blades. The model is
trained on a high-fidelity dataset of 51 CFD simulations using Euler-Lagrange and Frozen-Flow techniques,
parameterized by freestream velocity (60, 140 m/s), angle of attack (0, 12°), and droplet diameter (1, 3 mm). To
keep the model physically consistent, physics-based constraining rules extracted from the Finnie erosion model
and kinetic energy principles are directly incorporated into the loss function of the PINN architecture. Validation
on an unseen test dataset yields a R2 of 0.996 and a Mean Absolute Percentage Error (MAPE) of 3.53%.
Furthermore, computation time drops from hours (for conventional CFD) to milliseconds, representing a speed-up
factor of 106. According to the sensitivity analysis, freestream velocity is the major factor determining the erosion
phenomenon, explaining more than 80% of the overall variance, followed by droplet diameter, while the angle of
attack has the least influence on maximum erosion intensity. The PINN model developed here is incorporated into
a Digital Twin framework to generate erosion-based safe operating envelope maps and to predict long-term
cumulative damage by linking Weibull wind distributions. This paper presents an approach that is both
computationally efficient and physically consistent, serving as a decision-support tool for real-time erosion
monitoring, predictive maintenance scheduling, and operational optimization in offshore wind turbines.

Keywords: Physics-informed learning, PINNs, Rain-induced erosion, Predictive maintenance, Digital twin
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Abstract

This study leverages the performance of deep learning through adaptive, drop-in algorithms. We propose two novel
methods, namely NoiseLayer and Optimizer Plugger, designed as seamless replacements for standard literature
components. The NoiseLayer calculates the noise according to the Gaussian noise and scales it with the entropy
of the input, so the noise is adaptive. The adaptive noise feature fits various domains, from computer vision to
natural language processing (NLP). The current noise calculations mostly require a sensitive tunable parameter
that leads us to fewer outcomes. This problem can be seen in language tasks perfectly. Also, the noise algorithms
vary according to their purposes, and this variation led us to the long tuning sessions. The tuning sessions drain
the hardware resources of the researchers for decades. However, the proposed NoiseLayer solves various algorithm
phase testing entirely with a drop-in replacement feature of the algorithm. The other adaptive algorithm is the
optimizer plugger; it creates its own hyperparameters via evolutionary properties. The initialized parameters for
each hyperparameter create a population, and the optimizer plugger chooses the best fit through steps. Then the
population updates itself according to the fitness function i.e. loss function of the training. The optimizer plugger
has also a drop-in replacement feature, and it has been demonstrated via testing different optimization algorithms.
The main purpose of the optimizer plugger is not to outperform the existing algorithms, its purpose is to reduce
the hyperparameter sensitivity of the attached optimization algorithm while maintaining the performance of the
attached algorithm. The experiments and benchmarks of the proposed algorithms demonstrate how researchers can
use the suggested methods. These experiments and benchmarks prove that deep learning can benefit from adaptive
and drop-in solutions.

Keywords: Deep Learning, Optimization, Noise
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Abstract
Accurate photovoltaic (PV) power forecasting is essential for reliable grid operation and renewable energy
integration. Physics-informed feature engineering can improve the representation of PV operating states in data-
driven forecasting [1,2]. However, most forecasting studies emphasize historical power and meteorological
variables, while compact physical descriptors derived directly from inverter-level electrical telemetry remain
comparatively underexplored.
This study proposes a physics-informed feature engineering framework for short-term PV power forecasting using
30-min operational measurements from a 100-kW grid-connected inverter collected between December 2025 and
August 2026. Available telemetry includes active and reactive power, total DC input power, three-phase AC
currents, and individual PV-string currents. Missing observations are classified using daily production windows to
distinguish physically inactive periods from genuine telemetry gaps, and permanently inactive strings are
excluded. The remaining raw measurements are transformed into interpretable descriptors representing DC-side
string behavior, inverter conversion efficiency, AC-side phase balance, reactive-power behavior, and short-term
operating dynamics.
Pairwise correlation and variance inflation factor analysis are used to remove redundant descriptors, yielding nine
physics-informed features. Ratio-based indicators are constrained under near-zero operating conditions to avoid
numerical instability, while dynamic features use only present and past observations to prevent future-information
leakage. The forecasting experiment compares a baseline using historical PV active power with an augmented
configuration combining the same power history with the inverter-derived descriptors. Identical chronological
partitions, forecasting horizon, model architecture, and training settings are used to isolate the contribution of
inverter operational information.
The framework complements recent physics-informed and SCADA-based PV forecasting approaches [1,2] by
focusing on physically interpretable information extracted from inverter telemetry rather than additional
meteorological inputs. It provides a systematic basis for evaluating whether internal inverter operating states can
improve short-term PV power forecasting.

Keywords: Photovoltaic power forecasting, inverter telemetry, physics-informed feature engineering, time-series
forecasting, smart grids.
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Forecast Horizon Matters: Explicit Temporal Memory Design for Multi-Horizon HVAC
Load Forecasting
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Abstract
Short-term HVAC load forecasting plays an important role in intelligent building energy management; however,
the relationship between prediction horizon and required temporal memory remains insufficiently understood
[1,2]. While many studies emphasize model architecture improvements, comparatively less attention has been paid
to determining how much historical information is actually necessary for reliable forecasting at different prediction
horizons [3,4]. This study investigates the impact of explicit temporal memory design on multi-horizon HVAC
load forecasting using the PLEIAData Building A dataset at hourly resolution [5]. Forecast horizons of 1, 3, 6, 12,
and 24 hours ahead are examined under a systematic feature engineering framework based on environmental
variables, autoregressive load information, lagged historical observations, and rolling statistics.
A configuration-driven experimental pipeline is developed to compare multiple explicit memory strategies,
ranging from core environmental features only to progressively richer lag- and rolling-based representations. Three
machine learning architectures, namely XGBoost, LSTM, and GRU, are evaluated under identical experimental
settings. Preliminary findings indicate that prediction performance appears to be more strongly influenced by
temporal feature representation than by model architecture alone. The inclusion of current load, lagged historical
observations, and rolling statistics substantially improves forecasting accuracy compared with non-temporal
baseline configurations. Furthermore, the optimal memory configuration varies with forecasting horizon,
suggesting that temporal memory configurations may depend on forecasting horizon rather than being universally
fixed.
The preliminary findings suggest that forecasting horizon should be explicitly considered when designing temporal
memory structures for HVAC load prediction, providing practical insights for intelligent building energy
management.

Keywords: HVAC load forecasting, temporal memory, feature engineering, multi-horizon forecasting, intelligent
buildings.
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Effect of Viscous Dissipation on Pulsating Flow and Heat Transfer for Non-Newtonian
Fluid in a Pipe
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Abstract

Heat transfer phenomena play a critical role in many engineering applications such as biomedical devices,
electronic cooling, energy systems, and heat exchangers. In particular, pulsating flow, by periodically disturbing
the hydrodynamic and thermal boundary layers, leads to significant changes in the flow and thermal characteristics.
In addition, the use of non-Newtonian fluids in thermal systems has attracted considerable attention due to their
complex rheological behavior and potential advantages in controlling flow and heat transfer characteristics. In this
context, the interaction between pulsation parameters and non-Newtonian fluid characteristics can significantly
influence the flow structure and heat transfer mechanisms. Therefore, a comprehensive understanding of the
coupled effects of pulsation dynamics, fluid rheology, and viscous dissipation on heat transfer behavior is of
considerable importance for the design of thermal systems.

In this study, an analytical investigation of pulsating flow and heat transfer of non-Newtonian fluid in a pipe with
uniform heat flux at the wall, including viscous dissipation effect, is presented. It is assumed that the flow is fully
developed both hydrodynamically and thermally. The period-averaged Nusselt number and temperature profiles
are obtained for pseudoplastic, Newtonian, and dilatant fluids under different values of nondimensional frequency,
amplitude, and Brinkman number by considering the power-law model and a series expansion approach based on
the perturbation method. The results indicate that the dimensionless frequency, the Brinkman number, the
amplitude and the power-law index are interactively effective on heat transfer. As the Brinkman number increases,
the averaged Nusselt number decreases for all fluid types, and the maximum value of the Nusselt number shifts
toward the lower frequency values. Furthermore, the Nusselt number exhibits pronounced discontinuities at
specific values of the Brinkman numbers for all considered fluids.

Keywords: Pulsating flow, viscous dissipation, power-law fluid, perturbation method, heat transfer
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A Neural-Network-Based Framework for Cryptographic Systems under Hawkes-Driven
Attacks
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Abstract

Cryptographic systems can be exposed to adversarial attacks whose complex dynamics can change over time. In
general, these attacks occur at irregular times and involve randomness. These attack patterns affect the dynamics
and performance of the cryptographic system of interest, leading to difficulties in understanding and predicting the
system's behavior. In this work, we propose a neural-network-based framework for understanding the dynamics of
cryptographic systems under stochastic attack conditions. We model attack events using a Hawkes process [1],
while the system behavior is described by a Hawkes-driven ordinary differential equation (ODE) model [2]. A
neural network (NN) model [3] is presented to learn the connection between attack parameters and the behavior
of the Hawkes-driven ODE model. It is also utilized to reduce the computational cost of repeated simulations.

The overall approach combines stochastic modeling and machine learning in a single structure. Numerical results
are presented to study approximation performance, computational efficiency of the NN, and to predict the behavior
of the cryptographic system under unseen attack scenarios. The proposed approach provides a flexible framework
for studying cryptographic systems under dynamic attack conditions and has the potential to be extended to more
general settings in future work.

Keywords: Hawkes process, cryptographic systems, neural networks, stochastic models, adversarial attacks
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Abstract

Understanding the population dynamics of migratory fish is a crucial issue related to the environment and
biological resources. Various studies have conducted multifaceted analyses of the migration patterns of the fish
Plecoglossus altivelis altivelis (Ayu), a major fishery resource in Japan that is deeply intertwined with regional
socio-cultural aspects. While quantifying the number of juveniles migrating upstream in spring from seas to rivers
has been considered important for understanding the population dynamics of Ayu, their theoretical studies have
been quite limited, except for the recent studies based on the stochastic differential equations (SDEs) with pinned
initial and terminal conditions [1,2]. A limitation of these studies is that they constructed models based solely on
data on the number of migrants. In this study, we extend the previous SDEs by incorporating environmental factors,
particularly water temperature, as an influential factor. This extension leads to a novel diffusion bridge with random
terminal time whose well-posedness being non-trivial. We present a sufficient condition for well-posing the
proposed model and present some computational results.

Keywords: Fish migration, Diffusion bridge with randon terminal time, Well-posedness; Sample path generation
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Abstract

Linear reaction—diffusion system with cross-diffusion arising from the mathematical modeling of pattern formation
in biology and chemical kinetics are typically characterized by stiff coupling between diffusion, cross-diffusion
and reaction terms, which renders their numerical treatment computationally demanding for classical mesh-based
schemes such as finite difference, finite element, and Galerkin-type methods. The Brusselator model is a
benchmark problem for assessing the robustness of numerical solvers, particularly when cross-diffusion terms are
incorporated and Turing-type instabilities give rise to spatially heterogeneous patterns. The recent emergence of
physics-informed neural networks (PINNs), in which the residuals of the governing partial differential equations
together with the initial and boundary conditions are embedded directly into the loss function via automatic
differentiation, has provided a mesh-free alternative for both forward and inverse problems. In this study, a PINN
framework is developed for two-dimensional Brusselator reaction—diffusion system with cross-diffusion. A fully
connected feed-forward network with hyperbolic tangent activation functions is trained using a composite loss that
linearly combines the PDE residual, initial, and boundary terms; the Adam optimizer is employed for initial
training, which is subsequently refined by an L-BFGS quasi-Newton update. The accuracy of the proposed scheme
is quantified using relative L? error norms with respect to reference solutions obtained from high-resolution finite-
difference computations, and the influence of network depth, width, collocation-point distribution, and loss-term
weighting on convergence behavior is systematically examined. Numerical experiments demonstrate that the PINN
solver reproduces the stiff dynamics and Turing patterns of the Brusselator system with high fidelity, offering a
flexible, mesh-free methodology.

Keywords: Brusselator model, Reaction—diffusion systems, Cross-diffusion, Physics-informed neural networks,
Turing patterns.
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Abstract
Optical remote sensing offers a convenient and affordable way to monitor large areas, but cloud cover and
atmospheric dust frequently interrupt data acquisition. Synthetic Aperture Radar (SAR) overcomes this limitation
by penetrating clouds, making SAR-to-optical translation an important research area.
This study presents a deep learning framework for predicting Sentinel-2 multispectral imagery from SAR
backscatter in the Aralkum Desert, Central Asia is a region dominated by salt crusts and sparse, dry vegetation. An
Attention U-Net model was trained on paired BIOMASS L1 SAR data with four polarisations (HH, HV, VH, VV)
and 11 Sentinel-2 spectral bands, co-registered at 30-metre resolution. A total of 2,313 paired tiles of 128x128
pixels were extracted through a rigorous pipeline that included quality control and percentile clipping with z-score
standardisation, specifically adapted for the skewed reflectance distributions typical of salt-affected arid terrain.
The Attention U-Net uses spatial attention gates to suppress irrelevant background responses and amplify
meaningful signals. Each gate combines decoder gating signals with encoder skip connection features, producing
soft spatial weight maps. The network includes four encoder blocks, a bottleneck, and four decoder blocks with
matching attention gates. A linear output layer allows unbounded predictions consistent with standardised target
values. GAN-based training was explored but abandoned due to mode collapse. An L1 pre-training strategy also
proved unstable. The final model was trained exclusively with L1 loss, prioritising pixel-level accuracy over
perceptual sharpness is a more appropriate objective for quantitative satellite image prediction.
The model achieves a test set Mean Absolute Error of 0.1039 on normalised data, representing competitive
performance for single-date SAR-to-optical translation.
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Abstract

This study presents a simple algorithm for minimizing interacting free energy [1] based on Fisher-Rao gradient
flow and attempts to describe the process of material density rearrangement under spherical symmetry as the time
evolution of a probability density function. While Fisher-Rao gradient flow has mainly been applied in statistical
machine learning, we are conducting fundamental research toward its application to the skeletal formation of
radiolarians, which have near-spherical biological structures. Ying [1] proposed updating the discrete probability
distribution based on logarithmic representation, but this study does not use such a redundant method and directly
solves the governing equation of the probability density function. To achieve this, we directly introduce appropriate
correction terms to satisfy the mass conservation condition into the governing equations and perform discrete
discretization while preserving a certain symmetry at the discrete level. By modulating each term in the
corresponding energy of the gradient flow, we numerically investigate how the concentration and diffusion of the
probability density and the changes in the radial distribution occur and explore the possibility of extending this to
a layered structure.

Keywords: Fisher-Rao gradient flow, radiolarian, Minimizing Interacting Free Energy
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On the BEM and the MFS solutions of diffusion equations in coupled domains

Pelin Senel *
Karadeniz Technical University, Mathematics Department, Trabzon, Tiirkiye

Abstract

In this study, the two numerical methods, namely the boundary elements method (BEM) and the method of
fundamental solutions (MFS), are compared on the numerical solution of the steady-state diffusion equations in
coupled domains. The problem is considered on a square domain that is a composed of two non-overlapping
regions separated by a curved interface. The continuation of the potential and the flux conditions is applied on the
interface boundary. In the numerical implementations the fundamental solution of the Laplace equation is
employed [1]. The BEM-discretized matrix-vector equations are constructed by using the constant elements. The
resultant linear equations for the two subdomains are coupled and solved in one stroke by imposing the external
boundary conditions and the interface continuity conditions [2]. In the MFS, the two subdomains are treated
separately and combined by the coupled interface conditions [3,4]. It is observed that both methods give accurate
and convergent results. In terms of the computer implementation, MFS is easier than the BEM, but the placement
of the source points plays a critical role on the stability of the solutions in MFS.
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Abstract

The dual resource constrained manufacturing system constrained by machine and human resources was first
introduced in [1]. The earlier studies on dual resource constrained scheduling problems primarily focused on
homogeneous workers, in which the workers have the same operational efficiency. They implicitly assumed the
standard processing times for the operations, regardless of the worker allocations. However, the efficiency of the
workers may vary depending on operational skills and proficiency. This is referred to as heterogeneous worker
flexibility. This study addresses the dual resource constrained flexible job shop scheduling problem with
heterogeneous worker flexibility. The dual resource constrained flexible job shop scheduling problem is
challenging to solve since it requires allocation of both machines and workers [2]. Therefore, Q-learning based
hyper-heuristic solution approaches are developed to solve the problem. The proposed Q-learning based hyper-
heuristic solution approaches employ various state evaluation functions and Q-learning based heuristic
generation/selection mechanisms to enhance the performance of the hyper-heuristics. The performance of the
proposed heuristic selection mechanisms is compared with the heuristic selection functions available in the
literature. The flexible job shop scheduling benchmark problems are extended to the dual resource constrained
flexible job shop scheduling problem to compare the performance of the proposed solution approach with the
adaptive large neighborhood search. The proposed solution approach outperforms the adaptive large neighborhood
search in terms of solution quality and computation time. The results indicate that the Q-learning algorithm
monitors the current search status of the algorithm by using effective state evaluation functions and significantly
improves the performance of the hyper-heuristic.

Keywords: Dual resource, flexible job shop scheduling, hyper-heuristic
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A Fuzzy Logic-Based Musical Cryptography Model for Text-to-Note Transformation

Melike Kaysal
Tofas Science High School, Bursa, Turkey

Abstract

In this study, an original musical encryption model was developed by integrating mathematical frequency analysis,
musical notes, modular arithmetic, and a fuzzy-logic-based decision mechanism. The aim is to propose an artificial
intelligence-supported approach that converts texts into audible note sequences and decodes these sequences back
into text. Initial trials showed that some lower-octave sounds were not sufficiently audible in the digital
environment [1]. Therefore, 72 notes in the 3rd to 8th octave range were used. These frequencies were then
subjected to the Mod 29 operation to associate them with the 29 letters of the Turkish alphabet. The resulting
remainder values were sorted in ascending order, and the natural frequency order was reorganized accordingly,
reducing predictable note-to-letter patterns.

Since a one-letter—one-note mapping was considered weak against frequency analysis, a homophonic encryption
approach was adopted. Turkish letter usage frequencies and the Krumhansl-Kessler major key profiles were used
as inputs to the fuzzy logic system [2]. Letter frequencies and pitch-class weights were evaluated through low,
medium, and high membership functions, while the number of notes assigned to each letter was determined at few,
medium, and many levels [3]. Thus, frequently used letters were assigned more notes, while rarely used letters
were assigned fewer. This increased encryption diversity and produced a more balanced melodic output [4,5]. The
resulting note—letter table was implemented in MATLAB, where an interface was developed to encode text into
notes, decode notes back into text, and play the generated melody. As a result, the study presents an original
interdisciplinary approach to musical cryptology by combining mathematical modelling, musical representation,
and an artificial intelligence-supported decision mechanism.

Keywords: Musical cryptology, fuzzy logic, note—letter transformation, MATLAB
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Prony series representability of some fractional viscoelastic materials
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Abstract

Linear viscoelastic materials are ubiquitous in engineering applications—from polymers and biological tissues to
damping systems. While their fundamental description uses continuous relaxation spectra, practical finite element
simulations and system identification routines rely on finite Prony series [1,2]. This work provides a rigorous
Mellin-domain framework to bridge this gap. We establish an arithmetic criterion that determines exactly when a
material admits a finite Prony series (classical spring-dashpot networks) versus when it requires an infinite ladder
(fractional models). For the canonical case of Mittag-Leffler relaxation [1] that models power-law behavior in
polymers, soft tissues, and rubber-like materials we construct an infinite Prony series with geometrically spaced
relaxation times and explicit positive weights. We prove weak convergence of the discrete ladder to the continuous
spectrum and derive an exponential error bound, ensuring that truncation to a modest number of terms yields
machine-precision accuracy. The results enable direct implementation of fractional viscoelastic models into
existing Prony-series-based simulation environments without modifying solver cores. This creates new
opportunities for data-driven material characterization, reduced-order modelling, and real-time control of
viscoelastic systems in manufacturing, energy, and biomechanics.

Keywords: Fractional viscoelasticity - Prony series - Mittag-Leffler function - Relaxation spectrum - Finite
element modelling - Material characterization
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A Mathematical Model of Glymphatic Dysfunction and Neuroinflammation in Multiple
Sclerosis
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Abstract

Multiple sclerosis is a chronic neuroinflammatory disease characterized by immune-mediated demyelination and
progressive neurodegeneration within the central nervous system. Although the exact mechanisms driving disease
progression remain incompletely understood, increasing evidence suggests that dysfunction of the glymphatic
system may contribute to the accumulation of inflammatory mediators and myelin debris, thereby exacerbating
neuroinflammation and tissue damage. Understanding the interaction between glymphatic clearance and
inflammatory processes is therefore important for investigating MS progression and identifying potential
therapeutic targets. In this study, a nonlinear mathematical model is proposed to describe the dynamics of myelin
damage, neuroinflammation, activated microglia, and glymphatic clearance. The model consists of a system of
four coupled ordinary differential equations representing the major biological interactions involved in disease
progression. Fundamental mathematical properties of the model, including positivity, boundedness, existence of
equilibrium points, and local stability conditions, are established. Furthermore, a threshold parameter analogous
to the basic reproduction number is derived to characterize or pathological activity within the system. The
analytical results indicate that impaired glymphatic function promotes the accumulation of inflammatory factors
and increases microglial activation, leading to enhanced demyelination. Conversely, improved glymphatic
clearance reduces neuroinflammation and contributes to the stabilization of myelin integrity. These findings
support the hypothesis that the glymphatic system plays a protective role in MS and demonstrate how mathematical
modeling can provide insight into complex neuroimmune interactions. The proposed framework may serve as a
basis for future numerical investigations and the evaluation of therapeutic strategies targeting glymphatic function
in neurodegenerative diseases.

Keywords: Multiple sclerosis, Glymphatic clearance, Nonlinear dynamical systems, Neuroinflammation,
Microglial activation, Equilibrium analysis, Stability theory
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Operational Research Applications in Agriculture: Trends, Methods, and Al Integration

Semiha Erkovan *, Deniz Tiirsel Eliiyi
Izmir Bakircay University, Industrial Engineering Department, Izmir, Turkey

Abstract

The agricultural sector has become an increasingly important field for the application of Operational Research
(OR), optimization, and mathematical modelling techniques as productivity, efficient resource utilization,
sustainability, and informed decision-making have gained greater importance [1,2]. However, existing studies
generally focus on specific methods, technologies, or agricultural sub-fields, while comprehensive reviews
examining how OR-based approaches are integrated with modern techniques and artificial intelligence applications
remain limited. This study aims to provide a holistic review of the OR literature in agriculture, with particular
emphasis on modern technique and Al integration in OR-based agricultural studies. The Web of Science Core
Collection database was used, and a multi-stage screening and selection process was followed. Studies that passed
the quality assessment were subjected to content-based analysis. The analysis examined publication and citation
trends, major application themes, commonly used OR methods, decision levels, modern techniques or Al
components employed, data sets used, and the main outcomes obtained from these integrations.

The findings show that literature has grown significantly over time and has gained increasing impact in recent
years. Studies are mainly concentrated in agri-food supply chains and logistics, followed by production and farm-
level planning and smart farming. Methodologically, mathematical programming, metaheuristic and hybrid
methods, multi-criteria decision-making approaches, and review/conceptual studies stand out. The analysis further
reveals that studies mostly focus on the strategic decision-making level, while operational and tactical problems
remain relatively underexplored. Overall, this study clarifies the current structure of OR-based agricultural
research and provides a guiding framework for future studies integrating OR, Al, data-driven technologies, and
sustainable agricultural decision-making.

Keywords: Agricultural Systems, Operations Research, Al integration, Modern Technics
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Abstract

Accurate climate forecasting is essential for environmental monitoring, renewable energy management, and
sustainable engineering applications. While recent studies have focused on developing increasingly complex
machine learning models, the impact of temporal feature engineering remains insufficiently explored. This study
investigates how engineered temporal features can improve both the accuracy and interpretability of climate
forecasting models. A comprehensive set of temporal descriptors, including lag variables, rolling statistics, and
cyclical time representations, was extracted from historical meteorological data. These features were integrated
into four forecasting models: LightGBM, Random Forest, Long Short-Term Memory (LSTM), and Gated
Recurrent Unit (GRU). Bayesian Optimization was employed to identify optimal hyperparameter settings, while
SHAP analysis was used to explain model predictions and quantify feature importance. The results show that
temporal feature engineering significantly enhances forecasting performance across all models. Compared with
models trained on raw data, prediction errors were reduced by 29.9% for LightGBM, 28.2% for Random Forest,
15.6% for LSTM, and 16.6% for GRU. The best performance was achieved by the optimized LightGBM model,
with an RMSE of 0.9842, MAE of 0.7106, and R? of 0.9666. Statistical tests confirmed the significance of these
improvements. SHAP analysis further revealed that lagged temperature values and rolling statistics were the most
influential predictors. These findings demonstrate that temporal feature engineering provides an effective and
interpretable framework for improving climate forecasting performance while maintaining model transparency.

Keywords: Temporal feature engineering, Short-term temperature forecasting, Climate intelligence
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Abstract
Multilingual text classification systems often rely either on direct inference with a multilingual encoder or on a
translate-then-classify pipeline. These two strategies involve different trade-offs: direct multilingual inference
avoids translation overhead, while translation can improve downstream classification when the target-language
representation of the multilingual model is weak. However, translation also introduces latency, computational cost,
and the risk of semantic distortion.
This paper proposes a translation-aware probabilistic routing framework for deciding when translation is worth
using. For each input, the method estimates the expected reliability of the direct multilingual path and compares it
with the expected reliability of the translation-based path. The translation path combines two factors: the estimated
quality of the translation and the confidence of the English classifier after translation. Translation is selected only
when this expected gain is large enough to justify its additional computational cost.
The proposed routing rule defines a simple decision boundary between direct classification and translate-then-
classify. It is evaluated against direct-only classification, translation-only classification, and fixed language-based
routing using Macro-F1, latency, translation rate, and estimated inference cost. The contribution is an interpretable
cost-sensitive decision rule that avoids both systematic translation and blind trust in multilingual models.

Keywords: Multilingual classification; machine translation; probabilistic routing; cost-sensitive inference;
efficient AL
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Localized Magnetic Control of MHD Mixed Convection of Casson Fluid in a Lid-Driven
Cavity: A DRBEM Approach
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Osmaniye Korkut Ata University, Department of Mathematics, Osmaniye, Turkey

Abstract

This study investigates the magnetohydrodynamic (MHD) mixed convection heat transfer of a non-Newtonian
Casson fluid within a lid-driven square cavity, utilizing the Dual Reciprocity Boundary Element Method
(DRBEM). Fluid motion in the enclosure is driven by the sliding left wall combined with buoyancy forces arising
from lateral thermal gradients [1]. Unlike conventional setups that apply a uniform magnetic field across the entire
domain, this research introduces a spatially localized magnetic field restricted to specific subregions. This targeted
approach generates localized Lorentz forces, allowing for the precise modulation of vortex dynamics, momentum
transport, and thermal behavior without uniformly dampening the entire flow field [2]. The governing coupled
equations for momentum and energy are formulated using a stream function—vorticity framework. By employing
the dual reciprocity technique, highly nonlinear domain contributions—including convective transport, buoyancy,
Casson fluid rheology, and the localized MHD source terms—are effectively transformed into equivalent boundary
integrals. This boundary-only discretization scheme eliminates the requirement for extensive internal domain
meshing. Consequently, the DRBEM framework yields significant computational efficiency, robust numerical
stability, and highly accurate boundary resolution [3]. A detailed parametric analysis is conducted to systematically
evaluate the impacts of magnetic field intensity, the spatial coordinates and size of the activation zone, and the
distinct rheological properties of the Casson fluid. Ultimately, the simulations demonstrate that localized magnetic
actuation serves as an exceptionally effective mechanism for selective vortex suppression and targeted thermal
management. These insights provide foundational principles for the design and optimization of advanced thermal
systems in materials processing, biomedical engineering, and magnetically controlled heat transfer applications.

Keywords: Casson fluid, Magneto-hydrodynamics (MHD), Dual Reciprocity Boundary Element Method
(DRBEM), Partially active magnetic field, Lid-driven cavity.

References

[1] Ali, M. M., Akhter, R., & Alim, M. A. (2021). Performance of flow and heat transfer analysis of mixed
convection in Casson fluid filled lid driven cavity including solid obstacle with magnetic impact. SN Applied
Sciences, 3(2), 250.

[2] Pekmen Geridonmez, B., & Oztop, H. F. (2021). Mixed convection heat transfer in a lid-driven cavity under
the effect of a partial magnetic field. Heat Transfer Engineering, 42(10), 875-887.

[3] Partridge, P. W., Brebbia, C. A., & Wrobel, L. C. (1992). The dual reciprocity boundary element method.
Computational Mechanics Publications.

™ Corresponding Author Email: fsidreoglakkaya@osmaniye.edu.tr

http://icame.balikesir.edu.tr 74


http://icame.balikesir.edu.tr/

The 4th International Conference on Applied Mathematics in Engineering (ICAME’26)
2—4 September 2026, Cunda, Balikesir, Tiirkiye

A Customer Behavior-Informed Framework for Demand Forecasting and Inventory
Optimization Using Machine Learning and Mixed-Integer Programming

Fatma Nese Ozen'™, Ayhan Ozgiir Toy', Yiicel Oztiirkoglu?

! Yasar University, Industrial Engineering Department, Izmir, Turkey
2 Yasar University, Logistics Management Department, Izmir, Turkey

Abstract
Effective inventory management relies heavily on accurate demand forecasting and efficient decision-making
under uncertainty [1]. However, demand variability is influenced not only by seasonal fluctuations, market
conditions, and supply chain disruptions, but also by customer purchasing behavior [2]. Despite its importance,
customer behavior is often overlooked in traditional forecasting approaches, which primarily rely on historical
demand observations and may therefore fail to adequately capture the factors underlying demand fluctuations [3].
As a result, forecasting inaccuracies may lead to excessive inventory levels, stock shortages, increased operational
costs, and reduced service performance.
To address this limitation, this study proposes a customer behavior-informed framework that integrates machine
learning-based demand forecasting with MIP for inventory optimization. The proposed framework investigates
whether incorporating customer behavior information can improve demand prediction accuracy and inventory
decisions. In the forecasting stage, ARIMA is employed as a traditional statistical benchmark method based on
historical demand data, while XGBoost incorporates both historical demand data and customer-related behavioral
features reflecting purchasing patterns. Forecasting performance is evaluated using MAE, RMSE and MAPE.
The resulting demand forecasts are subsequently used as inputs to a MIP inventory model. The optimization model
determines cost-efficient inventory decisions by minimizing ordering, holding, and shortage costs. By comparing
inventory results obtained from different forecasting approaches, the study seeks to examine the extent to which
customer behavior information contributes not only to forecasting performance but also to inventory performance.
The proposed framework contributes to the intersection of operational research and artificial intelligence by
providing an integrated approach for demand forecasting and inventory optimization.
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Abstract

Numerous sensors work together to form Wireless Sensor Networks (WSNs) to perform a specific task and monitor
remote or hostile environments [1]. WSNs must be designed to maximize network lifetimes, taking into account
constraints such as energy, coverage, and budget. To this end, decisions regarding the location of sensors and sinks,
sensor activity schedules, and data flows must be considered integrally during the design phase [2]. Celik and
Keskin [3], discussing design problems for grid-free WSNs where sensors are positioned more flexibly, developed
an optimization-based nonlinear mathematical model. Networks with this grid-free WSN design model had longer
network lifetimes in small and medium-sized sensor network examples compared to grid-based distribution and
random placement approaches. However, the high computation times of the grid-free model and its inability to
provide solutions in reasonable timeframes for larger sensor network examples emerged as significant limitations.
This study proposes a Random Forest-based machine learning framework to estimate network lifetimes for large-
scale sensor network samples from optimal solutions obtained from a grid-free mixed integer programming model.
The proposed approach provides a fast and data-driven estimation method for approximating network lifetimes for
large-scale sensor networks where the optimization model becomes challenging, without replacing the existing
model.

Keywords: wireless sensor network, grid-free WSNs, network lifetime maximization, optimization, mixed
integer programming, Random Forest, machine learning
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Abstract
The Higgs boson plays a fundamental role in the Standard Model of particle physics by providing a mechanism
for mass generation through spontaneous symmetry breaking. Understanding the behavior of the Higgs field in
curved space-time backgrounds is of considerable importance for modern cosmology, particularly in the context
of the early universe where strong gravitational effects are expected to influence quantum fields. Among various
cosmological geometries, de Sitter space-time represents an ideal framework for investigating particle dynamics
during inflationary epochs due to its constant positive curvature and accelerated expansion.
In this study, we investigate the dynamics of the Higgs boson in de Sitter space-time using Physics-Informed
Neural Networks (PINNs), a novel machine learning framework that integrates physical laws directly into the
training process [1]. Unlike conventional numerical approaches, PINNs solve differential equations by minimizing
a loss function that incorporates governing field equations, boundary conditions, and initial constraints. This
methodology provides enables efficient treatment of complex physical systems characterized by nonlinearity and
high-dimensional parameter spaces.
The mathematical formulation is based on the Klein—Gordon-type equation governing the evolution of the Higgs
scalar field in a de Sitter background [2]. The de Sitter metric is incorporated into the field equations, and the
resulting partial differential equation is embedded within the neural network architecture through automatic
differentiation techniques. The PINN model is trained to approximate the Higgs field evolution while preserving
the underlying conservation laws and geometric structure of curved space-time.
Numerical results demonstrate that the proposed PINN framework accurately captures the temporal and spatial
behavior of the Higgs field under different cosmological expansion rates. Comparisons with benchmark numerical
solutions reveal strong agreement and confirm the reliability of the PINN methodology. Furthermore, the study
highlights the ability of PINNs to model field dynamics with reduced computational cost while maintaining high
accuracy.
The findings suggest that physics-informed deep learning offers a powerful alternative for investigating quantum
fields in curved backgrounds and may provide new insights into Higgs boson dynamics during the inflationary era
of the universe. This work contributes to the growing intersection of artificial intelligence, cosmology, and high-
energy physics, opening new opportunities for solving complex problems in theoretical and computational physics.
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A Novel Entropy-SWARA Weighted Intuitionistic Fuzzy Hierarchical Clustering
Framework for Sustainable Smart City Investment Prioritization
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Abstract

Sustainable smart city investment requires advanced decision-support tools that consider the disagreement of
stakeholders and multiple assessment dimensions while dealing with uncertainty simultaneously. The traditional
multiple-criteria decision-making (MCDM) methods reduce assessment to a single numeric score, which neglects
how alternatives are similar or dissimilar, making it difficult to establish coordinated investment strategies and
identify project complements. In this study, a novel framework integrating entropy weighting, the Step-
Wise Weight Assessment Ratio Analysis (SWARA) approach, and Intuitionistic fuzzy hierarchical clustering is
proposed. The framework has three unique contributions. Firstly, we establish an entropy function considering
linear and quadratic forms of changes in fuzzy membership to capture moderately fuzzy uncertain information
more accurately. Secondly, we propose an arcsin-based similarity measure considering intuitionistic fuzzy values
more suitably compared to the existing literature. Furthermore, we combine objective entropy weights and
subjective SWARA weights via a multiplicative aggregation approach and finally apply the hierarchical clustering
method to explore the structural similarity of alternatives. We examined the framework in a case study applied to
Tirkiye, where four sustainable smart city investment opportunities of smart grid modernization, sustainable
public transportation, smart waste management, and smart healthcare infrastructure are evaluated by the domain
experts based on 28 STEEP assessment criteria, which are social, technological, economic, environmental, and
political ones [2]. The partition confidence interval is calculated as {0.0, 0.7725, 0.8383, 0.8510, 1.0}. The
sustainable public transportation and smart health infrastructure show very complementary options (similarity
score=0.851); therefore, they should be implemented in combination. Smart grid modernization stands alone
among the four proposals, so a unique governance approach is needed. This study provides practical guidance for
urban planners and policymakers on designing the structure of investment portfolios in support of the United
Nations Sustainable Development Goals and makes progress toward bridging the gap between academic study and
policy practice in sustainable urbanization.

Keywords: Intuitionistic Fuzzy set, Entropy, Smart city, Clustering, Sustainable computing.
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Abstract

This study presents a temporal and spatial classification of travel demand among passengers with disabilities in a
metropolitan urban centre by analysing one year of Electronic Fare Collection System boarding data involving a
multimodal transportation system, including bus, tram, ferry and rail modes [1]. Following anonymization and
data preprocessing, the study seeks to characterize regular and irregular travel behaviours, identify homogeneous
passenger segments, and construct segment-based origin-destination matrices. The analytical framework combines
descriptive statistics, time-series, density-based clustering and supervised machine learning methods [2]. Travel
patterns are evaluated at different temporal resolutions to capture demand variability with greater precision. Model
performance is assessed using standard classification and forecasting evaluation metrics [3]. Moreover,
visualizations of how travel volumes vary across specific time periods, locations and passenger classes, will help
decision makers to interpret model findings. By integrating spatiotemporal analysis with classification and
segmentation techniques, a methodological basis for understanding the mobility needs of passengers with
disabilities is provided. The analysis also considers differences between weekdays, weekends, peak hours, and off-
peak periods to reveal when accessibility-oriented transport demand becomes more concentrated. In addition,
spatial concentration patterns are examined to determine whether specific stops, transfer points, or urban corridors
play a critical role for passengers. The expected outcomes include improved demand characterization and evidence
to design a demand-responsive paratransit system. In this respect, the study contributes to the development of more
inclusive and data-driven urban transport policies. These findings are expected to support route planning, service
scheduling, and resource allocation decisions by providing empirically grounded evidence on mobility needs.

Keywords: Accessibility, Demand-responsive paratransit planning, Electronic fare collection data, Spatiotemporal
analysis.
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A Genetic Algorithm for Resource Allocation and Scheduling in Agile Project
Management: A Case Study
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Abstract
Agile project management has become commonly used in the automotive sector following the software industry
in recent years.In this study, the problem of assigning tasks to resources within sprint-based time periods in agile
project management is investigated. The main objective of the problem is to minimize the total delay. During the
task assignment process, sprint-based scheduling was carried out by considering capacity, time, and skill
constraints. To solve the problem, the Genetic Algorithm was proposed. In addition, a real-life case study from
an automotive company operating under a tender-based production system is presented. Since the projects are
received through tenders, each project has predetermined “baseline start” and “baseline finish” dates. Along with
the overall tender time constraint, jobs are assigned to sprints, and sprint-based job completion rates are
considered highly important. Employees are divided into different groups and subgroups depending on their
expertise, while the tasks included in the backlog are assigned to the appropriate subgroup according to
employee qualifications. In addition to completing their assigned tasks on time, all subgroups are expected to
follow the overall schedule to reduce tender delays. In the study, total delay, average tender delay, number of
delayed tenders, total completion times, and different workload distributions were analyzed. The results
indicated that the proposed genetic algorithm approach achieved better performance in minimizing total delay
compared to the current planning results.

Keywords: Agile project management, resource allocation, genetic algorithm
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Robust and Sustainable Commercial Waste Collection with Inventory and Carbon
Emission Constraints

Didem Eylenen*’, Bora Palandiz, Mahmut Ali Gokge
Yasar University, Industrial Engineering Department, Izmir, Turkey

Abstract

Efficient management of commercial solid waste collection processes has become a critical challenge due to rapid
urbanization, strict operational limits, and carbon emission regulations. This study addresses an integrated Multi-
Period Green Inventory Routing Problem (G-IRP) under demand uncertainty, balancing vehicle routing, multi-day
waste accumulation, and load-dependent carbon emissions. Drawing on customer-based structures inspired by
Solomon [1] and waste management dynamics [2], [3], the mathematical framework models waste accumulation
over time through an inventory-routing mechanism, capturing inventory holding risks and overflow penalties [4],
[5]. To address environmental sustainability concerns, the formulation incorporates a load-dependent carbon
emission cap based on the pollution-routing framework of Bektas and Laporte [6]. To safeguard the system against
highly volatile waste generation rates without inducing excessive conservatism, the I' budget robust optimization
approach of Bertsimas and Sim [7] is incorporated to establish robust vehicle capacity buffers. Unlike traditional
models that focus primarily on distance minimization, the proposed framework explicitly incorporates service
quality considerations through soft time windows, allowing penalties for both early and late arrivals. A Mixed-
Integer Linear Programming (MILP) model is created and solved on a synthetic commercial waste collection
instance that has 20 customers, using Python and the Gurobi Optimizer. Computational scenario analyses
conducted under different demand and uncertainty settings demonstrate that the robust framework successfully
improves the robustness of waste collection schedules against unexpected overflows and route failures, providing
critical managerial insights into the trade-offs between fleet scaling, operational costs, and strict environmental
compliance.
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Abstract

Magnetohydrodynamic (MHD) flows play an important role in numerous engineering and industrial applications
involving electrically conducting fluids under the influence of magnetic fields, including energy systems, cooling
technologies, and electromagnetic control processes [1]. These flows are particularly relevant in modern high-
performance engineering systems where magnetic regulation of fluid motion is used to enhance efficiency and
stability. The strong coupling between fluid motion and electromagnetic effects gives rise to complex mathematical
models whose solutions are highly sensitive to the governing physical and boundary-condition parameters [1]. In
this study, parameter-dependent MHD flow problems are investigated through numerical simulations generated
for a range of Hartmann numbers and boundary-condition parameters, allowing a systematic exploration of
magnetic and hydrodynamic interactions. Such parametric variations enable a detailed understanding of flow
transitions between different regimes and provide insight into the underlying physical mechanisms. The resulting
solution data are analyzed in detail to identify the dominant flow characteristics and to examine the influence of
the governing parameters on the velocity and magnetic field distributions across different flow regimes. To
improve computational efficiency and facilitate rapid evaluation of parameter-dependent solutions, reduced-order
modeling strategies are further explored for constructing compact yet accurate representations of the solution
manifold [2,3]. The proposed approach combines accurate numerical simulations with efficient surrogate
modeling, providing both physical insight and computational advantages for the analysis of MHD flows. The
methodology is sufficiently general to be adapted to different MHD configurations and parameter regimes, while
providing an effective tool for the analysis, approximation, and prediction of parameter-dependent MHD flows.
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Abstract
Elevator systems constitute complex stochastic service environments in which multiple elevators simultaneously
respond to passenger requests originating from different floors. The performance of such systems depends not only
on dispatching algorithms but also on strategic operational decisions, including idle dwelling locations and zoning
configurations [1]. “Dwelling” determines the floor at which an elevator remains stationed when no service
requests are present, thereby influencing future response times, whereas “zoning” specifies the subset of floors
assigned to each elevator. Determining effective combinations of these control policies is challenging due to the
dynamic and stochastic nature of passenger demand.
This study models a multi-elevator system as a multiple-queue multiple-server polling system and develops an
agent-based simulation framework to evaluate operational performance under realistic conditions [2]. Passenger
arrivals are represented by stochastic processes, while customer impatience is incorporated through reneging
behavior, allowing passengers to abandon the system after experiencing excessive waiting times [3]. Within the
proposed framework, elevators operate according to two widely used polling disciplines, namely SCAN and
LOOK, while elevator-specific idle dwelling locations and zoning assignments are treated as controllable decision
variables. To identify high-performing operational policies, a Bayesian hyperparameter optimization approach is
employed to simultaneously tune dwelling and zoning decisions for each elevator [4]. The main novelty of this
study lies in the joint integration of (i) a polling-based multi-queue multi-server representation of elevator systems,
(ii) explicit modeling of customer reneging and bulking within a multi-elevator environment, and (iii) the use of
Bayesian hyperparameter optimization to simultaneously learn elevator-specific dwelling and zoning policies.
Computational study is conducted to compare dispatching policies and assess the impact of optimized control
configurations. The results demonstrate that dispatching policies alone are insufficient to achieve superior system
performance. Significant improvements are obtained when dispatching strategies are combined with optimized
dwelling and zoning decisions.

Keywords: discrete-event simulation, queueing theory, parameter optimization
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Abstract
This study evaluates the energy and carbon intensity performance of non-financial firms included in the BIST
Sustainability framework over the 2022-2024 period using a multi-period multi-criteria decision-making approach.
Financial institutions and holding companies are excluded because their operational energy consumption and
emission structures are not directly comparable with those of industrial, transportation, retail, telecommunications,
and other energy-related firms. The final sample consists of firms disclosing total energy consumption, Scope 1
emissions, Scope 2 emissions, and net sales for all three years.
Three cost-oriented indicators are constructed to capture operational efficiency and carbon-related performance.
Energy intensity is measured as total energy consumption divided by net sales. Emission intensity is measured as
the sum of Scope 1 and Scope 2 emissions divided by net sales. Carbon intensity of energy use is measured as the
sum of Scope 1 and Scope 2 emissions divided by total energy consumption [1]. Since lower values indicate better
performance, the analysis focuses on efficiency-oriented sustainability performance rather than broad ESG scores.
Criterion weights are determined objectively using the Entropy method, while firm-level performance scores are
calculated through MARCOS by considering ideal and anti-ideal reference solutions [2]. EDAS is then applied as
an alternative ranking procedure based on distances from the average solution [3]. Spearman rank correlation
analysis examines method-based ranking consistency and year-to-year ranking stability.
The study contributes to the literature by proposing a transparent and reproducible framework based on directly
measurable quantitative sustainability disclosures. The findings are expected to provide insights for managers,
investors, and policymakers interested in energy efficiency, carbon performance, and disclosure comparability in
emerging markets.
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Abstract

The use of fractional PDEs has increased due to their applicability in describing mathematical models associated
with the presence of fractal structure, anomalous diffusion, and non-differentiability. Local fractional calculus has
become a powerful tool used to model physical processes occurring in fractal sets [1]. Transformation method
techniques continue to be powerful methods for solving differential equations in engineering and applied
mathematics. In particular, the natural transform and its extended form have proven to be powerful methods for
solving multidimensional problems [2]. In the present work, we propose a new transform named double local
fractional natural transform which is introduced through generalization of classical double natural transform into
the realm of local fractional calculus. Double local fractional natural transform is formulated using double local
fractional integrals along with well defined mathematical concepts of local fractional derivative and local fractional
integral. Some basic properties of the transform such as linearity, local fractional partial derivative operational
properties, convolution and transformation formulae for some special functions are derived. The efficiency of the
suggested technique is justified with the help of its implementation on several important categories of local
fractional partial differential equations such as local fractional heat, Laplace, wave and Klein-Gordon equations.
Closed-form solutions are obtained and are observed to match those already available in the literature [2,3]. The
approach that we have adopted here converts differential equations into algebraic equations. From the above
discussion on the outcomes realized, it can be deduced that the double local fractional natural transform proves to
be a very efficient technique for handling local fractional partial differential equations. The above framework may
prove useful in further research work concerning fractal media and anomalous diffusion, among others.

Keywords: Local fractional calculus, Natural transform, Double integral transforms, fractional partial
differential equations, fractal modelling.
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Abstract
Due date assignment problem in scheduling plays a critical role in production systems where Just-in-Time
production philosophy and customer satisfaction are considered simultaneously. In such systems, assigning due
dates and determining effective job schedules are essential decisions in order to reduce operational costs composed
of earliness, tardiness, and due date assignment costs. In this study, we consider the minimization of total weighted
earliness, tardiness, and due date assignment costs as the objective function.
Although this problem has been widely studied for single and identical parallel machine environments, studies are
limited for unrelated parallel machine settings, where each job has a machine-dependent processing time. Two of
these studies stand out: [1] and [2]. In [1], an algorithm based on the structural properties of the optimal solution
is proposed. Despite the use of structural properties, this algorithm is a rule-based myopic algorithm that constructs
a single solution. Later, in [2], a genetic algorithm which does not consider the structural properties of the optimal
solution in their solution representation is presented, and it is shown that their algorithm outperforms the algorithm
proposed in [1].
To eliminate the disadvantages of the existing algorithms, in this study, a new genetic algorithm is proposed by
incorporating the structural properties of the optimal solution into the main components of the algorithm. The
initial population is generated through constructive heuristics to obtain promising initial solutions. In addition, the
chromosome structure, crossover operator, and mutation operator are designed based on the structural properties
of the problem. A preliminary experimental study shows that the proposed algorithm explores the solution space
more effectively.

Keywords: Unrelated parallel machines, common due date assignment, heuristics, genetic algorithm
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Abstract

The increasing deployment of renewable-energy-based electric vehicle charging stations (EVCSs) has introduced
significant cybersecurity challenges due to the extensive exchange of control and monitoring data over
communication networks [1]. Conventional chaos-based secure communication schemes commonly rely on
analytical synchronization controllers, which increase computational burden and require continuous transmission
of control-related information [2]. To address these limitations, this paper proposes a novel deep learning-based
synchronization framework for fractional-order chaotic secure communication. The proposed method eliminates
the need for a predefined controller by employing a deep learning model to predict the control signal for
synchronization directly from transmitted chaotic states and synchronization errors. A fractional-order chaotic
system is utilized to generate secure masking signals, while a Long Short-Term Memory (LSTM) network learns
the synchronization dynamics and estimates the required control action in real time. The synchronized chaotic
states are subsequently employed for masking of critical EVCS communication signals. The effectiveness of the
proposed framework is evaluated under various operating conditions. Simulation results demonstrate that the Al-
based synchronizer achieves accurate chaotic synchronization while reducing controller complexity and
maintaining secure data transmission. The proposed approach introduces a new paradigm that combines artificial
intelligence and fractional-order chaos for cyber-secure operation of renewable-energy-integrated electric vehicle
charging infrastructures.

Keywords: Fractional-order chaotic systems; Deep learning; LSTM; Chaotic synchronization; Secure
communication; Electric vehicle charging stations; Renewable energy systems.
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Fuzzy-Enhanced Synergy-Driven R&D Project Portfolio Selection under Uncertainty: A
Distributionally Robust and Cooperative Game-Theoretic Framework
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Abstract

This study proposes a two-stage integrated decision-support model for R&D project portfolio selection, addressing
uncertainty, inter-project synergy, and cost allocation within a unified framework. In the first stage, candidate
projects are evaluated in terms of cost, risk, duration, workforce requirements, and strategic benefit, and the most
suitable project portfolio is selected. Cost and risk uncertainties are modeled through distributionally robust
optimization, while uncertainties related to project duration and workforce requirements are represented using a
budget-of-uncertainty approach. In the proposed framework, the synergy among projects is first evaluated
linguistically by experienced project experts and then transformed into coalition-specific cost-saving parameters
through fuzzy number-based calculations. These evaluations consider resource sharing, technological
complementarity, knowledge transfer, output compatibility, and temporal coordination. In the illustrative
application, seven candidate projects are considered, and 120 possible coalitions consisting of two or more projects
are evaluated using triangular fuzzy numbers, trapezoidal fuzzy numbers, and (p,q)-fractional fuzzy numbers. The
resulting synergy values are used as inputs in the first-stage portfolio selection model. After the portfolio is
selected, the second stage allocates the net portfolio cost among the selected projects by using the core concept of
cooperative game theory, thereby ensuring a fair and stable cost-sharing scheme. The proposed framework
supports reliable project selection under uncertainty, transparent quantification of inter-project synergies, and
practically implementable cost allocation for the selected portfolio.

Keywords: Project portfolio selection, fuzzy synergy calculation, cooperative game theory, distributionally robust
optimization, budget of uncertainty, core, cost allocation.
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Dirac magnetic monopole: The MICZ—Kepler problem as a subset of the Bagci—-Hoggan
differential equation
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Abstract
Magnetic monopoles play an important role in modern theoretical physics through their connection to charge
quantization and gauge symmetry. Electrodynamics and quantum mechanics of the magnetic monopole are briefly
re-visited. The MICZ—Kepler problem, which describes the motion of a charged particle in the combined Coulomb
and monopole fields is discussed. It is shown that the radial equation of the generalized MICZ—Kepler system
constitutes a special case of the fractional Bagci—-Hoggan differential equation for a specific choice of parameters.

Keywords: Dirac magnetic monopole, MICZ—Kepler problem, Bagci—Hoggan differential equation.
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A Multi-Commodity Flow Optimisation Model for Sustainable Port—Hinterland Freight
Transport Planning
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Abstract
Sustainable port-hinterland freight transport has become an increasingly important component of transport
decarbonisation strategies, as environmental impacts extending beyond the port gate into hinterland transport
networks are significant and challenging to address. Existing studies have examined a range of operational,
technical, and market-based measures to improve environmental performance across the broader maritime
transport industry [1]. However, the role of ports in addressing environmental impacts within hinterland transport
systems has received comparatively less attention in the literature [2].
Freight transportation planning and service network design have long been studied in the logistics literature [3,4].
In this context, optimisation-based approaches have been applied to intermodal network planning and freight
transport systems [4,5]. However, limited attention has been given to optimisation frameworks that explicitly
support sustainability-oriented decision-making in port-hinterland freight transport systems. Building on this
stream of research, this study presents a multi-commodity flow optimisation model for port-hinterland freight
transport planning that explicitly considers sustainable performance. The model represents freight movements
between a seaport and multiple hinterland destinations through an intermodal transport network with alternative
transport modes and intermediate terminal connections.
The model provides a basis for analysing how freight flows can be distributed across road, rail, and inland
waterway transport options within port—hinterland systems. The proposed framework aims to support sustainable
port—hinterland freight transport planning by facilitating the evaluation of modal-shift strategies and policy-based
interventions.

Keywords: Port-hinterland transport, Multi-commodity flow optimisation, Sustainable freight transport planning
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A Structural Aspect of Module Classes
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Abstract
Module theory provides a fundamental framework for studying algebraic structures and their interactions through
homomorphisms and categorical methods. The investigation of module classes and their structural properties has
long been an important topic in modern algebra, particularly in relation to closure properties and preservation
under various module-theoretic constructions.
In this study, we consider a class of modules arising naturally in module theory and examine several aspects of its
structural behavior. The primary objective is to investigate how the considered class behaves under commonly
used constructions and to determine conditions ensuring the preservation of its defining properties. Particular
attention is devoted to the relationships between the class of injective modules and divisible module classes.
Several structural properties are analyzed through direct sums, homomorphic images, and extensions. These
constructions play a central role in understanding the stability of algebraic properties and provide valuable
information concerning the behavior of modules under categorical operations. Furthermore, the interaction
between different structural conditions is discussed, leading to a broader perspective on the classification of
modules.
The obtained observations contribute to the understanding of module classes from both algebraic and categorical
viewpoints. In addition, the methods employed provide a useful framework for the investigation of related
algebraic structures and for the development of further studies concerning structural properties of modules. The
results highlight the significance of closure conditions and categorical techniques in the analysis of module-
theoretic phenomena.
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Ranking Syrian Governorates Based on Humanitarian Sectoral Needs Using an
Entropy-Based MOORA Approach
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Abstract

Humanitarian response planning requires transparent and data-driven methods to identify areas with the highest
level of need, especially in crises where needs are diverse and resources are limited. This study uses sectoral People
in Need (PiN) data produced by OCHA and humanitarian partners using the Joint Intersectoral Analysis
Framework (JIAF) [1] to support governorate-level humanitarian prioritization in Syria through an Entropy-based
MOORA approach. The governorates are considered as alternatives, while humanitarian sectors, including
protection, food security, WASH, shelter, nutrition, health, education, early recovery, and non-food items, are
treated as decision criteria. In the first stage, the entropy method is applied to calculate objective weights for the
criteria by measuring the degree of variation among governorates within each sector. The results show that NFI
has the highest weight, followed by shelter, suggesting that these sectors have strong discriminating power in
explaining differences in humanitarian needs across governorates. In the second stage, the MOORA method is
used to rank the governorates based on the weighted sectoral criteria. The obtained ranking is then compared with
the ranking based on Inter-sectoral People in Need, which is estimated using the Mosaic Method [2]. The results
show agreement in the top five priority governorates, namely Aleppo, Idleb, Rural Damascus, Al-Hasakeh, and
Deir-ez-Zor, while differences appear among the middle-ranked governorates. These differences suggest that the
proposed approach captures sectoral variations that may be hidden in aggregated indicators. Therefore, the
Entropy-based MOORA approach can supplement existing humanitarian prioritization tools and provide a more
detailed, transparent, and data-driven framework for supporting humanitarian decision-making and resource
allocation in Syria effectively.
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A Nonlinear Median Filter Regularization Operator for Geophysical Inversion
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Abstract
Geophysical inverse problems involve estimating the spatial distribution of subsurface physical properties, such
as electrical resistivity, density, magnetic susceptibility, and seismic velocity, from observed data. These problems
are typically ill-posed, nonlinear, and underdetermined, requiring regularization to obtain stable and meaningful
solutions. The most commonly used approach is Tikhonov regularization, which employs derivative-based
roughening operators to penalize differences between neighboring model parameters and promote spatial
smoothness.
Although effective in stabilizing the inversion process, conventional roughening operators tend to oversmooth the
recovered models and suppress sharp contrasts, resulting in poor resolution of geological boundaries. To overcome
this limitation, we propose a nonlinear regularization operator inspired by the median filter [1] widely used in
image processing. The proposed operator retains the structure of a traditional roughening matrix but adaptively
reweights its coefficients using a Gaussian function based on the deviation of each model parameter from the
median value within its local neighborhood. This strategy reduces smoothing across discontinuities while
preserving the stability of the inversion.
The proposed regularization scheme is incorporated into a standard iterative inversion framework and evaluated
using both synthetic and field datasets. Results from 2D and 3D tomographic imaging examples demonstrate
improved recovery of sharp subsurface boundaries and enhanced model resolution compared with conventional
smoothness-constrained inversion. These findings suggest that median filter based regularization provides an
effective alternative for geophysical inverse problems.

Keywords: geophysical inverse problem, regularization, median filter
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Life Cycle Cost and Emission-Based Multi-Objective Optimization of Net-Zero
Renewable Energy Microgrids
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Abstract

The growing importance of decarbonization goals and the transition from centralized energy systems to distributed
energy structures have increased interest in microgrid systems that support net-zero energy targets. This study
proposes a multi-objective optimization and mathematical modeling approach for the planning of renewable
energy-based microgrids. The developed model simultaneously addresses the assessment of renewable energy
potential at predefined candidate locations, the allocation of appropriate energy technologies, the determination of
system capacities, and the sizing of energy storage systems (ESS). The primary objective of the proposed
framework is to minimize life cycle cost (LCC) and life cycle carbon emissions (LCE) under net-zero energy
targets. To achieve this, various renewable energy technologies, energy storage systems, and their associated life
cycle impacts, including investment, operation, maintenance, replacement, and end-of-life stages, are taken into
consideration. Using geographical data, energy demand profiles, and meteorological time series, the renewable
energy potential of each location is evaluated, and the optimal technology mix and storage capacity are determined.
The mathematical model is solved under constraints related to system reliability, supply—demand balance, and net-
zero energy requirements. The proposed approach provides an integrated decision-support framework for decision-
makers involved in the planning and design of sustainable microgrid systems under net-zero energy targets.

Keywords: modelling and optimization, renewable energy-based microgrids, life cycle assessment, net-zero
energy systems, technology allocation
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Abstract

While Solar Power Plants (SPP) hold a strategic position in sustainable energy supply, determining their net
environmental benefits necessitates a precise calculation of the total carbon footprint within a "cradle-to-grave"
Life Cycle Assessment (LCA) framework. Current literature highlights that emission tracking during the
installation and operational phases is often hindered by data silos and a lack of transparency, while the
decommissioning phase of systems reaching the end of their economic life is frequently excluded from dynamic
modeling processes. This study develops an end-to-end carbon footprint calculation and decision support model
that holistically addresses the construction, active operation, and decommissioning phases of SPP investments. To
ensure data integrity, immutability, and retrospective traceability of the proposed model, a decentralized
blockchain architecture and smart contract infrastructure have been designed, providing a secure and verifiable
emission accounting ecosystem for both investors and regulatory authorities. The sectoral feasibility and
performance of the developed approach under various constraints have been validated through comprehensive case
studies and simulations involving diverse SPP installation, operation, and disposal parameters.

Keywords: Solar Power Plants, Carbon Footprint, Life Cycle Assessment (LCA), Blockchain, Smart Contracts,
Decision Support Systems
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Local Stability and Hopf Bifurcation in a Three-Dimensional Photocatalytic
Microplastic Reactor Model with Adaptive Gain
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Abstract

Motivated by the photocatalytic removal of microplastics [1], we study a simple mathematical model for the
feedback control of such reactors. The model is a three-dimensional autonomous ODE system with three state
variables: the pollutant concentration, the actuator output, and the feedback gain of the actuator. The gain is not a
fixed parameter; it changes in time according to an adaptation law, as in adaptive control [2]. The adaptation speed
is denoted by k. The pollutant and the actuator are coupled by a bilinear term, which is the only nonlinear term in
the model. We first show that, if the inflow of pollutant is larger than what natural decay can remove at the target
concentration, the system has exactly one positive equilibrium point, and we give it explicitly.

We then study the local stability of this equilibrium with the Routh—Hurwitz criterion [3]. The result is a complete
description in terms of «: there is a critical value K., given by an explicit formula, such that the equilibrium is
locally asymptotically stable for k < k. and unstable for k > k.. At ¥ = k. the Jacobian matrix has a pair of purely
imaginary eigenvalues, and this pair crosses the imaginary axis with nonzero speed. Therefore a Hopf bifurcation
occurs and periodic solutions appear near the equilibrium [4]. The frequency of these oscillations at the critical
value does not depend on «; it depends only on the parameters of the controlled process. Numerical simulations
support the theoretical findings: as k increases, solutions display first non-oscillatory convergence, then damped
oscillations, and eventually sustained periodic behaviour corresponding to a stable limit cycle. These results
demonstrate that excessively fast adaptation of the gain renders the control loop itself a source of instability.

Keywords: adaptive control, Hopf bifurcation, Routh—Hurwitz criterion, local stability, photocatalytic reactor,
microplastic degradation
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Abstract

Traditionally, Optimal transport (OT) for single-cell data is a powerful mathematical framework used to compare
and align high-dimensional cellular profiles—especially useful for understanding dynamic processes, integrating
datasets, and mapping spatial organization. Here's how it works and why it's transformative: On the other hand,
Wavelet analysis is a mathematical technique used to analyze signals, data, or time series at different scales or
resolutions. Unlike traditional Fourier analysis, which shows what frequencies are present in a signal, in other
words, wavelet analysis can show both when and at what scale/frequency certain features occur. The core idea is
to break a signal into small wave-like functions called wavelets. These wavelets can be stretched or compressed
to examine large-scale trends and fine details. empirical Bayes analysis is a statistical approach that combines ideas
from traditional statistics and Bayesian statistics. On the other hand, In standard Bayesian analysis, you specify a
prior distribution (your beliefs before seeing the data). In Empirical Bayes, instead of choosing the prior purely
from expert knowledge, you estimate the prior from the observed data itself. Suppose you're analyzing spatial
single-cell data and want to predict gene expression, cell types, or spatial domains. Fit an Empirical Bayes model.
Estimate shared distributions across genes, cells, or regions. Therefore optimal transport for wavaelt analsyis and
deep neural networks can be very hepful to improve computational hurdles to calcluate spatial singel cell data.
Empirical Bayes: improves estimates through shrinkage and information sharing. Genomics When analyzing
expression levels across 20,000 genes with only a few biological replicates per gene, uses Empirical Bayes to
stabilize variance estimates across genes. In single-cell biology we examined dimensionality reduction performs
better estimation than the singular value decomposition (SVD) under low signal-to-noise (SNR) regime and to
perform gene dimensionality reduction that retains inferred spatial single cell data.

Keywords: Optimal transport, Emprical Bayes, estimation Wavelet analysis, Spatial data
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Bifurcation, Chaos, and Control in a Discretized Fractional-Order Ecological Model
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Abstract

In this study, a modified Richards growth model with varying carrying capacity and the Allee effect is considered.
Since complex dynamical behaviors in continuous-time systems generally arise only in higher-dimensional
settings, one and two-dimensional continuous models are limited in their ability to exhibit such phenomena. To
overcome this limitation and capture the rich dynamical patterns observed in ecological systems, a discretization
procedure based on piecewise constant arguments is applied to the continuous-time Richards model, yielding a
two-dimensional difference equation system.

The positive equilibrium points of the resulting model are determined, and their local stability properties are
investigated. The analysis reveals the occurrence of both Flip and Neimark--Sacker bifurcations as the system
parameters pass through critical values. Furthermore, the emergence of chaotic dynamics following these
bifurcations is confirmed through the computation of maximum Lyapunov exponents. Moreover, the chaotic
windows persist over continuous parameter intervals, indicating that the observed complex dynamics are robust
under small parameter perturbations. To suppress chaotic oscillations, two control strategies, namely state-
feedback control and hybrid control, are implemented. Numerical simulations show that both control approaches
successfully eliminate chaos, stabilize the desired equilibrium state, and significantly enlarge the corresponding
stability regions. Numerical bifurcation diagrams, phase portraits, and maximum Lyapunov exponents confirm the
occurrence of transitions among stable equilibria, periodic solutions, quasi-periodic motions, and chaotic regimes.
The results indicate that variations in environmental carrying capacity and Allee threshold levels may substantially
alter the long-term persistence of the population. The findings further suggest that memory effects play a
significant role in shaping population responses to environmental changes.

Keywords: Stability, bifurcation, chaos
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Optimal transport trajectories for deep cardiovascular spatial single cell data
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Abstract

For single-cell data, optimal transport (OT) is used to match or align cells, cell populations, or distributions
of cells across different conditions, time points, or experiments. More specifically, the key idea is that each
cell is represented as a point in a high-dimensional space (e.g., gene expression), and OT finds the most
plausible way to "move" one population of cells to another. OT particularly well suited to single-cell
sequencing, where experiments provide snapshots of populations rather than continuous observations of
individual cells. It enables researchers to infer how cell populations change over time or under different
conditions despite not tracking the same physical cells. On the other hand, optimal transport (OT) extends
the standard idea by considering both gene expression and the physical locations of cells. The goal is not
only to match similar cells, but also to preserve the spatial organization of the tissue. It involves using single-
cell sequencing technologies to study how individual cells within the heart behave, mutate, and communicate
during the progression of cardiovascular diseases. Even though [1] have used kantorovich relaxation, entropy
regularization and sinkhorn optimization algorithm as a part of optimal transport for spatial single cell
cardiovascular data, to our best knowledge there is no study yet about similar optimization algorithm for
vascular stromal and mesothelial cells thorough immune cells cardiac and hemostasis using with deep
variational autoencoder [3]. Therefore, standard single-cell methods (like scRNA-seq) tell you what cells
are present in the heart, they require breaking the tissue apart, which destroys the "map." Spatial
transcriptomics and spatial proteomics allow researchers to see where those cells are located and who their
"neighbors" are within the intact heart tissue. More specifically, when we use kantorovich relaxation and
sinkhorn optimization algorithm for spatial cardiovascular single cell data, a strict one-to-one mapping might
be biologically unrealistic due to one spatial spot can contain multiple cell types and one cell state can occur
at many spatial locations scRNA-seq. From different perspective, spatial data have different sampling
distributions cell numbers in the two datasets usually aren't equal. Consequently, Kantorovich OT provides
the mass of one source cell/state to be split across multiple target locations, rather than requiring a
deterministic one-to-one mapping. This is how we use optimal transport has been used for scRNA -seq spatial
cardiovascular data.

Keywords: Cardiovascular disease, spatial data, multiple testing
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A Statistical and Mathematical Approach for Estimating Time-Varying Parameters in a
SIRD Model of COVID-19 Outbreak
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Lzmir University of Economics, Mathematics Department, Izmir, Tiirkiye

Abstract

In this study, we propose a dual statistical and mathematical approach to estimate the time-varying parameters
related to the SIRD model of COVID-19 outbreak. We analyze the data set provided by the Johns Hopkins
University (JHU) COVID-19 time series. This data set includes cumulative daily records of confirmed cases,
recoveries, and deaths. We start by obtaining our initial parameter estimates using discrete difference equations.
To filter out the noise from the reports of fluctuations, we use a statistical smoothing technique that allows us to
simulate the true trends in the dynamics of the pandemic. Afterwards, we fit these time-dependent parameters
using a least-square approach to simulate the long-term behaviors of all populations. We present a comparison of
the numerical results obtained by the estimation of the model using constant and time-variable parameters with
the real-world data for a 150-day period in Tiirkiye. The results demonstrate that using constant parameters is not
effective in simulating the dynamics of the system, and using time-variable parameters instead results in more
accurate solutions and capture the epidemic dynamics better, significantly enhancing the realism of the SIRD
model. Ultimately, our approach offers a powerful way to better understand the ever-changing nature of infectious
disease outbreaks.

Keywords: SIRD Model, Parameter Estimation, Statistical Smoothing, Least Square Fitting
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Abstract

Nonlinear conjugate gradient (CG) methods are widely used for large-scale unconstrained optimization due to their
low memory requirements and simplicity. Despite their efficiency and robustness, studies showed that numerous
classical and recent CG algorithms suffer from slow convergence on ill-conditioned problems and often fail to
guarantee sufficient descent without restrictive line search conditions. In response, this paper proposes a diagonal-
scaled conjugate gradient (DSCG) algorithm that integrates the new CG coefficient into a diagonal Hessian
approximation scheme. We prove that the proposed direction satisfies sufficient descent, Dai-Liao-type conjugacy,
and trust region properties independent of line search. Global convergence and iterative complexity are established
under standard line search conditions. Further, the algorithm is applied to regularization-free image denoising,
where implicit regularization emerges from spectral filtering and early stopping. Numerical experiments on a set
of benchmark unconstrained optimization problems (dimensions up to 500,000) show that the proposed method
reduces iteration counts by 10 - 40% and CPU time by 15 - 50% existing algorithms. On image restoration, DSCG
algorithm achieves PSNR values comparable to or better than existing methods while requiring no regularization
parameter tuning. The results confirm that DSCG is a robust, efficient, and scalable algorithm for unconstrained
optimization and regularization-free image denoising.

Keywords: Conjugate gradient, Optimization problem, sufficient Descent, Convergence analysis, Image
restoration,
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Abstract
Low technology readiness level patents form a significant part of the technology transfer portfolio of a university,
and they provide a considerable level of uncertainty for the technology transfer offices (TTO’s) in commercializing
their output. Literature has been written on the process in two main streams: approaches of assessment on match
between technological maturity and market demand through static thresholds and studies of evolutionary game
theory (EGT) in modeling University-Industry interactions as behavior games in Government-University-Industry
triad. This study combines the two streams by building a fuzzy logic-based evolutionary game theory model with
the TTO playing as one agent in the managing of low technology readiness level patent portfolio.
A fuzzy inference system is used within a University-TTO-Firm interaction system to generate probabilities of
success, investment intensity requirements as output based on inputs of technological maturity level of patent,
demand side maturity level of patent, absorptive capacity of firm, and experience level of TTO. Treating these
outputs as fuzzy variables rather than crisp values, fixed parameters of payoffs have been treated as fuzzy values,
so a single equilibrium point is transformed into an equilibrium region and a third, interim strategy-partial
commitment-can exist in equilibrium, which cannot be achieved with crisp parameters and binary strategies.
This study contributes in three ways. First, the TTO is treated as a player with its own utility function rather than
as a passive intermediary. Second, fuzzy inference is used to translate the mismatch between technological
readiness and market demand into the payoff structure, capturing a source of uncertainty that earlier models leave
out. Third, the resulting partial-commitment strategy is incorporated into the equilibrium analysis, an option that
binary-strategy formulations cannot represent.

Keywords: Technology Transfer Office, evolutionary game theory, fuzzy inference system,

References

[1] Zhong, Q., Cui, H., Yang, M., & Ling, C. (2025). Research on Stochastic Evolution Game of Green
Technology Innovation Alliance of Government, Industry, University, and Research with Fuzzy
Income. Sustainability, 17(5), 2294.

[2] Ahemad, F., Gupta, P., Mehlawat, M. K., Deveci, M., & Jin, L. (2025). A multi-criteria decision-making
approach using bipolar fuzzy numbers for optimizing two-sided matching in technology transfer
decisions. Applied Soft Computing, 113633.

[3] Tibay, E., Quifiones, R., Quifiones, H., Selerio, E., Evangelista, S. S., Aro, J. L., ... & Ocampo, L. (2022).
Optimal planning of university technology transfer measures with FDANP-F-FlowSort and an extended
multiobjective PROMETHEE V. IEEE Access, 10, 56629-56651.

[4] Cucino, V., Del Sarto, N., Di Minin, A., & Piccaluga, A. (2021). Empowered or engaged employees? A fuzzy
set analysis on knowledge transfer professionals. Journal of Knowledge Management, 25(5), 1081-1104.

™ Corresponding Author Email: sametkursatbasol@gmail.com

http://icame.balikesir.edu.tr 102


http://icame.balikesir.edu.tr/

The 4th International Conference on Applied Mathematics in Engineering (ICAME’26)
2—4 September 2026, Cunda, Balikesir, Tiirkiye

A Theoretically Grounded Attention-DenseNet with Dual Stochastic Activations for
Mammographic Cancer Classification on INbreast and MIAS

Khaddouj Taifi!, Yassine Sabbar?, Necati Ozdemir?

'IPDAC Team, Department of Informatics, FST Errachidia, Moulay Ismail University of Meknes, P.O. Box509,
52000, Boutalamine, Morocco
2IMIA Laboratory, T-IDMS, Department of Mathematics, FST Errachidia, Moulay Ismail University of Meknes,
PO. Box 509, 52000, Boutalamine, Errachidia, Morocco
3Department of Mathematics, Balikesir University, Cagis Campus, Balikesir, 10145, Turkiye

Abstract
This work proposes AttenDense, an enhanced DenseNet framework for mammographic breast cancer
classification. The architecture integrates global CBAM attention, Squeeze-and-Excitation channel recalibration,
stochastic Swish activation, and GELU-based nonlinear transformation to improve feature discrimination and
model generalization. Experiments using DenseNet121 and DenseNet201 backbones on the INbreast and MIAS
datasets achieve accuracies of 99.9% and 99%, respectively, demonstrating the effectiveness of the proposed
architecture against baseline and competing approaches.

Keywords: Breast cancer diagnosis; Mammography; DenseNet; Attention mechanisms; CBAM; Squeeze-and-
Excitation; Stochastic Swish; GELU activation; Deep learning.
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Abstract
Olive oil quality is strongly affected by the delay between harvesting and processing. This motivates the use of
mobile olive mills that can be relocated during the harvesting season in order to remain close to the olive groves
that are currently active [1]. The overall planning problem for mobile olive mills combines harvesting schedules,
processing schedules, and relocation decisions. The interaction among these decisions gives rise to a challenging
integrated optimization problem. We focus on the relocation problem that arises once a feasible harvesting and
processing schedule has been fixed. The mill may be positioned at any point on the underlying continuous tree
network.
In many agricultural regions, transportation access is organized around road networks with limited alternative
routes, and tree networks provide a natural abstraction of such settings. At the same time, the unique-path property
of trees makes it possible to isolate the geometric effect of mobility without the additional complications caused
by cycles.
The main operational feature of the problem is that the mill cannot be relocated while processing is ongoing. This
leads to time-dependent locations that are driven by the harvesting and processing schedule. For a fixed feasible
schedule, this constraint decomposes the planning horizon into maximal time blocks during which the mill must
remain at a constant location. The fixed-schedule relocation subproblem is analyzed by exploiting the geometric
structure of the tree. The feasible location sets are decomposed into maximal simple segments, and the local
behavior on each segment is represented through a one-dimensional location model. This segment-based viewpoint
provides the foundation for studying the structural properties of the continuous relocation problem [2].

Keywords: Mobile facility location; mobile olive mill; tree networks; scheduling-location integration; continuous
network location
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Abstract

The electrification of public transportation has become a system-level design problem shaped by route-dependent
energy use, operational requirements, and high investment costs. For purpose-built electric buses on fixed urban
routes, configuration decisions should be evaluated jointly, since battery size, technology, traction power, auxiliary
loads, charging limits, and economic outcomes interact during daily service. This study proposes a multi-objective
decision support model for selecting an electric bus configuration that satisfies route-specific requirements. Battery
capacity, battery technology, nominal motor power, HVAC load, and powertrain ratio are treated as integrated
decision variables. Three conflicting objectives are considered: minimizing Total Cost of Ownership, including
investment and energy costs; maximizing operational range; and maximizing operational reliability through route-
completion feasibility and reserve-energy capability. Consistent with studies on battery sizing and charging
strategy optimization [1], uncertain route-dependent energy demand [2], integrated powertrain optimization [3],
and Pareto-based bus scheduling and charging frameworks [4], the model includes slope, climate, regenerative
braking efficiency, and charging infrastructure limits as constraints. The model is solved using a Pareto-optimality
approach, generating non-dominated configurations rather than a single aggregated solution. Thus, decision-
makers can assess trade-offs among cost efficiency, technical performance, and operational robustness under the
same route scenario. The study contributes a configuration-selection framework linking electric bus design
parameters with feasibility indicators and shows that route-specific planning can support balanced vehicle-
parameter selection under economic and operational constraints.

Keywords: Electric bus configuration, multi-objective optimization, Pareto optimality, Total Cost of Ownership,
decision support system
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Abstract

In this paper, we establish new convergence theorems for the McShane integral of functions taking values in locally
convex Riesz spaces, that is, topological vector lattices whose topology is generated by families of monotone
continuous seminorms. By employing regulator methods together with (0)-convergence and (D)-convergence, we
extend classical convergence principles to a broader order-topological setting. Our approach is based on a
regulator-mixing argument that allows several seminorm estimates to be combined into a single control
mechanism, which is essential in spaces where ordinary norm-based arguments are not available. The main results
of the paper include a uniform convergence theorem and a conditional monotone convergence theorem for
McShane integrable functions. In the uniform convergence result, we show that a uniformly Cauchy sequence of
McShane integrable functions admits a McShane integrable limit and that the corresponding sequence of integrals
converges in the topology generated by the family of monotone seminorms. In the monotone convergence result,
we prove that, under an additional assumption on the existence of the limit of the integrals, pointwise monotone
convergence also yields convergence of the integrals. These results generalize earlier convergence theorems from
Banach spaces and classical Riesz spaces to the more flexible framework of locally convex Riesz spaces [1-3].
The theory is illustrated by examples showing that the convergence results remain valid both in familiar function
spaces and in non-metrizable locally convex Riesz spaces. The results demonstrate that regulator techniques
provide an effective substitute for norm-based domination arguments and offer a natural tool for studying McShane
integration in ordered topological vector spaces [4, 5].

Keywords: McShane integral, locally convex Riesz space, regulators, (0)-convergence, (D)-convergence,
monotone convergence
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Abstract
We investigate dynamic programming equations on Average-Value-at-Risk (AVaR) using machine learning
techniques and demonstrate several simulations. The dynamic programming equation on AVaR is specifically using
a so-called "state aggregation technique" that makes use of the sufficient statistic of the optimization problem. Via
state aggregation, we present the "Markovian" framework and demonstrate several implementations using ML
techniques. The risk averseness level alpha on the model is also investigated via several simulations.

Keywords: Average-Value-at-Risk, Robust Stochastic Control, Dynamic Programming
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Integrating exclusion constraints into the Traveling Salesman Problem: An Application
to Formula 1 Calendar Design

Anett Racz™, Lajos Téth

University of Debrecen,Faculty of Informatics, Department of Applied Mathematics and Probability Theory,
Debrecen, Hungary

Abstract

The Traveling Salesman Problem (TSP) is a foundational optimization model with broad applications in logistics,
manufacturing, and scheduling. This paper extends the classical Miller-Tucker-Zemlin TSP formulation [1] with
positional exclusion constraints, formulated as either-or logical conditions using auxiliary binary variables, to
capture real-world scheduling restrictions such as holidays or competing events.

The model is illustrated through the design of the 2026 Formula 1 race calendar, where the optimized schedule is
compared, in terms of total distance and runtime, to both the official calendar and the unconstrained shortest route.
The optimized solution achieves a substantial distance reduction relative to the official calendar.

We further examine how an increasing number of exclusion constraints affects solver runtime, observing an
approximately linear growth. The model was implemented in Python using Gurobi [2] and Folium [3] for
visualization, and generalizes to other domains with position-based restrictions.

Keywords: Traveling Salesman Problem, Integer Programing, Mixed-Integer Linear Programming
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Physics-Informed Neural Network Approximation of Nonlocal Transport Models for
Engineering Density-Flow Simulation

Vladyslav Cherkashyn™, Artem Naumovets
V.N. Karazin Kharkiv National University, Kharkiv, Ukraine

Abstract
Reliable simulation of transport processes with nonlocal interactions is important for engineering tasks in which
the state of a system depends not only on local values but also on averaged information from a surrounding region.
This work presents a physics-informed neural network (PINN) formulation for a one-dimensional conservation-
law model of interacting density fields. The model represents two populations by continuous densities and defines
their fluxes through advection, diffusion, and convolution-based interaction terms describing avoidance of high-
density zones [1].
The aim is to evaluate whether a neural approximation can reproduce the principal transport mechanisms of this
system while preserving physical constraints. The PINN takes space and time as inputs and returns both density
components. Its loss function combines residuals of the governing partial differential equations with initial,
boundary, and consistency constraints. Derivatives are obtained by automatic differentiation, following the general
PINN framework [2]. The nonlocal part is evaluated as a precomputed discrete convolution operator, which keeps
the interaction term differentiable and avoids unstable direct integration during training.
Numerical experiments are performed for two groups with different preferred velocities. The computed solution
shows moving density fronts, interaction zones, and gradual interpenetration of the two populations without
artificial discontinuities. Verification is carried out by comparison with a finite-difference scheme based on a
Rusanov-type numerical flux, commonly used for conservation laws [3]. The comparison confirms that the neural
solution reproduces the qualitative structure of the reference calculation and remains stable under variations of
velocity, diffusion, and interaction radius. These results support the validity of PINNs for nonlocal transport
modelling and indicate their potential for higher-dimensional engineering problems, where finite-difference
methods can become limited by available computational resources.

Keywords: physics-informed neural networks, nonlocal transport models, conservation laws, density-flow
simulation, finite-difference verification, engineering modelling.
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Abstract

Lyme disease, caused by Borrelia burgdorferi and transmitted through infected Ixodes ticks, represents a major
public-health burden, with approximately 476,000 individuals diagnosed and treated annually in the United States
[1]. Its transmission involves complex interactions among wildlife reservoirs, tick populations, and humans.
Classical integer-order models do not fully represent the hereditary and non-local effects associated with these
processes, whereas fractional differential equations provide an appropriate framework for incorporating
epidemiological memory [2]. This study develops a dimensionally consistent Caputo fractional-order model for
Lyme disease transmission under persistent wildlife-maintained tick infection pressure. Extending previous
mathematical models of tick-borne disease transmission [4], the system comprises seven compartments:
susceptible, exposed, infected, treated, and recovered humans, together with susceptible and infected ticks.
Humans are considered incidental dead-end hosts and therefore do not contribute to tick infection. Instead,
susceptible ticks acquire infection through a constant background force representing exposure to competent
wildlife reservoirs. The model’s fundamental properties, including positivity, boundedness, population balance,
and equilibrium behavior, are examined. Numerical solutions are obtained using the Adams—Bashforth—Moulton
predictor-corrector method for Caputo fractional equations [3] and validated at the integer-order limit, (& = 1),
against MATLAB’s ode45 solver. Simulations for different fractional orders under low, moderate, and high
exposure scenarios show that the memory parameter strongly affects transient disease dynamics. Lower values of
(@) delay susceptible depletion and recovery accumulation while maintaining higher residual levels of exposed,
infected, and treated individuals. The cumulative active and clinical disease burdens also exhibit non-monotonic
dependence on («), demonstrating that epidemiological memory influences infection timing, duration, and overall
burden.

Keywords: Lyme disease; Caputo fractional derivative; Adams’s predictor-corrector method; wildlife reservoir;
infected ticks; human exposure index; memory effects; forced endemic equilibrium.
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Abstract

In modern cyber-physical systems, including smart grid and biomedical systems, severe nonlinearities,
uncertainties, and safety constraints exist. Traditional control methods are not adaptive, and black-box Al is not
interpretable and does not have formal stability guarantees. To do this, this paper introduces the Explainable
Fractional-Order Intelligent Predictive Control (EFIPC) framework, which unifies six complementary pillars: (i)
fractional-order dynamics (to capture long-range memory and hereditary effects); (ii) model predictive control
(receding-horizon optimization with learned predictors); (iii) fractional reinforcement learning (online adaptation
of controller parameters and fractional orders using memory-aware gradient descent); (iv) metaheuristic
hyperparameter tuning (PSO/GA); (v) explainable Al (SHAP, rule extraction, trust scores, counterfactuals); and
(vi) Lyapunov-based stability guarantees [1-3]. The EFIPC framework is validated in two application fields: smart
grid energy management (power data from the smart grid in Tetuan City) and biomedical glucose-insulin
regulation. Experimental results show that EFIPC outperforms classical MPC and fractional-order MPC without
RL, and that the RMSE of the RMG is reduced to 22.4 mg/dL while maintaining 86.3% time-in-range for glucose
regulation; moreover, it provides real-time, human-understandable explanations and formal closed-loop stability.
The EFIPC framework provides a way towards safe, adaptive, transparent, and high-performance control of next-
generation autonomous systems.

Keywords: Fractional-order control, model predictive control (MPC), reinforcement learning, explainable
artificial intelligence (XAI), Lyapunov stability
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Abstract
Optimization is an essential part of machine learning and Al as the process by which models learn from data. The
main goal of model training is to set the optimal parameters that minimize a given loss function that measures the
difference between the model outputs and the target values. The model gradually becomes better at predicting and
generalizing with each iteration as this loss is reduced. For navigating through the complex parameter space,
several algorithms have been developed, such as Gradient Descent (GD), Stochastic Gradient Descent (SGD),
Momentum-based methods, Adaptive Moment Estimation (Adam), RMSProp, and more advanced methods. These
algorithms are iterative and aim to converge towards local or global optima by using information from the gradients
of the loss function. The optimization process can dramatically impact model performance, training time, stability,
and robustness [1-4]. The problems of non-convex objective functions, saddle points, vanishing and exploding
gradients, and complexity, however, still continue to spur further research in optimization theory and practice. This
research work gives an overview of various optimization methods employed in machine learning, focusing on their
theoretical background, implementation, and application for minimizing loss functions. Our comparison study
reveals the importance of the convergence speed and stability properties, providing practical guidelines to choose
between the different optimizers in various application fields.

Keywords: Optimization, Machine Learning, Loss Function, Gradient Descent, Stochastic Gradient Descent,
Adam Optimizer, Neural Networks, Model Training, Convergence Analysis
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Abstract
Customer complaints constitute one of the most important sources of information for quality improvement, as they
directly reflect product and service performance from the customer perspective. Systematic analysis of complaint
records enables organizations to identify recurring failure patterns, investigate their root causes, and develop
preventive actions to reduce future occurrences. In the HVAC industry, where product reliability and after-sales
service quality are critical factors, the effective utilization of customer complaint data can provide valuable support
for continuous improvement initiatives.
This study aims to evaluate the performance of different clustering algorithms in grouping failure records
associated with customer complaints and to determine the most suitable approach for supporting failure analysis,
root-cause investigation, and preventive actions. The dataset consists of 22,153 service records obtained from an
HVAC manufacturer. Following data preprocessing, including missing value treatment, categorical variable
encoding, and normalization, four clustering algorithms were applied and compared: Hierarchical Clustering, K-
Means, Fuzzy C-Means, and DBSCAN. Clustering performance was assessed using the Silhouette Coefficient,
one of the most widely used cluster validity indices for evaluating clustering quality [1], while the resulting cluster
structures were examined in terms of interpretability and practical relevance for failure analysis.
The results revealed distinct failure profiles within the complaint records. Across all methods, a large cluster
representing routine service cases and a smaller critical cluster associated with prolonged failure durations were
identified. This critical cluster was primarily linked to pump and turbine components, highlighting areas that
require priority attention for quality improvement and preventive maintenance. Comparative evaluation of the
clustering results showed that K-Means achieved the highest clustering quality and provided the most interpretable
cluster structure, making it the most suitable method for failure profiling in this dataset. The proposed framework
enables the systematic identification of critical failure groups from customer complaints and supports data-driven
decision-making for root-cause analysis, service process improvement, and failure prevention in the HVAC
industry.

Keywords: Clustering Algorithms, Failure Profiling, Customer Complaints, Quality Improvement, Root Cause
Analysis
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An integrated AHP-based MCDM module for vendor quotation ranking in SAP ABAP
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Abstract

Pairwise comparison methods have gained widespread popularity in business practice due to their inherent
simplicity, while the Analytic Hierarchy Process (AHP) built upon them [1] extends this foundation into a
transparent yet sophisticated multi-criteria decision making (MCDM) framework, capable of structuring and
resolving complex decision problems involving both quantitative and qualitative criteria. In parallel, SAP
enterprise resource planning (ERP) systems remain the dominant platform for corporate operations worldwide,
with the SAP Materials Management (MM) module forming the backbone of procurement processes in a large
share of mid-sized and large enterprises [2]. Given the prevalence of both AHP and SAP independently, a natural
opportunity emerges: embedding one of the most popular decision-support methodologies directly into one of the
most widely used enterprise systems.

This talk presents the design and implementation of an AHP-based decision support module developed in the SAP
ABAP environment [3], aimed at supporting purchase order decision-making. The module ranks incoming vendor
quotations received for a given purchase requisition using the AHP methodology. It operates directly on the
standard database tables of the SAP MM module, leveraging existing vendor evaluation criteria and their custom
weightings already configured in the system. As such, the module does not replace but complements and extends
the existing SAP infrastructure, offering a practical example of how academic decision-theory methods can be
operationalized within real-world enterprise software.

Keywords: Multi-criteria decision making, Analytic Hierarchy Process, Enterprise Decision Support
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Abstract
In this study, we take into account a class of shunting inhibitory cellular neural networks (SICNNs) with impulse
actions. It is rigorously proved under sufficient conditions that homoclinic and heteroclinic outputs are generated.
The presence of impulses allows for the modeling of situations where sudden changes occur in the state of the
network. SICNNs have applications in various fields such as image processing, adaptive pattern recognition,
perception, vision, and robotics. These application areas highlight the wide-ranging impact of our theoretical
results. Appropriate numerical simulations are presented to approve the theory.

Keywords: Shunting inhibitory cellular neural networks, impulse actions, homoclinic and heteroclinic outputs
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A Stochastic Hybrid Energy System Model Consisting of Natural Gas, Hydroelectric
and Wind Power: Stability Analysis and Carbon Emission Dynamics
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Abstract
The increasing penetration of renewable energy resources into modern power systems has introduced significant
uncertainties in energy generation and system operation. To address these challenges, this study proposes a
stochastic hybrid energy system model consisting of natural gas, hydropower, and wind energy sources, together
with electricity demand and carbon emission dynamics. The proposed model is formulated as a system of nonlinear
differential and stochastic differential equations, where wind power generation and electricity demand are affected
by random fluctuations represented through Brownian motion processes.
The existence of a positive equilibrium point is established, and the boundedness and positivity of system solutions
are investigated. Local stability properties are analyzed by deriving the Jacobian matrix and examining the
associated eigenvalues at the equilibrium point. Furthermore, a Lyapunov-based framework is developed to study
deterministic asymptotic stability, while stochastic stability is investigated using Ito—Lyapunov theory. Sufficient
conditions guaranteeing exponential mean-square stability are obtained.
To validate the theoretical findings, numerical simulations are performed using deterministic solvers and the Euler—
Maruyama method for the stochastic model. Monte Carlo simulations are conducted to evaluate the influence of
renewable energy uncertainty on system performance and carbon emission dynamics. The results demonstrate that
the proposed hybrid energy system remains stable under realistic stochastic disturbances and provides an effective
framework for analyzing the interaction between energy production, demand fluctuations, and environmental
impacts.

Keywords: Hybrid energy systems, stochastic differential equations, hydropower, wind energy, natural gas, carbon
emissions, Lyapunov stability, [t6 calculus, mean-square stability, Monte Carlo simulation.
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A Carbon-Aware Algorithm Selection Framework for Wind Turbine Power Prediction
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Abstract

Wind turbine power prediction is essential for renewable energy management, grid reliability, and sustainable
energy planning. Machine learning algorithms are widely used for this task because they can model nonlinear
relationships between turbine operating variables and generated power [1]. However, model selection in wind
power forecasting is generally based on predictive accuracy, while the computational cost and carbon footprint of
training, testing, and hyperparameter tuning are often ignored. Recent studies in sustainable computing emphasize
the need to evaluate algorithms not only by performance but also by carbon-related impacts [2], and computational
carbon assessment methods provide a basis for quantifying the environmental cost of algorithmic workloads [3],
[4]. This study proposes a carbon-aware algorithm selection framework for wind turbine power prediction using
10-minute SCADA data. The dataset includes active power, wind speed, theoretical power curve, and wind
direction, together with derived time-based features such as hour, month, season, week, and day/night indicators.
Representative machine learning algorithms from different model families are comparatively evaluated. Predictive
performance is assessed using standard regression-based indicators, while computational performance is examined
through training time, inference time, estimated energy consumption, and computation-related CO- emissions. The
carbon impact of each algorithm is estimated through a carbon accounting tool-based procedure. The proposed
framework introduces a multi-objective perspective by considering prediction accuracy, computational time, and
carbon impact simultaneously. By integrating carbon-related indicators into algorithm evaluation, the study
supports transparent, responsible, and sustainability-oriented model selection for wind energy forecasting
applications.

Keywords: carbon-aware algorithm selection, wind turbine power prediction, computational carbon footprint,
sustainable artificial intelligence.
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Abstract

Buildings are composed of envelope component such as walls in different directions, characterized by a specific
heat transfer coefficient (HTC). HTC is determined by the thermal properties of these components and is a key
parameter affecting the thermal performance of buildings. Using HTC values, the heat loss coefficient (HLC) can
be calculated and used to estimate heating energy demand. Indoor and outdoor air temperatures are also important
parameters in thermal performance analyses. Indoor temperature is generally assumed to be constant to maintain
occupant thermal comfort. In addition, solar radiation and wind speed influence building energy consumption.
Solar radiation provides heat gains that reduce heating demand, whereas wind speed affects convective heat
transfer and increases heat losses. This study investigates the forecasting of heating energy demand using the
Siviour method, Simple Linear Regression (SLR), and Multiple Linear Regression (MLR). Previous studies have
mainly focused on residential buildings and the prediction of heating and cooling energy demand [1-6]. In contrast,
this study applies these methods to different building types, including workshops, restaurants, airports, military
barracks, and swimming pools wall. To ensure consistency, HLC values were maintained within an average
variation of £10%. The relationships between model inputs and outputs were examined, and the key factors
affecting heating energy demand were identified. The SLR model uses indoor and outdoor temperatures, equivalent
temperatures, and HTC values as input parameters. Equivalent temperature depends on convective and radiative
heat transfer coefficients, with outdoor wind speed being a major factor affecting convective heat transfer. The
results demonstrate the applicability of regression-based methods for forecasting heating energy demand in various
buildings for the exterior wall in different directions.

Keywords: Heat transfer coefficient (HTC), building energy demand prediction, regression methods, equivalent
temperature, solar heat gain
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Abstract

Repowering offers an economic opportunity to a number of wind farms built in the first growth phase. Turbine
designs have advanced considerably resulting in increased rated power, higher rotor diameter, and improved energy
generation per swept area. However the re-powering of an existing wind farm with a more powerful generation of
turbine technology presents a difficult decision problem, in which effects of wind-wake, limits of usable land area,
installation and decommissioning costs of two turbine-generations, and their co-existence on the wind-farm site,
can have an impact on the overall project performance and economics. Thus the best performing technology in
absolute may be the worst one in relative as an investment alternative. A framework for analyzing the cooperative
value of different technology adoption decisions in a repowered wind farm with heterogeneous turbines was
presented in this work. Each generation’s economic impact to the overall farm benefit in the presence of the wake
effect was examined. A wind farm comprising both legacy and next-generation wind turbine technologies is
assessed. A variety of re-powering strategies, involving both a mix and a full replacement approach, are analyzed.
The wake-aware wind farm layout optimization problem for each coalition of technologies is formulated and
solved by means of a metaheuristic optimization technique. Jensen wake model is adopted for simulating the
energy production whereas the economic effectiveness of each coalition is evaluated using the Net Present Value
(NPV) considering installation, Operation & Maintenance, decommissioning, and scrap costs. The coalition values
obtained were discussed using cooperative game theory. Technology selection, which creates highest level of
cooperation under particular operation condition can be identified based on the framework.

Keywords: Wind farm repowering, Cooperative game theory, Wake-aware layout optimization
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Abstract

In recent years, advanced magnetic materials have been considered to reduce core losses and improve the
efficiency of electrical machines [1]. Accordingly, the effects of different magnetic core materials on the
performance of electrical machines are analysed in several studies [2, 3]. However, there is relatively limited
interest in such analyses on wound rotor synchronous generators (WRSGs) [4], widely used in conventional diesel
generator sets. In this study, the performance of several magnetic core materials including conventional non-
oriented electrical steels (50JN350, 50JN470, and 50JN600) and advanced low-loss alternatives (20JNHF1300
and VACOFLUX 48) is evaluated for use in the design of a 300 kVA, 400 V, 50 Hz, 1500 rpm, salient-pole WRSG.
For each material, the generator design is parametrically optimized to achieve maximum efficiency using the
RMxprt in the Ansys Maxwell environment. The number of wires per conductor, the number of conductors per
slot, and the core length are considered design variables. The optimization results are validated by 2D FEM
analysis in the same software. It is found that, depending on the magnetic material, generator efficiency ranges
from 94.40% to 96.03% and machine weight from 434.54 kg to 502.12 kg. The advanced materials, VACOFLUX
48 and 20JNHF 1300, provide a more favourable efficiency—weight performance than conventional ones. However,
their high material costs may limit their commercial use in diesel generators. Among the conventional materials,
S50JN350 achieves the highest efficiency and the lowest machine weight, and 50JN600 offers the lowest active
material cost at the expense of the highest machine weight.

Keywords: Efficiency optimization, magnetic core materials, wound rotor, synchronous generators.
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Abstract

Educational Data Mining is an interdisciplinary field that analyzes data generated by students and learning
environments to better understand learning processes and support data-driven educational decision-making [1].
The analysis of academic performance data provides valuable insights for monitoring student development and
improving educational management [2]. This study proposes an EDM-based analytical framework for monitoring
students’ academic performance across semesters and identifying anomalous changes in their academic
trajectories. The framework is based on the Performance—Success—Balance (PSB) model, inspired by the Recency—
Frequency—Monetary (RFM) approach widely used in customer analytics. Student performance is represented
using three indicators: semester grade point average (GPA), the number of successfully completed courses, and
the total earned ECTS credits. These indicators are discretized and scored on a scale of 1-5 using a K-Means-
based approach and subsequently transformed into interpretable academic performance segments through rule-
based segmentation.

The proposed framework was applied to anonymized data from the Department of Industrial Engineering at a
university in Tiirkiye. Using data covering eight consecutive semesters, student performance profiles were
monitored and inter-semester segment transitions were analyzed from an anomaly detection perspective. The
results indicate that the proposed model effectively identifies meaningful changes in academic performance and
provides interpretable analytical outputs for decision-makers. By integrating segmentation and anomaly detection
within a unified framework, this study contributes a practical application to the EDM literature and demonstrates
the potential of longitudinal academic data for student monitoring and performance management.

Keywords: Educational Data Mining, Segmentation, Anomaly Detection, K-Means.
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Abstract
Rapid growth of renewable energy sources is changing the operating conditions of power systems by increasing
variability in the balance between electricity demand and generation. Net load, defined as electricity consumption
minus variable renewable generation, therefore provides a more operationally meaningful target for short-term
planning, reserve scheduling, and balancing decisions. Recent studies emphasize that renewable-integrated
systems require forecasting models capable of representing nonlinear temporal behavior and the changing effects
of input variables [1,2]. Long Short-Term Memory (LSTM) networks are widely used for such problems because
they can learn sequential dependencies in time-series data [3].
This study examines how the design of historical inputs affects hourly net load forecasting performance for
Tiirkiye. Three input designs are compared: sliding window, selected lag points, and single vector. The LSTM
models are constructed using different combinations of historical net load, installed capacity, and sine-cosine time
representations. To evaluate the effect of input design more clearly, similar network structures and identical data
sets are used across the models. The results are compared with a Seasonal Autoregressive Integrated Moving
Average (SARIMA) model and evaluated using mean absolute percentage error, mean absolute error, root mean
square error, and post-error ratio.
The best result is obtained by the sliding-window model that uses historical net load, installed capacity, and time
representations. This model achieves a mean absolute percentage error of 1.267%, whereas the best selected-lag
and single-vector models achieve 1.633% and 1.811%, respectively. The SARIMA model remains considerably
behind the LSTM models. The findings indicate that the way historical information is organized before being
presented to LSTM networks is a key factor in improving net load forecasting accuracy.

Keywords: Net load forecasting, LSTM, input design, sliding window, renewable energy.
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Abstract

Soiling is an important cause of performance loss in photovoltaic (PV) systems. However, cleaning is often planned
by fixed schedules rather than site-specific data [1,2]. This study proposes an Al-assisted and optimization-oriented
approach to estimate soiling losses and determine suitable cleaning days for a rooftop PV system. The system has
an installed capacity of 1131 kWp and is monitored using daily performance, meteorological, and air-quality data,
including performance ratio, cell temperature, ambient temperature, relative humidity, precipitation, wind speed
and direction, dew point, global horizontal irradiance, and PM10 concentration. The methodology starts with
preprocessing PV data and correcting temperature and irradiance effects to distinguish abnormal performance
reductions. Natural cleaning events are identified from precipitation data, and soiling rates during dry periods are
estimated. PM10 exposure, humidity, wind conditions, rainfall, and dry-period duration are then examined to
explain the temporal change in soiling losses. Based on these indicators, a machine learning-based algorithm is
developed to forecast soiling accumulation and suggest candidate cleaning dates. Cleaning scenarios are compared
by using cleaning cost and electricity price, so recovered energy gain can be evaluated together with operational
expenditure [3,4]. The results show that soiling losses are not constant and are related to weather conditions and
dry-period characteristics. Therefore, fixed periodic cleaning may not always be suitable. Instead, optimization-
based cleaning decisions can help identify more profitable maintenance actions by balancing energy gain and
cleaning cost. The proposed approach provides a practical basis for predictive maintenance, techno-economic
optimization, and Al-based performance management in rooftop PV systems.

Keywords: PV soiling, cleaning schedule optimization, predictive maintenance, techno-economic decision
support
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Abstract

In recent years, fuzzy metric spaces and fuzzy partial metric spaces have attracted considerable attention due to
their ability to generalize classical metric structures and model uncertainty in a more flexible and nuanced manner.
In particular, fuzzy partial metrics extend fuzzy metrics by allowing different self-distances for points. In this
paper, we present a new approach to the concept of a fuzzy partial metric (FPM) space by using residual co-
implication operators instead of residual implications, called residual co-implication based fuzzy partial metric
spaces (RCB-FPMSs). This framework provides an alternative way of measuring similarity and uncertainty and
enlarges the class of available fuzzy partial metric structures. Also, the proposed concept generalizes the notion of
t-conorm based fuzzy metric spaces introduced by Grigorenko et al. [3]. We investigate fundamental properties of
RCB-FPM spaces and compare them with existing FPM spaces. Furthermore, new examples of RCB-FPMs are
constructed by means of continuous Archimedean t-conorms. Finally, we demonstrate the applicability of the
proposed metric structure to image denoising problems.

Keywords: residuum operators, fuzzy metric spaces, fuzzy partial metric spaces, image denoising
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Abstract
The Traveling Purchaser Problem (TPP) is a combinatorial optimization problem in which a purchaser must visit
a selected subset of markets to obtain all required products while minimizing the overall cost [1]. TPP combines
procurement decisions with routing decisions, in which a number of product demands are satisfied from different-
located markets. The aim of the problem is to minimize the total traveling and procurement cost of the purchaser.
This study proposes a machine learning framework to predict market membership in optimal TPP solutions. Using
anumber of graph-based features describing market characteristics and connectivity, we evaluated Random Forest,
XGBoost, LightGBM, SVM, and MLP classifiers. GroupShuffleSplit and GroupKFold cross-validation were
employed to ensure instance-level separation and prevent data leakage.
Experiments were conducted on two datasets of increasing size and diversity, ranging from single-size instances
to a full multi-size benchmark set. Results consistently showed that predictive performance improved as the
training data became more diverse. On the smallest dataset, the optimized Random Forest model achieved an
accuracy and F1 score of about 0.76. Performance increased further on the combined two-size dataset, where both
Random Forest and XGBoost reached accuracies above 0.85. The best results were obtained on the full multi-size
dataset, with Random Forest achieving 0.89 accuracy and 0.89 F1 score. These findings demonstrate that
incorporating a wider variety of problem instances substantially improves the mode’s ability to generalize across
different TPP configurations.
The result indicates that TPP structural features contain sufficient information to accurately predict market
participation in optimal solutions, highlighting the potential of integrating ML predictions with exact and heuristic
optimization approaches.

Keywords: Traveling purchaser problem, machine learning, classification, graph-based feature
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Abstract

Corporate sustainability pressures require decision-support models that jointly assess carbon exposure, energy
efficiency and financial viability. This study develops an explainable artificial intelligence-based multi-criteria
optimization framework to evaluate the carbon-conscious energy efficiency performance of Borsa Istanbul firms.
The empirical design uses ESG, environmental, climate, energy and financial indicators obtainable from
Refinitiv/LSEG. Since ESG ratings may vary across providers due to differences in scope, measurement and
weighting [1], the model combines ESG information with firm-level carbon and energy indicators. Carbon
intensity, energy intensity, carbon productivity, energy productivity, environmental pillar score, resource use score,
emissions score, ESG/ESGC score, profitability, firm size and leverage are constructed. Carbon and energy
intensity are treated as cost criteria, while ESG, environmental and financial indicators are treated as benefit
criteria. Objective weights are obtained using Entropy and CRITIC methods [2,3]. A Carbon-Conscious Energy
Efficiency Index is then calculated through TOPSIS and/or VIKOR, which rank firms according to their closeness
to ideal or compromise solutions [4]. Firms are grouped into high, medium and low performance classes. XGBoost,
LightGBM, CatBoost and artificial neural networks are used to predict these classes, while SHAP analysis explains
the contribution of ESG, carbon, energy and financial variables to the model outputs [5,6]. Sensitivity checks
compare alternative weighting and ranking schemes across sectors and years. The proposed framework integrates
sustainability, carbon efficiency, energy management and financial performance into a transparent decision-
support model for investors, managers and policymakers.

Keywords: Artificial intelligence, energy efficiency, carbon intensity, ESG, multi-criteria optimization,
explainable Al, Borsa Istanbul
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Abstract
Rapid damage assessment during the first hours following a major earthquake is essential for effective search-and-
rescue operations and disaster response planning. However, damaged transportation infrastructure frequently
prevents ground vehicles from accessing affected regions, while the limited flight endurance of unmanned aerial
vehicles (UAVs) restricts their operational coverage [1, 2]. To address these challenges, this study proposes a novel
truck—drone routing problem for post-earthquake damage assessment, in which ground vehicles transport drones
to strategically selected launch locations, enabling efficient aerial imaging of inaccessible areas.
Unlike the majority of truck—drone routing studies that primarily focus on humanitarian aid distribution or parcel
delivery, the proposed problem is specifically designed for post-disaster damage assessment. The originality of the
study lies in simultaneously determining truck routes, drone routes, and drone launch locations while maximizing
the total imaging benefit within a limited operational time. Furthermore, the model distinguishes between
mandatory imaging locations, including hospitals and fire stations that are vital for emergency response, and
optional imaging locations, whose priorities are determined according to population density and earthquake hazard
levels. A mixed-integer linear programming (MILP) model is developed to maximize the total imaging benefit
while considering truck routing constraints, drone battery limitations, synchronization between trucks and drones,
operational time restrictions, and mandatory coverage requirements.
Since exact optimization becomes computationally expensive for realistic large-scale disaster scenarios, a solution
construction heuristic algorithm is also developed. To demonstrate the applicability of the approach, a realistic
case study based on the Niliifer district of Bursa, Tiirkiye, is developed using GIS data. Computational experiments
indicate that the proposed heuristic generates practicable solutions within short computational times for real-life
problems.
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Abstract

In diesel-generator applications, the brushless excitation machine (BEM) is responsible for supplying the field
current demanded by the synchronous generator (SG). In conventional brushless excitation systems, the AC
voltage induced in the rotating armature winding of the BEM is rectified by a rotating uncontrolled diode bridge
and delivered to the field winding of the SG [1, 2]. The design and performance analysis of BEMs for aircraft
wound-rotor synchronous machines have gained increasing attention in the recent literature [3]. However, there
are limited studies on the design and analysis of BEMs used in conventional SGs, particularly considering effect
of the rotating diode rectifier on the system [1, 4]. This paper presents a 2D finite-element-based design and
analysis of a 16-pole BEM for a 6.3 kV, 2750 kVA, 50 Hz, 1500 rpm salient-pole SG using Ansys Maxwell
software. The coupled operation of the BEM and the rotating diode rectifier, loaded by an equivalent resistance
representing the SG field winding, is simulated using Circuit Editor. The voltage, current, and active power at the
output of the rectifier, and the magnetic flux density, total losses, and efficiency of the BEM are analysed over the
BEM’s excitation current (I_exc) range of 1-6 A. For I_exc=6A, the rectifier output voltage and current reach 304
V and 152 A corresponding to the rated output power of 46.2 kW. Under the same operating condition, the
maximum local magnetic flux density is nearly 1.8 T, and the total loss and efficiency are calculated as 3.855 kW
and 92.3%.

Keywords: Brushless exciters, design, modelling, synchronous generators, finite element analysis.
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A Scenario-Based Optimization Framework for End-of-Life Electric Vehicle Battery
Recycling Network Design in Tiirkiye

Mirag Huzeyfe Giiner™, Bilal Ervural
Necmettin Erbakan University, Department of Industrial Engineering, Konya, Tiirkiye

Abstract

The continued diffusion of electric vehicles (EVs) will generate a significant but highly uncertain stream of end-
of-life (EOL) lithium-ion batteries in the coming decades, making sustainable recycling and reverse logistics
planning increasingly important [1], [2]. Recent studies have approached EOL EV battery recycling from different
perspectives, including recycling policy frameworks [1], reverse logistics network design [2], resilient transfer-
station site selection [3], location-adjustment under battery capacity and quantity uncertainty [4], and
preprocessing facility location [5]. However, country-specific scenario-based optimization studies for emerging
EV battery recycling networks remain limited, while the strategic siting problem is driven by long-term uncertainty
in EV adoption, battery lifetime, and second-use rates [6]. This study proposes a scenario-based multi-period
capacitated facility location framework for planning an EOL EV battery recycling network in Tirkiye. The
framework considers provincial demand zones, candidate inspection/preprocessing facilities, and candidate
recycling facilities. Future battery waste quantities are estimated under alternative EV adoption, battery lifetime,
and second-use scenarios. The objective minimizes total network cost, including facility establishment, collection,
transportation, preprocessing, recycling, and external-processing or temporary-storage penalty costs, subject to
flow-balance, facility-opening, and capacity constraints. The model is applied to a Tiirkiye case using province-
level demand proxies and road-distance-based transportation costs. The computational study identifies facility
configurations that remain stable across alternative demand scenarios and examines how second-use rates, battery
lifetime assumptions, and demand growth affect the number, location, and capacity utilization of recycling
facilities. The study contributes to the reverse logistics and facility location literature by developing a scenario-
based optimization framework for the emerging EOL EV battery recycling problem in Tiirkiye and by providing
decision support aligned with circular-economy and sustainable waste-management goals.

Keywords: Reverse logistics, facility location, end-of-life EV batteries, scenario-based optimization, demand
uncertainty, mixed-integer programming
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A Review of Parallel Radial Basis Function and Bayesian Methods for High-Dimensional
Expensive Black-Box Optimization
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Abstract

Many surrogate methods have been proposed for expensive black-box optimization. Among the most popular are
Bayesian Optimization (BO) [1] and Radial Basis Function (RBF) methods [2]. To substantially reduce the wall-
clock time to find an optimal solution or at least a good solution to a computationally expensive optimization
problem, parallel surrogate algorithms have been developed that can take advantage of multi-core computers that
are now ubiquitous. This study provides a review of parallel surrogate optimization methods, including parallel
BO and RBF methods. Moreover, this paper compares the parallel performance of some widely used surrogate
methods, including the DYCORS and the TuRBO algorithms on several engineering applications and well-known
benchmark problems. DYCORS (DYnamic COordinate search using Response Surface models) [3] is an
optimization method designed for high-dimensional expensive black-box functions that typically uses RBF
surrogates. It dynamically narrows the search space via a form of dimension reduction as the computational budget
runs out. TuRBO (Trust Region BO) [4] is designed to scale BO to high-dimensional problems by maintaining
several localized probabilistic models and selects sample points using a trust region approach in conjunction with
a multi-armed bandit strategy. Although BO and RBF methods are both popular, relatively limited comparisons
have been made on their performance especially in parallel. Among the engineering applications considered
include a 14-D robot pushing problem, and a 60-D rover trajectory planning problem, and a 72-D problem on the
management of groundwater bioremediation. Additionally, the parallel algorithms are also tested on 200-D
instances of some well-known benchmark problems.

Keywords: Surrogate optimization, parallel optimization, high-dimensional black-box optimization, radial basis
function, Bayesian optimization
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Optimal Placement of Photovoltaic, Electric Vehicle Charging Stations, and Battery
Energy Storage Systems in Distribution Networks Using a Hybrid CHAO
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Abstract

The increasing integration of photovoltaic (PV) and electric vehicles charging stations (EVCS) systems into
modern distribution networks is placing significant pressure on energy systems [1, 2]. Battery Energy Storage
Systems (BESS) are one of the prominent solutions to address this problem and support the system. While
considering the coordinated optimal placement of PV units and EVCS [3, 4], the coordinated inclusion of BESS
as a third controllable component has not been sufficiently investigated in the literature [5]. This study proposes a
comprehensive optimization framework for the simultaneous optimal placement and sizing of PV, EVCS, and
BESS in an IEEE 33-bus radial distribution test system. Minimizing total active power losses and bus voltage
deviation were chosen as objective functions. It is subject to bus voltage limits, DG capacity, EVCS power demand,
and BESS operational constraints including charge/discharge efficiency and charge state limits [5, 6]. To solve this
complex problem, a novel hybrid meta-heuristic algorithm, Coati Hunt with Adaptive Contrast-Based Learning
Optimization (CHAO), has been introduced. CHAO extends the Coati Optimization Algorithm (COA) [7] for
preserving population diversity, to avoid local optima, and to balance exploration and exploitation throughout the
iterative process. The results show that the proposed CHAO algorithm achieves superior convergence behavior,
lower active power losses and supports the sustainable integration of EV infrastructure into renewable energy-
backed multi-energy systems.

Keywords: Battery energy storage system, photovoltaic, electric vehicle charging station, optimal allocation,
CHAO algorithm, active power loss minimization.
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Hosoya Matrix Method for Linear Pantograph Differential Equations
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Abstract

A matrix collocation method based on Hosoya polynomials is developed to obtain approximate solutions of higher-
order linear generalized pantograph differential equations under mixed conditions, including initial and/or
boundary conditions. In this method, numerical solutions are found by means of the algebraic systems that are
obtained using both equally spaced and Chebyshev-Lobatto collocation points, separately. Several example
problems are considered to evaluate the applicability of the method and the procedure for choosing the collocation
points.

Keywords: Hosoya Polynomials, Matrix Collocation Method, Hosoya Polynomial based Matrix Collocation
Method
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High-Dimensional Expensive Black-Box Constraint Satisfaction and Optimization Using
Surrogate-Assisted Evolutionary Algorithms

Rommel G. Regis™
Saint Joseph s University, Department of Mathematics, Philadelphia, Pennsylvania, USA

Abstract

Finding feasible solutions for high-dimensional constrained optimization problems can be challenging especially
when the objective and constraint functions are black-box and computationally expensive. This paper presents a
multi-objective approach for the continuous constraint satisfaction problem (CCSP) that can be used with a generic
evolutionary algorithm. When searching for a feasible solution, the idea is to perform a nondominated sort of the
current parent population and offspring using multiple constraint violation measures to determine the set of parents
for the next generation. This strategy is used to developed a two-phase evolutionary programming (EP) algorithm
for constrained optimization where the first phase solves the CCSP, yielding feasible solutions, which are then
improved during the second phase. Furthermore, the proposed CCSP strategy is used to developed a surrogate-
assisted two-phase EP for high-dimensional expensive constrained black-box optimization. This new method
extends a previous surrogate-assisted constrained EP that requires a feasible initial solution [1]. The proposed two-
phase EP and its version assisted by radial basis function (RBF) surrogates are compared with other evolutionary
approaches such as SDECOA [2] and CMODE [3] on well-known test problems and on the MOPTAO08 benchmark
from the auto industry with 124 decision variables and 68 black-box inequality constraints [4]. The proposed RBF-
assisted two-phase EP generally requires fewer function evaluations to find feasible solutions compared to
SDECOA, CMODE and the two-phase EP without surrogates on the problems considered. Moreover, it performs
much better the alternative methods in terms of the penalized objective function value when the computational
budget is relatively limited.

Keywords: Constraint satisfaction, constrained optimization, high-dimensional black-box optimization,
evolutionary programming, surrogate model, radial basis functions
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Abstract

This paper investigates the approximate controllability of a class of nonlinear ¥- Hilfer fractional stochastic
differential systems of order 1 < u < 2 in separable Hilbert spaces. The motivation of this study is the emerging
necessity to model and control complex real-world phenomena which are influenced by stochastic effects and
exhibits long range memory. The ¥W- Hilfer fractional derivative, which generalises both the Riemann-Liouville
and Caputo derivatives through an arbitrary kernel function ¥ offers a highly flexible framework for capturing
memory effects and hereditary properties in complex dynamical systems subject to stochastic perturbations. The
existence of mild solutions is established by employing the Schauder fixed point theorem together with the measure
of noncompactness and the Arzela-Ascoli theorem. Subsequently, sufficient conditions based on the approximate
controllability of the nonlinear system are obtained, assuming that the associated linear system is approximately
controllable. The flexibility of the ¥-Hilfer operator allows our results to simultaneously recover and extend
several known controllability results for special choices of ¥. Moreover, to demonstrate the applicability of the
theoretical findings, a W-Hilfer fractional stochastic partial differential equation subject to Dirichlet boundary
conditions is examined.

Keywords: Approximate controllability; ¥-Hilfer fractional derivative; stochastic differential equations; mild
solution; measure of noncompactness; cosine family; fixed point theorem.
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Multi-Layered Artificial Intelligence and Robotic Process Automation in Supply Chain
Management
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Abstract

This study addresses structural barriers to data-driven decision-making in supply chain operations and proposes
an integrated framework combining artificial intelligence, robotic process automation (RPA), and large language
models within a multi-layered architecture [1], [2]. Conducted based on the operational needs of Eczacibasi VitrA
Karo, the framework is adaptable to organizations with similar process structures. The main problem is not the
absence of data, but the inability to use existing data at the right time and for the right decision. High-volume data
flows, fragmented information sources across SAP/ERP modules, and interdepartmental information gaps create
inefficiencies in critical supply chain activities [1]. To address this, existing processes were analyzed using process
mining and BPMN 2.0 to identify bottlenecks and automation opportunities [3]. Five processes—idle stock
management, transportation cost parameter tracking, subcontracted production delay detection, unconfirmed order
analysis, and freight reconciliation—were automated through RPA [2], resulting in a saving of 80 man-hours per
week. In the artificial intelligence layer, department-specific agents were developed. For Purchasing, time series
models forecasted diesel fuel prices, electricity market prices, and exchange rates using historical data and walk-
forward validation [4]. For External Supply, a risk classification model was applied to subcontracted stock records
while addressing class imbalance and data leakage. For Production Planning, the product portfolio was segmented
into risk groups based on sales performance and production capacity. Agent outputs are interpreted by a large
language model and transformed into plain-language decision recommendations for daily workflows. A shared
coordination layer connects these outputs with ERP/SAP and RPA processes, creating a closed loop in which
decisions are generated, implemented, and communicated within the same architecture. The study contributes by
integrating Al, RPA, and language-model-based decision support in a real industrial supply chain setting,
addressing a literature gap where these technologies are mostly examined separately [1], [2].

Keywords: Robotic Process Automation, Time Series Forecasting, Machine Learning, Supply Chain
Management, Process Mining
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Abstract
Transformers are fundamental equipment in meeting global energy demands, and their production volume has
increased significantly in recent years. Although these machines operate with approximately 99% efficiency, even
a 1% loss can lead to considerable thermal issues. Therefore, thermal management must be regarded as a critical
parameter in transformer design.
Dry-type transformers are increasingly preferred in the market due to their non-flammable nature, enhanced safety,
and environmentally friendly characteristics. In cabinet-free dry-type transformers, heat dissipation in ventilated
environments can be easily estimated using empirical formulas. However, in cabinet-enclosed dry-type
transformers, additional flow resistances arise due to air inlet—outlet openings and cabinet geometry, leading to
higher temperature levels. Among these factors, the geometry of the cabinet roof plays a particularly significant
role.
In this study, the effects of three different cabinet roof geometries on the temperature distribution of dry-type
transformers were experimentally investigated and compared with numerical analyses. The findings indicate that,
in terms of cabinet surface temperatures, the lowest value was obtained with the C-type roof at 29.1 °C, while the
highest was observed with the A-type roof at 33.3 °C. Regarding coil temperatures, the lowest value was measured
with the B-type roof at 75.3 °C, whereas the highest was recorded with the C-type roof at 81.3 °C. These results
clearly demonstrate that cabinet roof geometry has a decisive impact on both cabinet surfaces and coil
temperatures. For instance, while the C-type roof yielded the best outcome for cabinet surfaces, it produced the
most unfavorable result for coil temperatures.
Overall, the findings confirm that the distribution of air flow and temperature inside the cabinet is directly related
to roof geometry, thereby contributing to the development of optimized cabinet designs.

Keywords: Dry-type transformer, Thermal management, Cabinet roof geometry, Experimental analysis,
Temperature distribution
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Abstract
University campuses are complex spatial systems where social, cultural, and recreational activities take place in
addition to educational and research functions. The spatial organization and level of accessibility of campuses
directly affect users’ wayfinding performance and spatial experiences. The aim of this study is to evaluate the main
and secondary entrance points of Atlas University Vadi Campus, located in Kagithane, Istanbul, in terms of access
networks, spatial organization, and functionality. Within this scope, a data-driven evaluation framework has been
developed to reduce wayfinding uncertainty by analyzing the campus’s spatial hierarchy and user movements.
According to Lynch, spatial legibility is shaped through paths, edges, districts, nodes, and landmarks, and
influences individuals’ wayfinding capacity (1). However, since this approach remains limited in explaining the
structural characteristics of spatial organization, the present study addresses spatial legibility on a configurational
basis using the Space Syntax method.
In the first stage, the campus layout was analyzed using the Space Syntax method; integration, connectivity, and
control values were calculated to determine the spatial hierarchy and potential movement axes. This method, which
examines the relationships between spatial structure and social interaction, evaluates connections between spaces
through quantitative and graphical measures (2). In the second stage, user movements were modeled using the
Markov Chain approach, densities at entrance points were evaluated through Queueing Theory, and different usage
scenarios were tested using Monte Carlo simulations. In addition, the Fuzzy TOPSIS method was employed to
determine the effects of environmental factors on user comfort. (3)
As a result of the holistic evaluation of the obtained data, the relationships between highly integrated spatial axes
and user movement densities were identified. The analyses enabled the determination of highly accessible areas
and critical nodes directing movement flows, demonstrating that circulation clarity, accessibility, and spatial
legibility directly influence the campus experience (4). The study identified areas that remain weak in terms of
accessibility and proposed improvements for pedestrian circulation and wayfinding systems. It is expected that
this research will contribute to the evaluation of accessibility, spatial organization, and wayfinding relationships
on university campuses and provide guidance for future campus planning studies.

Keywords: Campus Design, Queueing Theory, Process Optimization, Markov Chain, Monte Carlo Simulation,
Spatial Legibility
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Abstract

In paper manufacturing plants, electricity and steam are tightly coupled energy carriers, where electricity is
generated by gas turbines and the resulting steam is directly used in critical processes such as paper drying. Since
steam production itself requires additional energy input, the efficient coordination of electricity and steam
generation is essential to minimize fuel consumption, reduce operational costs, and improve overall process
efficiency. In large-scale industrial campuses, this interdependent structure makes energy management a complex
optimization problem, as both electricity and steam demands must be satisfied simultaneously under varying
operating conditions. In conventional practice, operational decisions are often made manually based on operator
experience. However, such approaches may lead to suboptimal operating conditions, resulting in excessive natural
gas consumption and consequently higher carbon emissions and environmental impact. In this study, a real-world
energy optimization system is developed for an industrial campus, where the objective is to minimize total
operational cost while meeting both electricity and steam requirements. The system first estimates fuel
consumption and steam production characteristics of gas turbines using machine learning models trained on
historical operational data. Based on the predicted electricity generation, the required steam production from boiler
units is determined, and a comprehensive cost function is formulated. An optimization framework is then applied
to determine the optimal production distribution that minimizes total fuel cost under system constraints. Unlike
traditional operation, the proposed approach integrates machine learning and optimization to provide a data-driven
decision mechanism. The results demonstrate that the system improves operational efficiency, supports more
efficient steam utilization in paper production, and achieves up to 5% reduction in energy generation costs, while
also contributing to reduced fuel consumption and lower environmental impact.

Keywords: Gas turbines, Electric production, Tissue paper production; optimization; machine learning.
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Asymptotically Unpredictable Solutions of Quasilinear Systems with Delay
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Abstract

In this study we rigorously prove the existence and uniqueness of asymptotically unpredictable solutions of
quasilinear systems with delay. Such motions are capable of producing sensitive dependence on initial conditions
in a dynamics, which is one of the most important factors that plays a role in the emergence of chaos. The presence
of asymptotically unpredictable functions which are not unpredictable approves the novelty of the results. The
Banach fixed point theorem and equivalent integral equations are utilized to obtain the main results. Appropriate
simulations, which support the theory, are also provided.

Keywords: Systems with delay, Asymptotic unpredictability, Sensitive dependence on initial conditions
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A New Kind of Motion in Semiflows: Asymptotically Unpredictable
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Abstract

This study is concerned with a new kind of motion, called asymptotically unpredictable, in semiflows. We
demostrate that such motions lead to sensitive dependence on initial conditions in the dynamics. This feature is
similiar to the one of unpredictable motions, but the novelty is the approvement under a weaker hypothesis. We
also show that the set of continuous asymptotically unpredictable functions defined on the real axis properly
includes the set of unpredictable ones. An application to differential equations is also provided.

Keywords: Semiflows, Asymptotic unpredictability, Differential equations
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Modelling of Geothermal Gradient Distribution in the Balikesir Region via Physics-
Informed Neural Networks (PINNs)

Sevdanur Geng =
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Abstract

In this study, the subsurface thermal structure of the Balikesir region (38.5°—40.38°N, 26.15°-29.0°E) was
modeled using physics-informed neural networks (PINNs), utilizing geothermal gradient and heat flow
measurements from 62 observation points compiled from the IHFC 2024 database. The model integrates a partial
differential equation (PDE) constraint derived from the diffusion equation with a learnable smoothness parameter,
and captures spatial irregularities through Fourier embedding. A single train/validation split yielded a validation
Mean Absolute Error (Val MAE) of 10.64 °C/km and a validation Root Mean Square Error (Val RMSE) of 11.56
°C/km; furthermore, a 5-fold cross-validation resulted in a PINN CV MAE of 13.90 + 2.08 °C/km. This
performance demonstrates a distinct superiority when compared to Radial Basis Function (RBF) interpolation
(15.32 +£2.90 °C/km) and the constant-mean baseline (15.17 °C/km). Denizkdy (130.47 °C/km), Babaderel (100.0
°C/km), and Selimiye (97.65 °C/km) were identified as the regions exhibiting the highest thermal anomalies. The
findings indicate that the PINN approach provides a robust and physically consistent framework for geothermal
mapping under sparse data conditions.

Keywords: Geothermal gradient, Physics-Informed Neural Networks, Balikesir, IHFC 2024, Heat flow, Deep
learning
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Multi-Mode MILP Framework with Exact Interaction Modelling
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Abstract

In building energy audits, efficiency measures are usually assessed in isolation and selected only after being ranked
and pre-screened against a single criterion such as simple payback period [1]. This approach both neglects the
physical interactions between measures and assumes that one criterion suffices for every decision-maker; yet a
measure may offer a high net present value (NPV) while paying back slowly, whereas another may markedly
improve efficiency at a high initial cost. This study develops a MATLAB-based, multi-mode Mixed-Integer Linear
Programming (MILP) portfolio-optimization framework that integrates the results of multi-category energy audits
(building-envelope insulation, windows/frames, flue-gas analysis, piping insulation, pump/motor systems, LED
lighting, and renewable energy) conducted on a demonstrative educational building [2]. To eliminate double
counting across measures, an interaction hierarchy is defined among demand-reducing, system-efficiency, and on-
site substitution measures; the savings of system-efficiency measures are scaled by the residual demand left after
concurrently selected demand-reducing measures, and this dependency is represented exactly through
McCormick-based linearization. Around a common constraint core (legal limits, budget, payback threshold,
economic life, and logical selection), the framework employs a switchable objective function to solve four
scenarios simultaneously—NPV maximization, payback-period minimization, efficiency-gain maximization, and
the best budget-compliant scenario—presenting them as a comparative panorama [3]. All combinations are
searched globally without pre-screening, eliminating the local-optimum risk of ranking-based methods. The
demonstrative application shows that, rather than imposing a single solution, the framework reveals the optimal
portfolios corresponding to differing decision-maker priorities and offers a method generalizable to similar
buildings.

Keywords: Energy efficiency measures, Mixed-integer linear programming (MILP), Portfolio optimization,
Decision support system, Building energy retrofit
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Bridging Classical Solvers and Learned Operators: A JAX Framework for Hybrid
Forward and Inverse Problems
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Abstract
Forward and inverse problems are central to biophysics: predicting observable signals from physical parameters
and recovering those parameters from noisy, incomplete measurements. Classical methods provide physical
consistency and interpretability but struggle with ill-posedness and expensive forward models. The adjoint method
[4,5] enables efficient gradient computation but requires hand-derived equations and is tightly coupled to a specific
model. Learned methods—including physics-informed neural networks (PINNs) [1], neural operators [2,3], and
neural ODEs [6]—Iearn directly from data but may violate physical constraints and generalize poorly. Neither
approach alone is sufficient.
I introduce a JAX-based package that unifies classical and learned methods through differentiable programming.
Using JAX's automatic differentiation, it replaces hand-derived adjoints with end-to-end differentiable forward
models, allowing classical methods and neural components to share a single computational graph. This enables
hybrid workflows where learned models accelerate simulations while differentiable physics constrains and refines
them.
Biophysical case studies demonstrate improved reconstruction quality, robustness to distribution shift, and
computational efficiency while preserving physical consistency. Although motivated by biophysics, the framework
is readily applicable to other physics-governed inverse problems, including geophysics and medical imaging.

Keywords: Inverse problems, machine learning, PINNSs, differential equations
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Mathematical Modelling of the Photoluminescence Behavior of a Carbazole-Based
Schiff Base Compound and Examination from the Perspective of DFT Analysis and
Sustainable Material Design
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Abstract

Organic semiconductor materials constitute a significant research area in next-generation optoelectronic
applications due to their low energy consumption, high efficiency, and suitability for flexible device technologies
[1,2]. In this study, the optical properties of a carbazole-based Schiff base compound synthesized by the
condensation reaction between 3,6-diamino-N-hexylcarbazole and [-hydroxy-o-naphthaldehyde [3] were
investigated using a holistic method combining experimental and theoretical approaches. Structural
characterization of the compound was performed using FT-IR, H-NMR, C-NMR, LC-MS, and elemental analysis
techniques. To gain a detailed understanding of the photoluminescence (PL) behavior, emission spectra obtained
at different temperatures and excitation powers were evaluated using mathematical modelling methods. A multiple
Gaussian deconvolution approach was applied to separate the emission bands, aiming to identify the underlying
emission centers of the spectral structure. Furthermore, temperature-dependent PL data were analyzed using
Arrhenius-type mathematical models to calculate the kinetic parameters related to non-radiative transition
processes. Density functional theory (DFT) calculations, performed to theoretically support experimental
photoluminescence findings, have allowed for a comprehensive evaluation of the relationship between the
electronic structure and optical properties of the material. The study also addresses the issue of sustainable material
development, discussing the potential of high-efficiency synthesis methods and DFT-supported design strategies
to reduce experimental resource consumption and thus lower the carbon footprint. The results are expected to
contribute to the development of next-generation organic light-emitting materials for OLED and other
optoelectronic applications.

Keywords: Photoluminescence, Mathematical Modelling, Density Functional Theory (DFT), Gaussian
Deconvolution, Carbon Footprint, Sustainable Material Design, OLED.
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Abstract

Dynamic training strategy pertaining to chaotic learning rate signifies a mechanism by which learning rate
fluctuates using non-periodic mathematical functions rather than tracking a fixed decay schedule for injecting
controlled randomness into gradient descent process. MobileViTv2 is a lightweight computer vision model for
high-performance Vision Transformers (ViTs) with resource-constrained mobile devices improving original
MobileViT by introducing a separable self-attention mechanism, which reduces computational complexity [1].
ViTs are tailored for endoscopic image analysis by capturing long-range contextual data for reliable classification
and lesion awareness. In endoscopic images, interclass visual similarity, illumination variations, tissue diversity
and sample size require deep learning (DL) models to yield high classification accuracy with stable learning
process [2]. Integrating fractional-order calculus and chaotic learning rate scheduling (CLRS) into DL models
produces improvement in automated diagnostic precision for complex nonlinear conditions. When artificial
intelligence (Al) algorithms are applied to interpret images instantaneously. Accordingly, this study addresses Al-
based classification of gastrointestinal endoscopy images using Hyper Kvasir multi-modal dataset. Logistic map-
based CLRS was compared with conventional cosine annealing approach. Evaluation results show logistic map-
based CLRS improves classification, particularly in compact MobileViTv2 variants. In MViTv2-0.5 model,
accuracy obtained with cosine annealing was 97.27%, whereas accuracy increased to 97.66% with logistic map-
based CLRS. Macro-F1 score increased from 97.02% to 97.29%, while AUC value reached 0.9984 from 0.9983,
indicating that CLRS improves accuracy while preserving the model’s discriminative capacity. Average best
validation macro-F1 value was 0.9922 for logistic map-based CLRS and 0.9914 for cosine annealing. Average
final validation macro-F1 value was 0.9891 for logistic map-based CLRS and 0.9884 for cosine annealing. Results
reveal CLRS can be considered a complementary low-cost strategy in Al-based image classification. CLRS has
been an applicable training strategy for lightweight architecture modes in ViT-based classification models to
construct novel learning mechanisms and optimized models while attaining high levels of precision, timeliness
and control.

Keywords: Computer vision systems, fractional gastrointestinal endoscopy images, vision transformer;
MobileViTv2, Al-based fractional gastrointestinal endoscopy, diagnostic modalities, fractional-order calculus,
nonlinear dynamics complexity.
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Balancing, End-of-Life Product Transportation, and Outbound Distribution Routing
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Abstract

The growing awareness of sustainable principles has increased the importance of efficient recovery of end-of-life
(EOL) products. In such systems, EOL products are collected from different supplier locations, transported to be
processed in disassembly facilities, and subsequently distributed as recovered parts to customers or
remanufacturing facilities. Although these operations are closely interrelated, transportation, disassembly, and
distribution decisions are generally planned separately, which may increase operational costs. This study proposes
an integrated optimization framework that simultaneously addresses EOL product collection, distributed human—
cobot collaborative disassembly line balancing (DLB) and recovered parts distribution routing. The proposed study
considers multiple distributed disassembly facilities in which human workers and cobots collaboratively perform
disassembly operations at the same workstation. In this study, Mixed-Integer Linear Programming (MILP) and
Constraint Programming (CP) models are developed to solve the proposed problem. MILP is used to obtain optimal
solutions for small-size instances and establish a benchmark for solution quality. CP is employed to efficiently
handle the complex combinatorial structure and rich constraint set of the integrated problem. Experiments are
conducted on a set of test instances representing different problem characteristics. The results demonstrate the
effectiveness of the proposed integrated approach in coordinating transportation, DLB, and distribution decisions
within a unified framework. The performance of the proposed framework is also evaluated through an illustrative
example and compared with the results obtained by solving these operational problems independently.
Consequently, the proposed framework contributes to the design and operation of sustainable reverse logistics
networks and distributed human—cobot collaborative disassembly line balancing by reducing operational costs.

Keywords: Human—Cobot Collaboration; Disassembly Line Balancing; Reverse Logistics, Mathematical Models
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Abstract

In this research work, a mathematical model for a discrete-time ecology of three species is considered that
incorporates the interactions of prey, intermediate predator, and top predator, along with the environmental
coupling effect. Existence criteria and locally asymptotically stable conditions of some equilibria for this
ecosystem have been established through the use of the Jacobian matrix method and Jury stability criteria. In
addition to that, analytical criteria for flip bifurcation and Neimark—Sacker bifurcation for such a discrete
ecosystem have been provided, where changes in some critical ecological parameters cause the system to shift
from its stable state of coexistence towards oscillations and even towards quasi-periodic behavior. In addition to
that, sufficient conditions for the global attractivity of the interior equilibrium have been established. Moreover,
the maximal Lyapunov exponent approach has been employed to determine the occurrence of chaos and regions
of multistability and regime shifts. Finally, numerical simulations have been performed to validate theoretical
findings.

Keywords: Stability analysis; Bifurcation analysis; Numerical simulation.
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An Adaptive PINN Approach for the Simulation of Magnetofluid Electroosmotic Flow of
Micropolar Fluids through a Rotating Circular Microchannel in the Presence of AC
Current and High Zeta Potential
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Abstract
Micropolar fluid [1], a special kind of non-Newtonian fluid, has many applications in biomedical, industrial, and
engineering areas. This study presents a novel adaptive Physics-Informed Neural Network (PINN) framework [2]
for investigating magnetofluid electroosmotic micropolar fluid flow through a porous circular rotating
microchannel under the combined influence of a peripheral electric layer (PEL), alternating current (AC) magnetic
field, pressure gradient, hydrophobic wall slip, and high wall zeta potential. The mathematical model consists of a
coupled system of nonlinear, time-dependent partial differential equations governing the conservation of mass,
linear momentum, angular momentum, and electric potential. The high zeta potential is incorporated without
invoking the Debye—Hiickel linearization, enabling an accurate description of the electric double layer, while the
porous medium resistance is modeled through an appropriate permeability formulation. The effects of wall
hydrophobicity are represented using a velocity slip Navior boundary condition [3], and the oscillatory
electrokinetic forcing induced by the AC electric field is incorporated to analyze transient transport characteristics.

Keywords: Rotating circular microchannel, hydrophobic walls, high zeta potential, alternating current, porous
medium, adaptive PINN framework
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Comparative Evaluation of Deep Learning Architectures for State-of-Charge Estimation
of Lithium-Ion Batteries
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Abstract

Accurate State of Charge (SOC) estimation is a fundamental task of electric vehicle battery management systems.
It is critical for determining driving range, ensuring safe operation, and managing battery life. However, the
nonlinear electrochemical behavior of lithium-ion batteries and their dependence on temperature and load
conditions make SOC estimation a challenging problem. While traditional model-based methods require a detailed
battery model and parameters, data-driven deep learning approaches have recently emerged as a strong alternative,
estimating SOC directly from measurable battery data.

This study presents a comparative evaluation of five deep learning architectures for SOC estimation: a
Convolutional Neural Network (CNN), Long Short-Term Memory (LSTM), Gated Recurrent Unit (GRU), and
two hybrid models combining convolutional and recurrent layers (CNN-LSTM and CNN-GRU). All models were
trained and tested on the open-access LG 18650HG?2 lithium-ion battery dataset [ 1]. The input features are voltage,
current, temperature, and their moving-average voltage and current, with SOC (%) as the target. All input and
output variables are min-max normalized to [0, 1]. Since the dataset contains drive-cycle data collected at four
ambient temperatures (—10, 0, 10, and 25 °C), the models are trained at certain temperatures and tested on data
from a temperature not used during training. The main contribution is a comparison of how single and hybrid
architectures generalize to previously unseen thermal operating conditions. Performance is assessed using
complementary error metrics such as root mean square error (RMSE), mean absolute error (MAE), and the
coefficient of determination (R?). The comparative results and an analysis of each architecture's relative advantages
will be presented at the conference.

Keywords: State of charge, lithium-ion battery, deep learning, recurrent neural networks, electric vehicles
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Spatial Heterogeneity in Provincial Housing Sales in Turkey: A Comparative Analysis of
OLS, SAR, SEM, and GWR Models
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Abstract

This study investigates the spatial determinants of housing sales across 81 provinces of Turkey using 2024 cross-
sectional data. The dependent variable is defined as the log-transformed number of housing sales per 1,000
inhabitants to remove scale effects inherent in raw sales counts. Four models are estimated and compared: Ordinary
Least Squares (OLS), Spatial Autoregressive Model (SAR), Spatial Error Model (SEM), and Geographically
Weighted Regression (GWR), a technique whose established applicability extends beyond socioeconomic analysis
to environmental and meteorological phenomena exhibiting spatial variation, such as temperature and wind speed.
Independent variables, net migration rate, urbanization rate, log-transformed building occupancy permits per
capita, and youth population ratio are selected following Variance Inflation Factor (VIF) analysis to ensure the
absence of multicollinearity (maximum VIF = 2.76). Global Moran's I confirms significant positive spatial
autocorrelation in per-capita housing sales (I = 0.372, p <0.001), and OLS residuals retain significant spatial
dependence (I =0.123, p = 0.029), motivating the use of spatial regression models. Among global spatial models,
SEM outperforms OLS and SAR with the lowest AICc (7.13) and a significant spatial error parameter (A = 0.306,
p = 0.032). GWR achieves the best overall fit (AICc = 3.32; Adj. R> = 0.644) and reveals that the effect of net
migration rate on per-capita housing sales varies significantly across provincial space, while urbanization rate,
building permits, and youth population ratio exhibit spatially stable coefficients. These findings demonstrate that
spatial regression models and GWR in particular provide superior characterization of Turkey's provincial housing
market compared to conventional OLS.

Keywords: geographically weighted regression; spatial econometrics; housing sales; Turkey; spatial
heterogeneity; per-capita normalization; multicollinearity
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E-Bayes Estimation of the Rayleigh Distribution for Wind Energy
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Abstract

The Rayleigh distribution is one of the most widely used probability distributions for wind energy assessment due
to its simplicity and effectiveness in modeling wind speed data. However, the accuracy of the estimated parameter
has a significant impact on the reliability of wind energy estimation. In this paper, an E-Bayes estimation method
is proposed for estimating the parameter of the Rayleigh distribution in wind energy applications. The proposed
method yields a closed-form analytical estimator without requiring iterative optimization procedures or extensive
numerical computations. Its performance is evaluated using real wind speed data and compared with those of the
maximum likelihood, graphical, and moment estimation methods. The results demonstrate that the proposed E-
Bayes method provides an effective and competitive alternative for parameter estimation in Rayleigh-based wind
energy assessment.

Keywords: Rayleigh distribution, wind speed, wind energy, e-bayes estimation method
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On the fractional-order differential models for AI-Based optimization in sustainable
computing systems under complex constraints
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Abstract

In this paper, a novel Fractional-Order Differential Equation (FODE) framework for optimization of the
Sustainable Cloud and Edge computing framework is presented. We design a fractional-order, Al-based
reinforcement learning method that models the state as a mixture of memory and evolves it by intelligently
scheduling workloads across data centers distributed across different geographical zones, using real
Google+Alibaba trace data. It incorporates neural policy networks, constraint regularization, and Pareto-optimal
multi-objective optimization (MOQO) with Caputo fractional derivatives to minimize both thermal violations and
carbon emissions while satisfying deadlines. The system extends integer-order memory convolution algorithms by
introducing augmented Lagrangian constraints to enable adaptive, long-term-aware decision-making, achieving
superior performance compared with classical integer-order memory convolution approaches. FODE achieves
substantial improvements in computational sustainability, computational stability, and efficiency under complex
operational constraints through policy-gradient updates with violation penalties and dynamic load shifting towards
renewable energy sources.

Keywords: Fractional-Order Systems, Pareto efficiency, Lyapunov stability, Green Artificial Intelligence,
Resource Elasticity
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Rich, Green and Safety Focused Route Optimization
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Abstract

The Vehicle Routing Problem (VRP) is a cornerstone of logistics management [1]. Since traditional VRP models
fall short in reflecting real-world complexities, the "Rich Vehicle Routing Problem" has emerged to incorporate
multiple constraints simultaneously [2, 3]. This study develops a heterogeneous “Rich, Green, and Security-
Focused Vehicle Routing Problem” model to optimize cash transfer operations in the banking sector [4, 5]. The
proposed approach expands the existing literature by simultaneously minimizing operational costs, environmental
impacts (carbon emissions), and security risks within the objective function. A mixed-integer linear programming
model was developed, coded in Python, and solved using the Gurobi Optimization solver, which yields optimal
solutions within reasonable computational times. For large-scale datasets exceeding the exact optimization time
limit, the multi-objective NSGA-II Genetic Algorithm is utilized to obtain near-optimal results. To translate this
mathematical framework into a functional tool for decision-makers, a Streamlit-based Multi-Objective Route
Planning System web application was developed for dynamic scenario analysis. The model's performance was
evaluated across distinct scenarios: standard, cost-focused, emissions-focused, safety-focused, rapid service,
electric vehicle, traffic, carbon tax, and fleet-capacity scenarios. Optimization results are analyzed via interactive
maps and graphs created with the Google Maps API and Python libraries integrated directly into the web
application. By addressing environmental sustainability, this study provides significant contributions to both
academic literature and practical sector applications.

Keywords: Cash transfer, green logistics, rich vehicle routing, optimization, modeling
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Mathematical Analysis of a Cholera Model with Environmental Reservoir and
Behavioral Awareness
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Abstract

Cholera remains a major public health challenge, particularly in regions with limited access to safe drinking water
and adequate sanitation facilities. The transmission of the disease is influenced not only by interactions between
susceptible and infected individuals but also by the persistence of Vibrio cholerae in contaminated water sources.
In addition to these biological mechanisms, public awareness, hygiene practices, and sanitation behaviors play a
crucial role in mitigating disease transmission during outbreaks. Motivated by these observations, this study
proposes a novel mathematical model of cholera transmission that incorporates the interactions among human
populations, environmental bacterial dynamics, and public awareness. The proposed model is analyzed to
investigate its mathematical and epidemiological properties, and numerical simulations based on the fourth-order
Runge—Kutta (RK4) method are carried out to illustrate the transmission dynamics of cholera under different
epidemiological scenarios. The simulation results demonstrate the significant influence of public awareness and
sanitation on reducing disease transmission and environmental bacterial concentration. The proposed model
provides a useful framework for understanding cholera dynamics and may contribute to the development of
effective public health intervention strategies.

Keywords: Cholera, mathematical modeling, behavioral dynamics, basic reproduction number, stability analysis,
waterborne diseases, environmental reservoir.
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The Effect of the Splitting Protocol on Performance in Dermatoscopic Skin Lesion
Classification: A Controlled Measurement of Data Leakage
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Abstract

Skin cancer is one of the most common cancers in the world, and early diagnosis has a direct effect on treatment
success. Classifying skin lesions automatically from dermatoscopy images is an active research topic for clinical
decision support systems. In this study, four deep learning architectures (DenseNetl121, ConvNeXt-Tiny,
ResNet50, and EfficientNet-B3) were tested on the HAMI10000 dataset [1] for seven-class skin lesion
classification. The models were compared in two scenarios. In the first scenario, the data was split at the lesion
level, so images of the same lesion could not appear in more than one set. In the second scenario, data augmentation
was applied before the split. This was done on purpose to create data leakage, and the same four models were
retrained under this protocol. In both scenarios, class imbalance was handled with undersampling and
WeightedRandomSampler. Albumentations was used for data augmentation [2], and OneCycleLR was used as the
learning rate scheduler during training [3]. Each experiment was repeated with three random seeds (13, 21, 42),
giving 24 trained models in total. The results are reported as mean and standard deviation. In the first scenario,
DenseNet121 reached the highest test accuracy (77.39% + 1.00), but the gaps between the models stayed within
the standard deviations. In the second scenario, the test accuracy of every model went up. The mean test accuracy
rose from 76.47% to 83.70%, an increase of 7.23 points. For DenseNet121, it rose from 77.39% to 86.95%. The
size of the increase was different for each architecture (from 2.77 to 9.57 points), but it was positive in all twelve
runs. This finding shows why a lesion-level split is necessary in medical imaging studies.

Keywords: Deep learning, convolutional neural networks, skin cancer classification, HAM 10000, data leakage,
lesion-level split, class imbalance.
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Abstract
Opportunistic routing improves wireless mesh network performance by exploiting the broadcast nature of wireless
links and allowing multiple candidate forwarders to participate in packet delivery. However, integrating Quality
of Service into opportunistic routing remains challenging because protocols must balance reliability, delay,
throughput, energy consumption, congestion, mobility, security, and duplicate suppression.
This paper presents a comparative analysis of QoS-aware opportunistic routing approaches in wireless mesh
networks from a mathematical modeling and decision-process perspective. Based on the reviewed protocols, we
propose a QoS-integration-centric taxonomy that groups existing approaches according to the stage where QoS is
introduced in the routing process. The proposed taxonomy includes link-level, state-aware, coding-aware, flow-
level, security/trust-aware, mobility-aware, and analytical modeling approaches.
The analysis highlights the lack of unified multi-objective QoS solutions and identifies open issues related to
candidate coordination, mathematical modeling, and adaptive optimization for future protocol design.

Keywords: Wireless Mesh Networks, Opportunistic Routing, Quality of Service, Taxonomy, Mathematical
Modeling, Multi-objective Optimization.
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Abstract

In Fractals, Chaos Theory and Measure Theory, the geometrical figures called Sierpinski triangles, carpets,
pentagons, hexagons, etc. have interesting applications. Together with the advances in application areas of graphs
and network structures, this interest moved towards these new areas in the last few decades. Especially, choosing
the correct network structure for some real-life problem has become vital in many applications. Therefore,
geometrical figures are started to be used as network structures and models for daily problems. Here, one of the
Sierpinski structures, Sierpinski triangle, is transformed to a graph and studied by graph theoretical tools. In
particular, subdivision and r-subdivision graphs, as two of the derived graphs. By means of vertex and edge
partitions of all these graph classes, some indices are calculated.

Keywords: Sierpinski triangle graph, subdivision graph, topological graph index
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Abstract

This paper presents a rigorous mathematical investigation into the qualitative behavior and parameter estimation
framework of the deterministic Lanchester area-fire warfare model. Representing a non-isolated, nonlinear
dynamical system, the area-fire model possesses a unique geometric structure where the equilibrium states form a
continuous one-dimensional manifold along the coordinate axes rather than isolated points. Due to this inherent
non-hyperbolicity and the presence of a zero eigenvalue, classical linearization techniques and the Hartman-
Grobman theorem are insufficient to fully characterize the system's asymptotic behavior. To resolve this, we
employ invariant manifold theory alongside LaSalle’s Invariance Principle, constructing a strict linear Lyapunov
function based on the weighted combat capabilities of the opposing forces. This approach rigorously proves the
global asymptotic convergence of all admissible trajectories toward the equilibrium manifold, ensuring that
military resource dissipation is irreversible and that self-sustained oscillations or limit cycles are structurally
impossible.

Furthermore, we address the challenge of data-driven parameter identification, which is critical for operational
planning and historical battle reconstructions. We formulate a nonlinear inverse problem utilizing a least-squares
optimization functional to estimate the combat effectiveness coefficients from discrete battlefield observations. To
evaluate the robustness of these estimators, a six-dimensional augmented forward sensitivity system is derived by
differentiating the governing state equations using the product and chain rules. Local parameter perturbations
reveal a mathematical singularity in relative sensitivity when the forces reach a tactical stalemate, matching real-
world military operational experiences where minor non-numerical factors can entirely invert the engagement
outcome. Finally, codimension-one bifurcation analysis demonstrates that the spectral properties and topological
structure of the phase portrait remain invariant under positive parameter perturbations, establishing the robust
structural stability of the model.

Keywords: Lanchester equations, Nonlinear dynamical systems, Invariant manifolds, Lyapunov stability,
Forward sensitivity equations, Bifurcation theory.
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Abstract

Physics-informed neural networks provide an effective framework for integrating governing equations with data-
driven learning, but their application to systems with long-range memory remains computationally challenging.
This study introduces C-fPINN, a computationally stable and memory-aware physics-informed neural network
based on the Caputo fractional derivative. The framework combines the Alikhanov L2-1sigma discretization with
sum-of-exponentials fast convolution, preserving the power-law memory structure of the Caputo operator while
substantially reducing computational storage requirements. A unified learning objective is developed by
incorporating data fidelity, fractional residual, initial and boundary conditions, and memory-aware regularization.
Theoretical analysis establishes universal approximation capability, convergence of the discretized residual, and a
generalization bound for the neural network component. The fractional order is learned jointly with the network
parameters, enabling direct identification of memory effects from data. The proposed framework is validated using
a controlled fractional benchmark, high-frequency S&P 500 volatility data, and a fractional reaction-diffusion
SEIR epidemic model calibrated to COVID-19 incidence data. Numerical comparisons and ablation studies
demonstrate improved predictive accuracy, computational efficiency, and robustness over classical and competing
fractional learning approaches.

Keywords: Physics-informed neural networks, long-memory time series, convergence analysis
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Abstract

Cancer is a highly heterogeneous and dynamic disease driven by complex interactions between malignant cells,
immune cells, and the surrounding tumor microenvironment. Tumor progression and therapeutic response are
governed by a delicate interplay between tumor growth, immune-mediated recognition and elimination, and
treatment-induced changes in the cellular environment. Among the major components of the antitumor immune
response, cytotoxic immune cells play a crucial role in identifying and eliminating malignant cells, while tumor
cells can develop mechanisms to evade immune surveillance. Chemotherapy can further alter these interactions by
directly suppressing tumor cells and modulating the activity and abundance of immune populations. A
mathematical model is developing to investigate the dynamics of tumor—immune interactions under the combined
action of chemotherapy and immunotherapy. The model incorporates biologically relevant tumor and immune
components and describes how their interactions influence tumor progression, immune-mediated tumor control,
and therapeutic outcomes. We employ a Physics-Informed Neural Network (PINN), a machine-learning-based
approach that incorporates the governing differential equations and initial conditions directly into the learning
process. The PINN framework provides an efficient data-independent approach for approximating the solutions of
the proposed nonlinear dynamical system and offers a flexible alternative to conventional numerical solvers. The
PINN-generated solutions are validated against solutions obtained using a standard numerical technique,
demonstrating good agreement and confirming the reliability of the proposed machine-learning approach.
Furthermore, numerical and PINN-based simulations are performed to investigate the influence of key model
parameters and to provide insights into the effectiveness of combined chemotherapy and immunotherapy. The
findings demonstrate the potential of integrating mathematical modeling with physics-informed machine learning
for analyzing complex cancer dynamics.

Keywords: Physics-Informed Neural Network, cancer dynamics, chemotherapy, immunotherapy
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Abstract

Fractal-fractional operators have been increasingly used to describe dynamical systems in which nonlocal memory
and nonclassical temporal scaling occur simultaneously [1,2]. Despite this growing use, the analytical consistency
of the associated initial-value problems requires particular care because different integral conventions may lead to
inequivalent evolution equations. In this work, we examine the Caputo-type power-law fractal-fractional derivative
and identify a structural admissibility issue that directly affects the interpretation of prescribed initial data. Starting
from the defining weighted derivative, we reconstruct the corresponding integral formulation and obtain a positive
Volterra operator whose short-time behaviour is governed by the effective exponent o+f—1. This shows that, when
a+p—1<0, a continuous solution cannot in general depart from a non-equilibrium initial state in the usual manner,
so the initial condition must satisfy an additional compatibility requirement. We then derive a multiplicative
representation of the associated scalar evolution problem. The resulting symbol belongs to the Bernstein-function
framework [3], which permits the construction of an entire generalized relaxation function and clarifies the
qualitative behaviour of the linear system. In particular, the relaxation function decays for spectral parameters in
the negative real half-plane and grows in the positive real half-plane. The argument is extended to finite-
dimensional linear systems, including defective matrices, through the corresponding matrix functional calculus.
Finally, an illustrative model is used to compare two competing integral conventions. Although both formulations
appear formally similar, they generate different short-time dynamics and therefore lead to distinct interpretations
of the same prescribed initial state. These results separate initial-value admissibility from spectral stability and
show why the integral representation must be verified before applying established fractional stability criteria such
as the sector condition [4]. A complete characterization of the stability region for general complex spectral
parameters remains open.

Keywords: fractal-fractional operator, admissible initial data, Bernstein symbol, generalized relaxation, matrix
stability
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Abstract

A numerical method for solving two-dimensional nonlinear Volterra-Fredholm fuzzy integral equations (2D-
NVFFIE) of the second kind is introduced. First, the nonlinear Volterra-Fredholm fuzzy integral equation is
converted into a system of nonlinear Volterra-Fredholm integral equations in the crisp case using $\alpha$-cuts.
We then apply the Sumudu Transform combined with the Adomian Decomposition Method (Sumudu-ADM) to
solve the system efficiently without requiring discretization, perturbation, or linearization. The existence,
uniqueness of the fuzzy solution, and convergence of the proposed Sumudu-ADM scheme are established
theoretically. Finally, a numerical example is presented to illustrate the accuracy and applicability of the proposed
technique.

Keywords: Integral equations, Sumudu Transform, Sumud Adomian Decomposition method
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Abstract

Cryptocurrency markets, with their high price volatility and complex dynamics, make accurate price prediction
difficult, increasing the need for reliable prediction models to support investment decisions. Studies systematically
examining the contribution of different groups of technical indicators to prediction success in cryptocurrency price
forecasting are limited in the literature. In this study, an automatic programming method was used to predict
Bitcoin closing prices hourly. In this study, technical indicators were divided into different groups: trend,
momentum, volatility, volume, and price-based indicators. Thus, a comparative evaluation was conducted to
determine which technical indicator group contributed more to prediction performance. Mean Absolute Error
(MAE), Mean Squared Error (MSE), Root Mean Square Error (RMSE), Mean Absolute Percentage Error (MAPE),
and Coefficient of Determination (R?) metrics were used to examine the model's performance. The results indicate
that the technical indicator groups' prediction performance varied significantly. In addition to providing an
explainable method based on automated programming to the literature on cryptocurrency price prediction, this
study reveals the relative efficacy of several sets of technical indicators, which can help investors and researchers
make informed decisions.

Keywords: Cryptocurrency; Price prediction; Automatic programming
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  𝛹


  1 < 𝜇 < 2


  p −


  1 ≤ p ≤ ∞ .


  𝛼 − ,   𝛽 − ,   a n d   𝛾 −


  p −


  q ( x ) = 2  cos ⁡  ( 2 x )


    𝜆 PINN ≈ 1 . 8591


   TM z


  O  ( N  log ⁡  N )


  O ( N )


  T  M z


  5 . 35   MB


  108 . 58   MB


  256   MB


  20 . 3 ×
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  34 . 9 ×


   ∇ 2 u = F  ( x , y , t , G  ( u ) ,     𝜕 2   u  𝜕   t 2 , f ( x , y , t ) )
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